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CLIENT/SPONSOR:

SUBMITTAL PREPARED BY:                                                                                                                              

PROJECT

LOCATIONS

NOTES:

GENERAL PERMIT PROGRAM CORRECTIONS RECORD

No. DESCRIPTION
APPROVAL/DATE

CITY OF AUSTIN

CORRECTION
BY

VOID (V)

SHEET Nos. PLAN SET

ADD (A)

CORRECT (C)

SHEETS IN

TOTAL No.

IMAGED

DATE

PROJECT SPONSOR

APPROVALS:

REVIEWED BY:

AUSTIN WATER UTILITY

AULCC NUMBER

APPROVED BY:

GENERAL PERMIT PROGRAM COORDINATOR

ANNUAL GENERAL PERMIT NUMBER

SUBMITTED FOR APPROVAL BY:

PROJECT ENGINEER - JEFFREY RECK,  P.E.

DEVELOPMENT PERMIT NUMBER

DATE

DATE

DATE

DATE

G
E

N
E

R
A

L
 
P

E
R

M
I
T

 
P

R
O

G
R

A
M

C

I

T

Y

O

F
A

U

S

T

I

N

F

O

U

N

D

E
D

1

8

3

9

ZONE AS REGULATED BY THE TEXAS COMMISSION ON ENVIRONMENTAL QUALITY (TCEQ).

THE CITY OF AUSTIN.  THIS PROJECT NOT WITHIN THE EDWARDS AQUIFER RECHARGE

THIS PROJECT NOT WITHIN THE EDWARDS AQUIFER RECHARGE ZONE AS DEFINED BY

7.

CONTRACTOR SHALL NOTIFY THE PUBLIC WORKS DEPARTMENT 24 HOURS PRIOR TO STARTING

CONSTRUCTION OR CLEARING OPERATIONS.

LEAST 48 HOURS PRIOR TO ANY WORK IN CITY EASEMENTS OR STREET RIGHT OF WAYS.

CONTRACTOR SHALL CALL "ONE CALL" AT 1-800-344-8377 FOR UTILITY LOCATIONS AT

6.

5.

3.

2.

NOTES:

1.

OF THIS PROJECT A FIELD INVESTIGATION HAS NOT BEEN PERFORMED AS A PART OF THIS PROJECT

THERE ARE NO CRITICAL ENVIRONMENTAL FEATURES WITHIN 150' OF ANY PORTION

8. THE STANDARD SHEETS INCLUDED IN THIS PLAN SET WERE PROVIDED BY THE

ONLY.  IF ANY MODIFICATIONS TO THE SHEETS WERE MADE, THEY ARE 

GENERAL PERMIT PROGRAM OFFICE FOR USE ON GENERAL PERMIT PROJECTS 

11.

CLEARLY INDICATED ON THE SHEET ITSELF AND IN THE COVER SHEET INDEX.

10.

WILL BE INSTALLED ACROSS FULL WIDTH OF TRAFFIC CLOSURE AND DOWNSTREAM

ADDITIONAL TRENCH E/S CONTROL:  TRIANGULAR SEDIMENT FILTER DIKE

OF CONSTRUCTION AREA, PERPENDICULAR TO CURB.  FILTER DIKE TO FOLLOW

9.

ACTIVE CONSTRUCTION.  REMOVING AND RE-SETTING FILTER DIKE IS CONSIDERED

SUBSIDIARY TO BARRICADES AND TRAFFIC HANDLING.

PROJECT SCHEDULE MUST BE APPROVED BY THE GENERAL PERMIT PROGRAM (GPP) COORDINATOR.

INSTALLATION AND REMOVAL OF TEMPORARY AND PERMANENT EROSION/SEDIMENTATION CONTROLS

MUST BE REFLECTED IN THE SCHEDULE, BY STATION NUMBER.  GPP ARBORIST MUST BE NOTIFIED

A MINIMUM OF 48 HOURS IN ADVANCE OF TRANSITION BETWEEN PHASES.

NO PORTION OF THIS SITE IS LOCATED WITHIN THE 100-YEAR FLOODPLAIN, PER CITY

OF AUSTIN AND FEDERAL EMERGENCY MANAGEMENT AGENCY FLOOD INSURANCE RATE MAPS.

THIS PROJECT IS LOCATED WITHIN THE   JOHNSON CREEK    WATERSHED

(CLASSIFIED AS  WATER SUPPLY SUBURBAN ) AND SHALL BE DEVELOPED, CONSTRUCTED AND

MAINTAINED IN ACCORDANCE WITH CHAPTER 25 OF THE CODE OF THE CITY OF AUSTIN.

APPROVAL IS REQUIRED AT THE TIME OF SUBMITTAL FOR GENERAL PERMIT PROGRAM APPROVAL.)

NO PORTION OF THIS SITE IS LOCATED WITHIN PARKLAND OR LAND USED FOR PARK

PURPOSES.  (IF SUCH LAND IS INCLUDED, DOCUMENTATION OF PARKS AND RECREATION DEPT

4.

AND IS NOT REQUIRED.

APPROPRIATE EASEMENTS/APPROVALS MUST BE SECURED AND DOCUMENTED FOR PROJECT AREAS

LOCATED OUTSIDE OF RIGHT OF WAYS.  NO WORK SHALL BE PERFORMED WITHIN THESE AREAS UNTIL

ASSOCIATED RIGHT OF ENTRY HAS BEEN SECURED.  ADDITIONALLY, THIS PROJECT WILL NOT BE

CONSIDERED COMPLETE UNTIL ALL RECORDED EASEMENT DOCUMENT NUMBERS HAVE BEEN OBTAINED AND

SHOWN ON PLANS.

PER FLOOD INSURANCE RATE MAP NO. 48453C0445J.

 Nov 12, 2020 - 9:30am

C.I.P. NO. 2231.334

PRINTED ON:

BRYKER ROAD
 WATER AND  WASTEWATER

REPLACEMENT

CONTACT:

AWU PROJECT # 2231.334

625 EAST 10TH STREET

AUSTIN, TX 78701

BRYKER DRIVE AND W. 34TH STREET

AUSTIN, TX 78724

COA GRID: N25

MAPSCO: MAP 554V

SHOBANA ANGIA, PMP

PHONE: (512) 974-1581

CITY OF AUSTIN

AUSTIN WATER UTILITY

PROJECT MANAGEMENT:

CITY OF AUSTIN

DEPARTMENT OF PUBLIC WORKS

PROJECT MANAGEMENT DIVISION

505 BARTON SPRINGS RD., STE. 900

AUSTIN, TX 78704

CONTACT:

AZARI HOUMAN, PE

(512) 972-2049

SUBMITTAL DATE

H25
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NOVEMBER 2020

1717 WEST 6TH STREET, SUITE 210

AUSTIN, TX 78703
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15.

CONTRACTOR SHALL STAKE ALL PROPOSED SERVICE CONNECTIONS LOCATED WITHIN THE CRITICAL ROOT

ZONE OF TREES 8" IN CALIPER AND LARGER AT LEAST 21 CALENDAR DAYS PRIOR TO CONSTRUCTION OF

SUCH SERVICES. STAKING SHALL CONSIST OF A LATH WITH NAIL AND PAINT MARKINGS. IN CASES WHERE A

STAKE CANNOT BE PLACED WITHOUT DAMAGING PROPERTY, CONTRACTOR MAY USE PAINT ONLY. ONCE

STAKING IS COMPLETE ITS THE CONTRACTORS RESPONSIBILITY TO INFORM THE CITY OF AUSTIN

CONSTRUCTION INSPECTOR WITHIN TWENTY-FOUR HOURS. THE CITY OF AUSTIN 'S CONSTRUCTION

INSPECTOR WILL THEN COORDINATE A FIELD REVIEW OF THE SERVICE LOCATIONS WITH THE GENERAL

PERMIT PROGRAM COORDINATOR AND PROPERTY OWNERS. SERVICE LINE LOCATIONS MAY BE ADJUSTED

BASED ON THE REVIEW AND WILL BE RESTAKED BY THE CONTRACTOR  AT NO ADDITIONAL COST TO THE

CONTRACT. ALL SERVICE LINE STAKING SHALL BE MAINTAINED UNTIL THE SERVICE IS INSTALLED.

12.

COORDINATES SHOWN HEREON ARE BASED ON THE TEXAS STATE PLANE COORDINATE SYSTEM, CENTRAL

ZONE (4203), NAD83(CORS).  PROJECT REFERENCE POINTS ARE CITY OF AUSTIN MONUMENT "J-25-1001"

(CB58) HAVING COORDINATE VALUES OF N=10,085,028.06, E6=3,112,116.43 AND "H-24-1001" HAVING

COORDINATE VALUES OF N=10,080,581.36, E=3,107,208.51.  COMBINED SCALE FACTOR = 1.0001.

13.

ELEVATIONS AND CONTOURS SHOWN HEREON ARE BASED ON CITY OF AUSTIN MONUMENT "J-25-1001" (CB58)

HAVING AN ELEVATION OF 579.64 FEET.  NAVD88 VERTICAL DATUM.

14.

UNDERGROUND UTILITIES SHOWN HEREON ARE BASED ON VISIBLE SURFACE FEATURES, PAINT MARKS AND

RECORD UTILITY PLANS PREPARED BY OTHERS.  THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR

FIELD VERIFYING THE LOCATION AND ELEVATIONS OF ALL EXISTING UTILITIES.  PRIOR TO EXCAVATION OR

DRILLING "ONE-CALL" TEXAS 811 SHOULD BE CONTACTED.
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BRYKER ROAD
 WATER AND WASTEWATER

REPLACEMENT PROJECT

EXISTING

CIVIL SYMBOLS

STEEL CASING (PROFILE VIEW)

STEEL CASING (PLAN VIEW)

FULL DEPTH SAWCUT, REMOVE AND

REPLACE EXISTING ASPHALT

PAVEMENT.

FULL DEPTH SAWCUT, REMOVE AND

REPLACE EXISTING CONCRETE

PAVEMENT.

PROPOSED

WASTEWATER LATERIALS

WATER SERVICE LINES

DRAIN STATION (PLAN VIEW)

COMBINATION AIR VALVE MANHOLE

BENCH MARK NUMBER DESIGNATION

CONSTRUCTION CONTROL POINT

(PLAN VIEW)

CORROSION MONITORING

TEST STATION (PROFILE VIEW)

COMBINATION AIR VALVE MANHOLE

(PROFILE VIEW)

DRAIN STATION (PROFILE VIEW)

FO

FIBER OPTICS LINE

PROPOSED EXPOSED PIPELINE

(4-INCHES AND LARGER)

SILT FENCE

GRAVEL ROAD

LOW LYING WET AREA

HOT TAP

PROPOSED WATER AND

WASTEWATER LINE

PROPOSED BURIED PIPELINE

(> 8"Ø)

FITTING SYMBOLS

DETAIL KEY

SHEET CATEGORY

(* *)

(*)

DETERMINED IN FIELD

DENOTES DIMENSIONS TO BE 

DETERMINED BY MANUFACTURER

DENOTES DIMENSIONS TO BE

DIMENSIONS:

MISCELLANEOUS SYMBOLS

VALVE SYMBOLS

SECTION KEY

PVC SOCKET WELD

PLUG

REDUCER

FITTING WITH

WELDED JOINT ENDS

FITTING WITH

RESTRAINED

PUSH-ON

FITTING WITH

FLANGED

JOINT ENDS

HOSE/COUPLING

CONNECTION

GROOVED END

COUPLING

FE
FLOW ELEMENT

PLUG VALVE (OPEN)

CHECK VALVE (CKV)

GATE VALVE (GV)

DRAIN

FEMALE QUICK

COUPLING CONNECTION

ABBREVIATION

ABBREVIATION DESCRIPTION

DESCRIPTION

ABBREVIATIONS

MANHOLE

MAXIMUM

MECHANICAL

MECHANICAL JOINT

MINIMUM

MIXER

MILLION GALLON

NORTH

NUMBER

NATIONAL PIPE THREAD

NON POTABLE WATER

NOT TO SCALE

ON CENTER

OUTSIDE DIAMETER

OVERFLOW

OVERHEAD ELECTRIC

PUMP

PAVEMENT

PLUS OR MINUS

POINT

POINT OF CURVATURE

POINT OF INTERSECTION

POINT OF TANGENCY

POINT OF VERTICAL INTERSECTION

PUMP STATION

POUNDS PER SQUARE INCH

PRECAST CONCRETE CYLINDER PIPE

OR PORTLAND CEMENT

CONCRETE PAVEMENT

PRESSURE GAUGE

POUND PER SQUARE FOOT

PROPERTY LINE

POINT OF REVERSE CURVATURE

PIPELINE MARKER

POLYMER

POINT OF BEGIN

POWER POLE

PROPOSED

POLYVINYL CHLORIDE

POTABLE WATER

PRESSURE REDUCING VALVE

RADIUS

REDUCER

REDUCING

REINFORCE

REINFORCED CONCRETE CYLINDER

PIPE

REQUIRED

RESTRAINED JOINT

RIGHT-OF-WAY

RIGHT

SAMPLE

SOUTH

SLUDGE BLENDING FACILITIES

SUBNATANT

SLUDGE BLENDING TANK

SHEET

SCRUBBER

SILENT CHECK VALVE

STORM DRAIN

SILT FENCE

SLUDGE

SPECIFICATION

STAINLESS STEEL

STANDARD

STATION

STEEL

STOCK PILE

SECONDARY SKIMMINGS

SURFACE WATER

SWITCHBOARD

TEMPORARY BENCHMARK

TELEPHONE

TEMPORARY OR TEMPERATURE

TOP OF PIPE

TRUNNION

TYPICAL

TANK

UNDERGROUND

UTILITY WATER

VALVE CONTROL PANEL

VERTICAL

VACUUM REGULATOR

VENT SCRUBBER

WATER LINE

WROUGHT IRON FENCE

SERVICE WATER

WEST

WASTEWATER LINE

ABOVE FINISHED FLOOR

AIR RELEASE VALVE

AND

APPROXIMATE

AT

AMERICAN WATER

WORKS ASSOCIATION

AUTOMATIC SWITCHOVER

AUSTIN WATER UTILITY

BOOSTER PUMP

BENCH MARK

BLIND FLANGE

BUTTERFLY VALVE

BACKFLOW  PREVENTER

BUILDING

BALL VALVE

BARBED WIRE FENCE

CHLORINE GAS

CLEAN OUT

CONE VALVE

COMBINATION AIR VALVE

CEMENT MORTAR LINED

CORRUGATED METAL PIPE

CENTERLINE

CONCRETE

CONCRETE CYLINDER PIPE

COUPLING

CONSTRUCTION JOINT

CURVE

CONSTRUCTION

CHLORINE

CHAIN LINK FENCE

CHECK VALVE

CORROSION INHIBITOR

CHLORINE LEAK DETECTOR

CONTROL CONSTRUCTION POINT

CONTROL PANEL

CONCRETE STEEL CYLINDER

CITY OF AUSTIN

CONNECTIONS

DRAIN

DISSOLVED AIR FLOATION TANKS

DENSE VEGETATION

DIAMETER

DIMENSION

DRAWINGS

DUCTILE IRON PIPE

DISINFECTED GROUNDWATER

DOS RIOS

DOUBLE CLEAN OUT

EAST

EXCESS ACTIVATED SLUDGE

EXISTING

EACH

EACH WAY

EACH FACE

ELECTRIC

ELEVATION

EDGE OF PAVEMENT

EASEMENT

FINISHED FLOOR

FLOOR LEVEL

FLANGE

FLANGED COUPLING ADAPTER

FLEXIBLE

FOOT OR FEET

GRADE BREAK

GATE VALVE

GROUNDWATER

GROUND STORAGE TANK

GAS VENT SCRUBBER

HOT MIX ASPHALTIC

CONCRETE.

HIGH WATER SURFACE

INSIDE DIAMETER

INVERT

INVERT ELEVATION

JOINT

THOUSAND GALLON

LIMIT OF CONSTRUCTION

LEFT

LENGTH

LINEAR FEET

LOW  WATER SURFACE

AFF

ARV

&

APPROX

@

AWWA

AS

AWU

BP

BM

BF

BFV

BFP

BLDG

BV

BWF

CG

CO

COV

CAV

CML

CMP

℄
CONC.

CCP

CPLG

CJ

C

CONST.

CL

CLF

CV

CI

CLD

CNP

CP

CSC

COA

CONN.

D

DAFTS

DV

DIA.

DIM

DWGS

DI OR DIP

DGW

DR

DCO

E

EAS

EXIST.

EA.

E.W.

E.F.

ELEC.

EL. OR ELEV.

EP

ESM'T OR ESMT.

FF

FL

FLG

FCA

FLEX

FT

GB

GV

GW

GST

GVS

HMAC

HWS

ID

INV

IE

JT

KG

LOC

LT.

L

LF

LWS

MH

MAX.

MECH

MJ

MIN.

MX

MG

N

NO. OR #

NPT

NPW

NTS

OC

OD

OF

OHE

P

PVMT

±

PT. OR

PNT

PC

PI

PT

PVI

PS

PSI

PCCP

PG

PSF

PL OR ⅊
PRC

PLMK

POLY

POB

PP

PROP

PVC

PW

PRV

R

RED

RED'G

REINF

RCCP

REQD

RJ

ROW

RT.

SA

S

SBF

SBNT

SBT

SHT

SCB

SCV

SD

SF

SLG

SPEC.

SS, SST

STD

STA.

STL

SP

SSK

SW

SWBD

TBM

TEL

TEMP.

T/P

TR

TYP.

T

UG

UW

VCP

VERT.

VRU

VS

WL

WIF

WTR

W

WWL

X-XX

X

X-XX

X

INDICATES

DIRECTION OF

SECTION CUT

SECTION NUMBER

(CONSECUTIVELY

NUMBERED ON SHEET

SECTION IS LOCATED)

X X-XX

SHEET ON WHICH

DETAIL IS LOCATED

DETAIL NUMBER

(CONSECUTIVELY

NUMBERED ON SHEET

DETAIL IS LOCATED)

SHEET ON WHICH

PHOTO IS LOCATED

SHEET ON WHICH

DETAIL IS LOCATED

PHOTO NUMBER

(CONSECUTIVELY

NUMBERED ON SHEET

PHOTO IS LOCATED)

PHOTO KEY

TRAVERSE TURN POINT

PLUG VALVE (CLOSED)

PROPOSED BURIED PIPELINE

(4-INCHES AND LARGER)

SF

LIMITS OF CONSTRUCTIONLOC

BALL VALVE

SHEET INDEX

SEQ.

 NO

SHEET

 NO

DESCRIPTION

GENERAL

1 G-01 COVER SHEET

2 G-02
SHEET INDEX, SYMBOLS AND ABBREVIATIONS

5 G-05 SITE MILLING AND OVERLAY LAYOUT PLAN

CIVIL

C-01 PROPOSED 8 IN WATERLINE PLAN AND PROFILE STA. 0+00 to 4+00

C-02

C-03

7

C-04

8

C-05

9

C-06

10

C-08 PROPOSED 8 IN WASTEWATER LINE PLAN AND PROFILE STA. 0+75 to 5+00

11

C-09

12

C-10

13

C-11

14

C-12

15

C-13

        WATER VALVE

        WATER METER

        WATER MANHOLE

        WASTEWATER MANHOLE

        STORM MANHOLE

        TELEPHONE MANHOLE

        CLEANOUT

        FIRE HYDRANT

        IRRIGATION CONTROL VALVE

        BOREHOLE

        POWER POLE

        GUY ANCHOR

        GUY POLE

        SIGN

        TELEPHONE MARKER

        GAS METER

  VOL.  = VOLUME

  PG.  = PAGE

  P.R.T.C. = PLAT RECORDS OF

           TRAVIS COUNTY

  O.P.R.T.C. = OFFICIAL PUBLIC

            RECORDS OF

            TRAVIS COUNTY

  T.C.A.D. = TRAVIS CENTRAL

           APPRAISAL DISTRICT

  (    ) = RECORD INFORMATION

WATER LINES

WASTEWATER LINES

CONTOUR

OVERHEAD ELECTRIC

3 G-03 GENERAL NOTES

16

PROPOSED  GATE VALVES

GAS LINES

PROPOSED  WASTEWATER MANHOLES

PROPOSED 8 IN WATERLINE PLAN AND PROFILE STA. 4+00 to 8+00

PROPOSED 8 IN WATERLINE PLAN AND PROFILE STA. 8+00 to 12+00

PROPOSED 8 IN WATERLINE PLAN AND PROFILE STA. 12+00 to 16+60

PROPOSED 8 IN WATERLINE PLAN AND PROFILE STA. 19+75 to 24+00

PROPOSED 8 IN WATERLINE PLAN AND PROFILE STA. 24+00 to 27+88.97

PROPOSED 8 IN WASTEWATER LINE PLAN AND PROFILE STA. 5+00 to 9+00

PROPOSED 8 IN WASTEWATER LINE PLAN AND PROFILE STA. 9+00 to 13+00

PROPOSED 8 IN WASTEWATER LINE PLAN AND PROFILE STA. 13+00 to 17+85

PROPOSED 8 IN WASTEWATER LINE PLAN AND PROFILE STA. 19+75 to 24+00

PROPOSED 8 IN WASTEWATER LINE PLAN AND PROFILE STA. 24+00 to

28+50

54" WATER LINE

EROSION AND SEDIMENT CONTROL

17

L1.00 EROSION AND SEDIMENT CONTROL PLAN

L1.01

18

L1.02

19

L1.10

20

TRAFFIC CONTROL

TC-01

TC-02

TC-03

23

TC-05

TC-06

26

TC-07

27

TC-08

28

TC-09

29

TC-10

30

TC-11

31

MASTER TRAFFIC CONTROL PLAN

TC-04

24

TC-12

32

TC-13

33

TC-14

34

TC-16

35

TC-17

36

TC-18

37

TC-19

38

TC-20

39

TC-21

40

TC-22

42

STANDARDS DETAIL SHEETS

43

SD-01 STANDARD DETAILS

SD-02

44

SD-03

45

SD-04

STANDARD DETAILS

STANDARD DETAILS

STANDARD DETAILS

EROSION AND SEDIMENT CONTROL PLAN

EROSION AND SEDIMENT CONTROL PLAN

EROSION AND SEDIMENT CONTROL DETAILS

TRAFFIC CONTROL NOTES

BRYKER FROM 30TH TO 31ST DETOUR

31ST - BRYKER INTERSECTION DETOUR

BRYKER FROM 31ST  TO 32ND DETOUR

32ND - BRYKER INTERSECTION DETOUR

32ND FROM BRYKER TO BEVERLY

BRYKER FROM 32ND TO 33RD DETOUR

BRYKER FROM 33RD TO 34TH DETOUR

34TH FROM OAKMONT TO BEVERLY DETOUR

BEVERLY - 34TH INTERSECTION DETOUR

34TH FROM BEVERLY TO BRYKER DETOUR

BRYKER - 34TH INTERSECTION DETOUR

34TH FROM BRYKER TO JEFFERSON DETOUR

JEFFERSON - 34TH INTERSECTION DETOUR

41

TC-15

TRAFFIC CONTROL DETAILS

TRAFFIC CONTROL DETAILS

TRAFFIC CONTROL DETAILS

TRAFFIC CONTROL DETAILS

TRAFFIC CONTROL DETAILS

TRAFFIC CONTROL DETAILS

TRAFFIC CONTROL DETAILS

G - GENERAL

C - CIVIL

L - LANDSCAPING

TC - TRAFFIC CONTROL

SD - STANDARD DETAIL

L1.11

21

EROSION AND SEDIMENT CONTROL DETAILS

46

PROPOSED  FIRE HYDTRANT

C-07 PROPOSED 8IN WATERLINE PLAN AND PROFILE

22

25

48

PROPOSED  AIR RELEASE VALVE (ARV)

SD-05 STANDARD DETAILS

49

SD-06 STANDARD DETAILS

50

51

4 G-04 AUSTIN WATER GENERAL INFORMATION AND CONSTRUCTION NOTES

6 G-06 EXISTING UTILITIES ABANDONMENT LAYOUT PLAN

52

TC-23 TRAFFIC CONTROL DETAILS

47

53

G-07 DEPTH OF COVER CALCULATION DETAILS

54

SD-07 STANDARD DETAILS

55
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BRYKER ROAD
 WATER AND WASTEWATER

REPLACEMENT PROJECT

WATER AND WASTEWATER CONSTRUCTION NOTES

1. ALL RESTORATION AND REPLACEMENT OF EXISTING IMPROVEMENTS WITHIN WATER AND

WASTEWATER EASEMENTS SHALL BE IN  ACCORDANCE WITH CITY OF AUSTIN STANDARD

SPECIFICATION REQUIREMENTS.

2. CONSTRUCTION OPERATIONS SHALL BE CONDUCTED IN SUCH A MANNER AS TO PROTECT

ROADWAY FACILITIES AT ALL TIMES.

CONSTRUCTION PHASING

1. PRIOR TO COMMENCING WORK, THE CONTRACTOR SHALL SUBMIT A DETAILED PROJECT

CONSTRUCTION SCHEDULE IN EITHER MICROSOFT PROJECT OR SURE TRACK THAT

DEMONSTRATES COMPLIANCE WITH THE TRAFFIC CONTROL PLAN AND THE PROPOSED

CONSTRUCTION SEQUENCING.

2. PROJECT SEQUENCING SHALL BE IN ACCORDANCE WITH CITY OF AUSTIN STANDARD NOTES

AND DETAILS: TREE PROTECTION AND ENVIRONMENTAL NOTES IN THIS PLAN SET, PROJECT

SEQUENCING NOTES.

GENERAL CONSTRUCTION NOTES

1. ALL RESPONSIBILITY FOR THE ADEQUACY OF THESE PLANS REMAINS WITH THE ENGINEER

WHO PREPARED THEM. IN REVIEWING THESE PLANS, THE CITY OF AUSTIN MUST RELY ON

THE DESIGN ENGINEER FOR THE ADEQUACY OF THE WORK.

2. CONTRACTOR TO PROVIDE DUST CONTROL DURING CONSTRUCTION. ANY DAMAGE TO

EXISTING PAVEMENT OR IMPROVEMENTS ON PROPERTY ADJACENT TO THE CONSTRUCTION

AREA SHALL BE RESTORED BY THE CONTRACTOR TO PRE-CONSTRUCTION CONDITION.

3. WORK IS PERMITTED FROM 8AM TO 5PM, MONDAYS THROUGH FRIDAYS.

4. ALL CONSTRUCTION OPERATIONS SHALL BE ACCOMPLISHED IN ACCORDANCE WITH

APPLICABLE STATE STATUES AND U.S. OCCUPATIONAL SAFETY AND HEALTH

ADMINISTRATION REGULATIONS (O.S.H.A.). COPIES OF O.S.H.A STANDARDS MAY BE

PURCHASED FROM THE U.S. GOVERNMENT PRINTING OFFICE. INFORMATION AND RELATED

MATERIALS MAY BE OBTAINED FROM O.S.H.A. @ 611 EAST 6TH STREET. RPP, 303 AUSTIN,

TEXAS.

5. THE CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATION WITH OTHER CONTRACTORS

AND UTILITIES IN THE VICINITY OF THIS PROJECT. IF THE CONTRACTOR BECOMES AWARE OF

POSSIBLE CONFLICT, IT IS THE CONTRACTOR'S RESPONSIBILITY TO NOTIFY THE PROJECT

INSPECTOR AND THE PROJECT MANAGER WITHIN 24 HOURS.

6. CONTRACTOR WILL BE RESPONSIBLE FOR COSTS INCURRED AS A RESULT OF UTILITY

RELOCATIONS PERFORMED FOR CONTRACTOR'S CONVENIENCE AND FOR UTILITIES

DAMAGED BY THE CONTRACTOR. REPAIRS TO UTILITIES DAMAGED BY CONSTRUCTION SHALL

BE AT CONTRACTOR'S EXPENSE.

7. ANY EXISTING SIDEWALKS, CURBS, OR DRIVEWAYS DAMAGED BY THE CONTRACTOR SHALL

BE REMOVED AND RESTORED WITH MATERIALS EQUAL TO OR BETTER THAN THE ORIGINAL

AND SHALL BE AT THE CONTRACTOR'S EXPENSE UNLESS OTHERWISE NOTED.

8. ANY EXISTING SITE ELEMENTS IMPACTED BY THE CONTRACTOR SHALL BE REMOVED AND

RESTORED WITH MATERIALS EQUAL TO OR BETTER THAN THE ORIGINAL AND SHALL BE AT

THE CONTRACTOR'S EXPENSE UNLESS OTHERWISE NOTED.

9. EQUIPMENT AND MATERIALS SHALL BE STORED AT LOCATIONS SHOWN ON PLANS AND

APPROVED BY THE OWNER'S REPRESENTATIVE.

10. UTILITY SERVICES SHALL BE MAINTAINED TO RESIDENCES AND BUSINESSES AT ALL TIMES.

BEFORE DISCONNECTING ANY WATER OR WASTEWATER LINE, THE CONTRACTOR MUST

NOTIFY THE CITY IN WRITING REQUESTING APPROVAL AND PROVIDE A DETAILED PLAN AT

LEAST 48 HOURS IN ADVANCE, DESCRIBING AN ALTERNATE MEANS OF WATER OR

WASTEWATER CONVEYANCE FOR THE INTERRUPTED SECTION.

11. ANY EXISTING IMPROVEMENTS, INCLUDING DRAINAGE FACILITIES, DISTURBED BY

CONSTRUCTION SHALL BE RESTORED BY THE CONTRACTOR AT HIS / HER EXPENSE TO A

CONDITION EQUAL TO OR BETTER THAN PRECONSTRUCTION CONDITION.

12. ANY PORTION OF THIS PROJECT WHICH IS IMPROPERLY PLACED AND / OR CONFLICTS WITH

ANY ROADWAY STRUCTURE SHALL BE REMOVED AND CORRECTLY PLACED. THE

CONTRACTOR WILL BE RESPONSIBLE FOR ALL ASSOCIATED COSTS.

13. ALL ELEVATIONS ARE BASED ON USGS DATUM. HORIZONTAL DATUM IS TEXAS STATE PLANE

COORDINATE SYSTEM. SEE PLANS FOR LOCATION OF BENCHMARKS.

14. SURVEY  WAS COMPLETED BT MALDONADO-BURKETT INTELLIGENT TRANSPORTATION

SYSTEMS, LLP ON JANUARY 17, 2018.

15. CONTRACTOR IS PERMITTED TO STORE FUEL ON SITE FOR THE SOLE PURPOSE OF

OPERATING AND MAINTAINING THE TEMPORARY FLOW MANAGEMENT SYSTEM. THE

CONTRACTOR SHALL UTILIZE TEMPORARY E/S CONTROLS, SECONDARY CONTAINMENT, AND

SPILL PREVENTION FOR FUEL STORAGE IN ACCORDANCE WITH THE CONTRACT DOCUMENTS

AND CITY OF AUSTIN REQUIREMENTS. THESE ITEMS SHALL BE APPROVED BY THE GPP

COORDINATOR.

NOTES FOR CONSTRUCTION STAGING AREA

1. ALL CONSTRUCTION ACTIVITIES, INCLUDING MATERIAL STORAGE AND STAGING AREA, SHALL BE

LOCATED WITHIN THE LIMITS OF  CONSTRUCTION AS INDICATED ON THE DRAWINGS.  ANY

ADDITIONAL AREAS REQUIRED FOR CONSTRUCTION AT THIS PROJECT SHALL BE THE

RESPONSIBILITY OF THE CONTRACTOR. REFER TO CITY OF AUSTIN STANDARD NOTES AND

DETAILS: TREE PROTECTION AND ENVIRONMENTAL NOTES IN THIS PLAN SET, FOR FURTHER

REQUIREMENTS.

TEMPORARY SPOILS AREA NOTES

1. NO SPOILS STORAGE IS ALLOWED WITHIN A CRITICAL WATER QUALITY ZONE OR 100-YEAR

FLOOD PLAIN.

2. LOCATION, SIZE, HEIGHT, CAPACITY AND DURATION OF TEMPORARY SPOILS AREAS SHALL BE

DETERMINED BY THE CONTRACTOR PRIOR TO THE PRE CONSTRUCTION MEETING.

CONTRACTOR SHALL HAVE PROPOSED LOCATIONS APPROVED BY OWNER'S REPRESENTATIVE

AND CITY'S GENERAL PERMIT COORDINATOR WITHIN LIMITS OF CONSTRUCTION.

3. SPOILS ADJACENT TO TRENCHES SHALL BE USED FOR BACKFILL IMMEDIATELY UPON

COMPLETION OF THE PIPE INSTALLATION AND ANY EXCESS BE REMOVED TO THE TEMPORARY

SPOILS AREA DAILY.

4. SPOILS IN THE STOCKPILE AREAS SHALL HAVE SIDE SLOPES THAT DO NOT EXCEED 3:1. A SLOPE

OF 1:1 IS ACCEPTABLE AS LIMITED BY AVAILABLE SPACE. POSITION SILT FENCE AT TOE OF

SLOPE AS DICTATED BY SPACE REQUIREMENTS. CONTRACTOR TO COVER ALL SPOILS WITH A

TARP TO RESTRICT SEDIMENT TRANSPORT DURING A RAIN EVENT. CONTRACTOR TO PROVIDE

E/S CONTROLS IN ADDITION TO TARP.

5. ALL AREAS SHALL BE RESTORED TO ORIGINAL GRADE (AS IT EXISTED PRIOR TO

CONSTRUCTION), UNLESS OTHERWISE INDICATED ON THE DRAWINGS.

SEQUENCING OF CONSTRUCTION

THE SEQUENCE OF CONSTRUCTION IS INTENDED TO DEMONSTRATE A CONSTRUCTION

APPROACH THAT MAINTAINS SANITARY SEWER SERVICE AND MINIMIZES IMPACTS. THIS

SEQUENCE OF CONSTRUCTION DOES NOT IDENTIFY ALL CONSTRUCTION ITEMS OR STEPS,

NOR IS THE ENGINEER RESPONSIBLE FOR THE ACTUAL CONSTRUCTION SEQUENCING

UTLITIZED. CONTRACTOR IS TO DEVELOP A DETAILED CONSTRUCTION SEQUENCING PLAN AND

CONSTRUCTION SCHEDULE FOR THE PROJECT.

PRIOR TO COMMENCING SITE WORK, CONTRACTOR SHALL PERFORM THE FOLLOWING:

1. CONTRACTOR SHALL CONTACT RESIDENT PROJECT REPRESENTATIVE (RPR) AND CITY 48

HOURS PRIOR TO BEGINNING ANY WORK.

2. CONTRACTOR SHALL MARK LIMITS OF CONSTRUCTION BY FLAGGED LATHES OR SILT FINCE

WHERE APPLICABLE.

3. CONTRACTOR SHALL ATTEND OFFICE PRESCONSTRUCTION CONFERENCE WITH THE OWNER,

GENERAL PERMIT PROGRAM COORDINATOR AND RPR. INCLUDE REPRESENTATIVES FROM COA

AND UTILITY AS APPROPRIATE.

4. CONTRACTOR SHALL INSTALL TEMPORARY EROSION CONTROL MEASURES AND TREE

PROTECTION PRIOR TO CLEARING, GRUBBING, GRADING, EXCAVATING, ETC. AS INDICATED ON

THE PLANS IN ACCORDANCE WITH THE CITY OF AUSTIN ENVIRONMENTAL CRITERIA MANUAL.

NOTIFY GENERAL PERMIT PROGRAM COORDINATOR AND RPR PRIOR TO INSTALLATION.

5. CONTRACTOR SHALL SUBMIT A PLAN FOR KEEPING EXISTING FACILITIES IN OPERATION WHILE

CONSTRUCTING PROPOSED FACILITIES. EXISTING FACILITY ACTIVITIES SHALL NOT CEASE

DURING CONSTRUCTION. CONTRACTOR SHALL DEFINE ANY PLANNED PHASING OF

CONSTRUCTION ACTIVITY. ADDITIONAL PRE-CONFERENCES (FOR PHASES) MAY BE REQUIRED

BY THE GENERAL PERMIT OFFICE. PHASING, IF PROPOSED BY THE CONTRACTOR, WILL BE

DELINEATED AND THE INFORMATION PRVOIDED TO THE GENERAL PERMIT OFFICE PRIOR TO THE

FIELD PRECONSTRUCTION MEETING.

6. CONTRACTOR SHALL CONDUCT A SITE SUVEY AND LOCATE ALL EXISTING UTILITIES WITHIN

LIMITS OF CONTRUCTION INCLUDING, BUT NOT LIMITED TO, EXISTING MANHOLES, PIPELINES,

DUCT BANKS, AND PIPE CASING.

DURING SITE WORK, CONTRACTOR SHALL PERFORM THE FOLLOWING:

1. CONTRACTOR SHALL CONSTRUCT NEW SEWER MAIN, MANHOLES AND SEWER SERVICES PRIOR

TO CONSTRUCTION OF WATER MAINS AND WATER SERVICES. INSTALL SEWER MAIN IN

DOWNSTREAM TO UPSTREAM DIRECTION. PRIOR TO STARTING CONSTRUCTION, CONTRACTOR

SHALL VERIFY TIE-IN LOCATIONS AND ELEVATIONS WITH EXISTING SEWER MAINS AND NOTIFY

ENGINEER OF ANY DISCREPANCIES WITH PLAN ELEVATIONS.

2. CONTRACTOR SHALL BEGIN CONSTRUCTION OF WATER MAIN AND WATER SERVICES AFTER

NEW SEWER MAIN, MANHOLES AND SEWER SERVICES ARE INSTALLED.  CONTRACTOR SHALL

VERIFY LOCATION AND ELEVATIONS OF EXISTING WATER MAIN TIE-INS PRIOR TO

CONSTRUCTION AND NOTIFY ENGINEER OF ANY DISCREPANCIES WITH PLANS.

GENERAL PERMIT PROGRAM GENERAL CONSTRUCTION NOTES

1. CONTRACTOR MUST OBTAIN UTILITY EXCAVATION PERMITS, FOR EACH

RIGHT-OF-WAY EXCAVATED, FROM THE CITY OF AUSTIN PUBLICS WORKS

DEPARTMENT - CONSTRUCTION INSPECTION DIVISION (512-974-7265) PRIOR TO

COMMENCEMENT OF WORK.  CONTRACTOR SHALL PROVIDE A ONE CALL CENTER

CONFIRMATION NUMBER.PRIOR TO ANY DIRECTIONAL DRILLING OR BORING,

CONTRACTOR MUST CONTACT THE CITY OF AUSTIN PUBLICS WORKS

DEPARTMENT - CONSTRUCTION INSPECTION DIVISION (512-974-7161) TO

SCHEDULE A MANDATORY PRE-BORE INSPECTION.

2. CITY OF AUSTIN UTILITIES REQUIRE A MINIMUM 2' (FOOT) VERTICAL AND 5' (FOOT)

HORIZONTAL SEPARATION DISTANCE, MEASURED FROM OUTER DIAMETER TO

OUTER DIAMETER.  ANY VARIANCE FROM CITY UTILITIES MUST BE OBTAINED IN

WRITING AND SUBMITTED TO THE CITY OF AUSTIN PUBLICS WORKS DEPARTMENT -

CONSTRUCTION INSPECTION DIVISION (512-974-7265).ALL STREET TRENCH

REPAIRS ARE TO BE DONE IN ACCORDANCE WITH CITY OF AUSTIN STANDARD

DETAILS FROM THE 1100 SERIES.

3. ALL TRENCH REPAIR IN UNFINISHED SURFACES TO BE DONE IN ACCORDANCE

WITH CITY OF AUSTIN STANDARD DETAIL 510S-5.

4. FOR EXCAVATION WITHIN 100 FEET OF A MOONLIGHT TOWER OR WITHIN 100 FEET

OF A GUY WIRE SUPPORTING A MOONLIGHT TOWER, EXCAVATION OR

CONSTRUCTION PLANS AND SEQUENCING INFORMATION THAT DEMONSTRATES

THAT THE MOONLIGHT TOWER WILL BE ADEQUATELY PROTECTED FROM DAMAGE

DURING EXCAVATION OR CONSTRUCTION MUST BE SUBMITTED TO CITY OF AUSTIN

- PUBLIC WORKS DEPARTMENT - AUSTIN ENERGY (512-505-7611).

5. VERIFY THE LOCATION OF UNDERGROUND UTILITIES AT LEAST 100' (FEET) IN

ADVANCE OF ALL PROPOSED UTILITY CROSSINGS, AND ALSO LOCATIONS WHERE

THE PROPOSED FACILITIES ARE DEPICTED TO RUN PARALLEL TO AND WITHIN FIVE

FEET OF EXISTING FACILITIES.

6. CONTRACTOR SHALL NOTIFY THE DEPARTMENT OF PUBLIC WORKS AT 974-7161

PRIOR TO THE INSTALLATION OF ANY FACILITY WITHIN A DRAINAGE EASEMENT OR

STREET R.O.W.  THE METHODS OF PLACEMENT AND COMPACTION OF BACKFILL IN

THE CITY'S R.O.W. MUST BE APPROVED PRIOR TO START OF THE BACKFILL

OPERATION.

7. FOR SLOPES OR TRENCHES MORE THAN FIVE (5) FEET IN DEPTH, A NOTE MUST BE

ADDED TO THE GENERAL CONSTRUCTION NOTES STATING THAT: "ALL

CONSTRUCTION OPERATIONS SHALL BE ACCOMPLISHED IN ACCORDANCE WITH

THE CITY OF AUSTIN STANDARD SPECIFICATIONS ITEM NO. 509 AND APPLICATION

REGULATIONS OF THE U.S. OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION

(OSHA)".  COPIES OF THE OSHA STANDARDS MAY BE PURCHASED FROM THE U.S.

GOVERNMENT PRINTING OFFICE, INFORMATION AND RELATED REFERENCE

MATERIALS MAY BE PURCHASED FROM OSHA, 611 E. 6TH STREET, AUSTIN, TEXAS.

DEVELOPER INFORMATION

OWNER:__________________________________ADDRESS:_______________________________

PHONE:__________________________________

NAME____________________________________________________PHONE________________

OWNER'S REPRESENTATIVE RESPONSIBLE FOR PLAN ALTERATIONS

NAME____________________________________________________PHONE________________PERSON

OR FIRM RESPONSIBLE FOR EROSION/SEDIMENTATION CONTROL MAINTENANCE.

NAME____________________________________________________PHONE________________PERSON

OR FIRM RESPONSIBLE FOR TREE/NATURAL AREA PROTECTION MAINTENANCE.

11-12-2020
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BRYKER ROAD
 WATER AND WASTEWATER

REPLACEMENT PROJECT

2,790

2,770

8-INCH

8-INCH

NA NA

180412-04-04

WAIVER TO UCM SECTION 2.9.C.4: THE WASTEWATER  
SERVICE LINES BETWEEN STA 12+58.06 TO 17+76.13 DO NOT MEET 

THE REQUIREMENT TO BE AT LEAST 2' BELOW THE PROPOSED 
WATERLINE.  PROPOSED SEWER MAIN AT THIS LOCATION COULD 

NOT BE LOWERED DUE TO THE SEPARATION REQUIRED AT  
CROSSING WITH THE 54" WATER MAIN AT STA 17+64.42. SERVICE  
LINES ARE TO BE CONSTRUCTED FOR 150 PSI PRESSURE­RATED  
PIPING AND CEMENT­STABILIZED IN SAND. 

WAIVER TO UCM SECTION 2.9.4.D.7: THE WATER LINE AT STA 2 
+84.20  HAS LESS THAN 4' OF BURIED COVER. THE PIPE  
DEFLECTION AT THIS LOCATION HAS BEEN CALCULATED TO BE 
 0.85% WHICH IS WITHIN ALLOWABLE LIMITS BASED ON AWWA M23.  

SEE SHEET G-07 FOR CALCULATIONS. 

1-INCH

6-INCH

46

50

12-3-2020

C-10 AND C-11 

C-01 

C­02 
C-09 3200 BRYKER DRIVE STA 8+40.02 

C­03 
C-10 

3206 BRYKER DRIVE 
3209 BRYKER DRIVE STA 9+97.42 

C­03 
C-10 

STA 10+61.22 

STA 12+64.13 

STA 15+21.73 

3208 BRYKER DRIVE 
3211 BRYKER DRIVE 

3301 BRYKER DRIVE 
3302 BRYKER DRIVE 

3309 BRYKER DRIVE 
3310 BRYKER DRIVE 

1702 W 34TH STREET 
STA 20+89.76 

C­03 
C-10 

C­04 
C-11 

C­06 
C-12 

C­05 
C-13 1802 W 34TH STREET STA 26+39.60 

C-10 AND C-11 

WAIVER TO UCM SECTION 2.9.4.B.5: THE WASTEWATER LINE  
BETWEEN STA 12+58.06 AND 14+62.00 HAS A SLOPE OF 0.33%. THE  
RESULTING VELOCITY DURING PEAK DRY WEATHER FLOW IS 3.18  
FEET PER SECOND.   

SHEET NO. DESCRIPTION APPROVAL

SHEET NO. ADDRESS STATIONING

EXISTING SERVICE LINES THAT DO NOT MEET HORIZONTAL SEPARATION REQUIREMENTS

WAIVER:
COA AUSTIN WATER APPROVES WAIVER TO UTILITY CRITERIA MANUAL SECTIONS 2.9.4.C.4, 2.9.D.7,AND
3.9.4.B.5 FOR THE UTILITY RELOCATION/ADJUSTMENTS SPECIFIC TO THE SCOPE OF THIS PROJECT
UNDER THE AUTHORITY OF THE UTILITY DEVELOPMENT SERVICES DIVISION, PIPELINE ENGINEERING.

SIGNATURE: ___________________________________________ DATE: __________________________

December 03, 2020

Type Name Here
Austin Water

December 03, 2020
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BRYKER ROAD
 WATER AND WASTEWATER

REPLACEMENT PROJECT

SCALE: 1" = 60'

060 60 120

WATERLINE (WL) SHEETS C-01

WASTEWATER (WWL) LINES SHEET C-08

CP #2

CP #1

CP #3

CP #4

CP #5

PROPOSED 8" WATERLINE

WASTEWATER (WWL) LINES SHEET C-12

CP #2

CP #7

CP #6

CP #5

PROPOSED 8" WASTEWATER LINE

PEAK DRY WEATHER FLOW: 10.6 gpm

PEAK DRY WEATHER VELOCITY: 1.9 fps

PEAK WET WEATHER FLOW: 14 gpm

PEAK WET WEATHER VELOCITY: 2.1 fps

PROPOSED 8" WASTEWATER LINE

PEAK DRY WEATHER FLOW: 7.0 gpm

PEAK DRY WEATHER VELOCITY: 1.1 fps

PEAK WET WEATHER FLOW: 11 gpm

PEAK WET WEATHER VELOCITY: 1.3 fps

PROPOSED 8" WASTEWATER LINE

PEAK DRY WEATHER FLOW: 7 gpm

PEAK DRY WEATHER VELOCITY: 0.8 fps

PEAK WET WEATHER FLOW: 9 gpm

PEAK WET WEATHER VELOCITY: 0.9 fps

WATERLINE (WL) SHEETS C-02

WASTEWATER (WWL) LINES SHEET C-09

WATERLINE (WL) SHEETS C-03

WASTEWATER (WWL) LINES SHEET C-10

WATERLINE (WL) SHEETS C-04

WASTEWATER (WWL) LINES SHEET C-11

LAYOUT FOR BRYKER DRIVE

WASTEWATER (WWL) LINES SHEET C-13

WATERLINE (WL) SHEETS C-05 WATERLINE (WL) SHEETS C-06

LAYOUT FOR W 34TH STREET

PROPOSED 8"

WASTEWATER LINE

- NEW MILLING  AND OVERLAY LIMITS

NOTES

1. MILLING AND OVERLAY LIMITS TO  SERVE AS

APPROX. LIMITS OF CONSTRUCTION.

2. DO NOT PAVE OVER ANY AUSTIN WATER

SURFACE FEATURES (MANHOLES COVERS,

VALVES, ETC.) WHICH WOULD HINDER

LONG-TREM OPERATIONS & MAINTENANCE OF

SAID FEATURES.

3. COMPLETE 11,500 SQ. YDS. OF MILLING AND

OVERLAY AS PER CITY  OF AUSTIN STANDARD

SPECIFICATION ITEM NO 315S.

TYP. 27' EDGE OF GUTTER ROAD WD.

TYP. 28' EDGE OF GUTTER ROAD WD.
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BRYKER ROAD
 WATER AND WASTEWATER

REPLACEMENT PROJECT

SCALE: 1" = 60'

060 60 120

EXISTING MH #33626

TO BE REMOVED

LAYOUT FOR BRYKER DRIVE

LAYOUT FOR W 34TH STREET

EXISTING 6" WASTEWATER

LINE TO BE CUT, PLUGGED,

AND ABANDONED IN PLACE

EXISTING 2" WATER LINE TO

BE CUT, PLUGGED, AND

ABANDONED IN PLACE

EXISTING 6" WATER LINE

TO BE CUT AND PLUGGED

EXISTING MH #33630

TO BE REMOVED

EXISTING MH #34338

REMAIN IN PLACE

EXISTING 6" WATER LINE TO

BE ABANDONED IN PLACE

EXISTING 6"

WASTEWATER TO BE

ABANDONED IN PLACE

EXISTING MH #33283

TO BE REMOVED

EXISTING 6" WATER LINE

TO BE CUT, PLUGGED,

AND ABANDONED

EXISTING 6"

WASTEWATER LINE

REPLACED IN PLACE

EXISTING 6" WATER LINE

TO BE CUT, PLUGGED,

AND ABANDONED

112LF OF EXISTING 6" CI

WATER LINE TO BE CUT,

PLUGGED AND ABANDONED

11-12-2020

December 02, 2020
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 WATER AND WASTEWATER

REPLACEMENT PROJECT

1.5

24

NO SURCHARGE LOADS

815

DR14

6,000 psi

1.5 X 24.1

815
6000

0.85%

Class 1 Crushed Rock Pipe Bedding (Specification 510.3)

11-12-2020

December 02, 2020

Type Name Here
Austin Water



“ ”

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 10. PER NOTE 6

STA. 1+93.64

N: 10083541.56

E: 3110120.53

P.O.B. TIE-IN LOCATION

STA. 0+00.00

INSTALL 1~8" D.I. TEE

N: 10083368.94

E: 3110032.79

STA. 0+00.00

OFFSET RT.1.23

INSTALL 1~8" GV #862650

N: 10083368.38

E: 3110033.89

STA. 0+01.23

INSTALL 1~8" GV #862652

N: 10083370.04

E: 3110033.35

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 11. PER NOTE 6

STA. 2+39.11

N: 10083582.09

E: 3110141.14

STA. 3+02.14

OFFST RT. 14.59

INSTALL 1~8" GV #862663

N: 10083631.68

E: 3110182.70

STA. 2+94.55

INSTALL 1~8" D.I. TEE

N: 10083631.52

E: 3110166.26

STA. 2+93.32

INSTALL 1~8" GV #862661

N: 10083630.43

E: 3110165.70

TIE IN LOCATION TO

EXISTING 6" CI WL

STA. 3+02.14

OFFSET RT. 17.59

INSTALL 1~ 6"x8" D.I. REDUCE,

1~ 5' LG. SECTION 8" PIPE

N:10083630.32

E: 3110185.37

STA. 2+94.55

OFFST RT. 5.00

INSTALL 1~8" D.I. 45° ELL

N: 10083629.26

E: 3110170.72

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 8. PER NOTE 6

STA. 1+11.47

N: 10083468.31

E: 3110083.30

STA. 2+71.82

OFFSET LT. -29.25

INSTALL FIRE HYDRANT

ASS'Y #862670 PER NOTE 7

N: 10083624.51

E: 3110129.88

6" GV #862672

STA. 3+02.14

OFFST RT. 12.59

INSTALL 1~8" D.I. 45° ELL

N: 10083632.58

E: 3110180.92

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 12. PER NOTE 6

STA. 3+26.00

N: 10083659.55

E: 3110180.51

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 13. PER NOTE 6

STA. 3+46.98

N: 10083678.26

E: 3110190.02
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STA 0+45.24' TO STA 0+51.24'

 RESTRAINED JOINTS

H. SCALE: 1" = 20'

CIVIL

PROPOSED 8-INCH WATER

LINE PLAN AND PROFILE

STA. 0+00 to 4+00

AS SHOWN

C-01

8

J. RECK

B.SCROGGINS

H.STEED

V. SCALE: 1" = 2'
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BRYKER ROAD
 WATER AND WASTEWATER

REPLACEMENT PROJECT

PROPOSED 8" PVC C900 DR 14 (WL)
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PROPOSED 8" WWL (PVC SDR 26)

SEE SHT.  C-08
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APPROX 280 FT. ,

NEAREST GV#640271

APPROX 150 FT. ,

NEAREST GV#640254

APPROX 260 FT. ,

NEAREST GV#13170

INTERSECTION # 2731

INTERSECTION # 20750

PROPOSED 8" PVC C900 DR 14 (WL)
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NOTE:

REPLACE EXISTING SERVICE CONNECTION VIA

BORING TO PROTECT RETAINING WALLS LINE

STA.2+74.20 TO STA. 2+94.20

RESTRAINED JOINTS
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WATER NOTES:

1. CONTRACTOR SHALL BE RESPONSIBLE FOR

MAINTAINING WATER SERVICE TO EXISTING

WATER MAINS AND SERVICES AT ALL TIMES.

2. CONTRACTOR SHALL PROTECT AND REPAIR (IF

DAMAGED) ANY EXISTING WATER, SEWER OR GAS

SERVICE LATERALS AND IRRIGATION SHOWN OR

NOT SHOWN ON THE PLANS.

3. NO EXISTING VALVES TO BE OPERATED BY THE

CONTRACTOR WITHOUT DIRECTION FROM CITY

OF AUSTIN WATER UTILITY PERSONNEL.

4. THE UTILITIES SHOWN ON THESE PLANS ARE

APPROXIMATE AND FOR INFORMATION ONLY. THE

CONTRACTOR SHALL LOCATE ALL EXISTING

UTILITIES (HORIZONTAL AND VERTICAL), AND

SHALL BE RESPONSIBLE FOR DAMAGE TO THE

UTILITIES CAUSED BY THE CONTRACTOR'S

OPERATION.

5. CONTRACTOR SHALL EXPOSE ALL PIPELINE AND

UTILITY CROSSINGS PRIOR TO ORDERING

MATERIALS. NOTIFY THE ENGINEER IMMEDIATELY

IF A CONFLICT IS FOUND AND RECORD ALL

NEEDED GRADE ADJUSTMENTS IN THE PROJECT

SET OF AS-BUILT DRAWINGS.

6. REPLACE WATER SERVICE AND METER

ASSEMBLY PER DETAIL 520-AW-02 ON SHT. SD-02

(INCLUDING METER, METER BOX, SERVICE, LINE,

TAP AND APPURTENANCES).

7. INSTALL NEW FIRE ASSEMBLY PER DETAIL 511-AW

02 ON SHT. SD-01 (INCLUDING ALL

APPURTENANCES)

8. WATER SERVICES LINE ELEVATIONS  MAY BE

ADJUSTED AS NEEDED IN THE FIELD.

GENERAL NOTES:

1. COORDINATES SHOWN HEREON ARE BASED ON

THE TEXAS STATE PLANE COORDINATE

SYSTEM, CENTRAL ZONE (4203), NAD83(CORS).

PROJECT REFERENCE POINTS ARE CITY OF

AUSTIN MONUMENT "J-25-1001" (CB58) HAVING

COORDINATE VALUES OF N=10,085,028.06,

E6=3,112,116.43 AND "H-24-1001" HAVING

COORDINATE VALUES OF N=10,080,581.36,

E=3,107,208.51.  COMBINED SCALE FACTOR =

1.0001.

2. ELEVATIONS AND CONTOURS SHOWN HEREON

ARE BASED ON CITY OF AUSTIN MONUMENT

"J-25-1001" (CB58) HAVING AN ELEVATION OF

579.64 FEET.  NAVD88 VERTICAL DATUM.

3. UNDERGROUND UTILITIES SHOWN HEREON ARE

BASED ON VISIBLE SURFACE FEATURES, PAINT

MARKS AND RECORD UTILITY PLANS PREPARED

BY OTHERS.  THE CONTRACTOR SHALL BE

FULLY RESPONSIBLE FOR FIELD VERIFYING THE

LOCATION AND ELEVATIONS OF ALL EXISTING

UTILITIES.  PRIOR TO EXCAVATION OR DRILLING

"ONE-CALL" TEXAS 811 SHOULD BE CONTACTED.
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STA. 5+92.66

INSTALL 1~8" GV #862673

N: 10083897.27

E: 3110301.34

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 14. PER NOTE 6

STA. 4+17.67

N: 10083741.27

E: 3110222.05

STA. 5+93.89

INSTALL 1~8" D.I. CROSS

N: 10083898.37

E: 3110301.89

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 8. PER NOTE 6

STA. 7+11.38

N: 10084003.10

E: 3110355.13

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 9. PER NOTE 6

STA. 7+70.77

N: 10084056.05

E: 3110382.04

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 18 & 19. PER NOTE 6

STA. 7+13.65

N: 10084005.13

E: 3110356.16

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT ?. PER NOTE 6

STA. 7+53.41

N: 10084040.57

E: 3110374.18
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CIVIL

PROPOSED 8-INCH WATER

LINE PLAN AND PROFILE

STA. 4+00 to 8+00

AS SHOWN

C-02

9
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B.SCROGGINS
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PROPOSED 8" PVC C900 DR 14 (WL)
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APPROX. 550 FT,

NEAREST GV #131283

APPROX. 330 FT,

NEAREST GV # 24138

INTERSECTION # 2734
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PROPOSED 8" PVC (WWL)

SEE SHT.  C-09

PROPOSED 8" PVC C900 DR 14 (WL)

FOR 32ND STREET SEE PLAN AND PROFILE

SHT. C-07 FOR DESIGN

SEE SHT. C-07 FOR

 PROPOSED 8" PVC C900 DR 14 (WL)

 PLAN AND PROFILE ALONG 32ND ST.

11'

CLR.

9
'

C
L

R
.

STA 5+85.03 TO STA 6+32

RESTRAINED JOINTS

STA 5+68.87 TO STA. 5+88.87

 FLOWABLE FILL E.W.

1
7

'
 
C

L
R

.

PROPOSED 1" ARV

H. SCALE: 1" = 20'

V. SCALE: 1" = 2'

WATER NOTES:

1. CONTRACTOR SHALL BE RESPONSIBLE FOR

MAINTAINING WATER SERVICE TO EXISTING

WATER MAINS AND SERVICES AT ALL TIMES.

2. CONTRACTOR SHALL PROTECT AND REPAIR (IF

DAMAGED) ANY EXISTING WATER, SEWER OR GAS

SERVICE LATERALS AND IRRIGATION SHOWN OR

NOT SHOWN ON THE PLANS.

3. NO EXISTING VALVES TO BE OPERATED BY THE

CONTRACTOR WITHOUT DIRECTION FROM CITY

OF AUSTIN WATER UTILITY PERSONNEL.

4. THE UTILITIES SHOWN ON THESE PLANS ARE

APPROXIMATE AND FOR INFORMATION ONLY. THE

CONTRACTOR SHALL LOCATE ALL EXISTING

UTILITIES (HORIZONTAL AND VERTICAL), AND

SHALL BE RESPONSIBLE FOR DAMAGE TO THE

UTILITIES CAUSED BY THE CONTRACTOR'S

OPERATION.

5. CONTRACTOR SHALL EXPOSE ALL PIPELINE AND

UTILITY CROSSINGS PRIOR TO ORDERING

MATERIALS. NOTIFY THE ENGINEER IMMEDIATELY

IF A CONFLICT IS FOUND AND RECORD ALL

NEEDED GRADE ADJUSTMENTS IN THE PROJECT

SET OF AS-BUILT DRAWINGS.

6. REPLACE WATER SERVICE AND METER

ASSEMBLY PER DETAIL 520-AW-02 ON SHT. SD-02

(INCLUDING METER, METER BOX, SERVICE, LINE,

TAP AND APPURTENANCES).

7. INSTALL NEW FIRE ASSEMBLY PER DETAIL 511-AW

02 ON SHT. SD-01 (INCLUDING ALL

APPURTENANCES)

8. WATER SERVICES LINE ELEVATIONS  MAY BE

ADJUSTED AS NEEDED IN THE FIELD.

GENERAL NOTES:

1. COORDINATES SHOWN HEREON ARE BASED ON

THE TEXAS STATE PLANE COORDINATE

SYSTEM, CENTRAL ZONE (4203), NAD83(CORS).

PROJECT REFERENCE POINTS ARE CITY OF

AUSTIN MONUMENT "J-25-1001" (CB58) HAVING

COORDINATE VALUES OF N=10,085,028.06,

E6=3,112,116.43 AND "H-24-1001" HAVING

COORDINATE VALUES OF N=10,080,581.36,

E=3,107,208.51.  COMBINED SCALE FACTOR =

1.0001.

2. ELEVATIONS AND CONTOURS SHOWN HEREON

ARE BASED ON CITY OF AUSTIN MONUMENT

"J-25-1001" (CB58) HAVING AN ELEVATION OF

579.64 FEET.  NAVD88 VERTICAL DATUM.

3. UNDERGROUND UTILITIES SHOWN HEREON ARE

BASED ON VISIBLE SURFACE FEATURES, PAINT

MARKS AND RECORD UTILITY PLANS PREPARED

BY OTHERS.  THE CONTRACTOR SHALL BE

FULLY RESPONSIBLE FOR FIELD VERIFYING THE

LOCATION AND ELEVATIONS OF ALL EXISTING

UTILITIES.  PRIOR TO EXCAVATION OR DRILLING

"ONE-CALL" TEXAS 811 SHOULD BE CONTACTED.
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STA. 10+79.11

INSTALL 1~8" GV #862692

N:10084330.91

E: 3110521.76

STA. 10+58.40

OFFSET RT.38.94

INSTALL 1~8" GV #862694

N: 10084294.80

E: 3110547.09

STA. 10+80.34

OFFSET RT.15.00

INSTALL 1~8" D.I. 45° ELL

N: 10084325.21

E: 3110535.69

TIE IN LOCATION TO

EXISTING 6" CI WL

STA. 10+58.40

OFFSET RT. 41.94

INSTALL 1~ 6"x8" D.I. REDUCE,

1~ 5' LG. SECTION 8" PIPE

N:10084293.44

E: 3110549.76

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 20. PER NOTE 6

STA. 8+16.44

N: 10084096.75

E: 3110402.73

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 21. PER NOTE 6

STA. 8+80.81

N: 10084154.14

E: 3110431.90

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 3. PER NOTE 6

STA. 8+86.92

N: 10084159.58

E: 3110434.67

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 22. PER NOTE 6

STA. 9+44.67

N: 10084211.07

E: 3110460.84

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 10. PER NOTE 6

STA. 9+50.44

N: 10084216.21

E: 3110463.45

STA. 10+80.34

INSTALL 1~8" D.I. TEE

N: 10084332.01

E: 3110522.31

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 24. PER NOTE 6

STA. 10+37.24

N: 10084293.59

E: 3110502.78

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 23. PER NOTE 6

STA. 9+74.65

N: 10084237.80

E: 3110474.42

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 25. PER NOTE 6

STA. 11+08.09

N: 10084356.75

E: 3110534.89

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 26. PER NOTE 6

STA. 11+68.05

N: 10084410.20

E: 3110562.06

STA. 10+60.50

OFFSET LT. 15.89

INSTALL FIRE HYDRANT

ASS'Y #862689 PER NOTE 7

N: 10084307.13

E: 3110527.49

6" GV #862691

STA. 10+58.40

OFFSET RT.36.94

INSTALL 1~8" D.I. 45° ELL

N: 10084295.71

E: 3110545.30
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2.5" ASPHALTIC CONCRETE

5.25" TAN FLEXBASE

BROWN, STIFF TO HARD,

SANDY LEAN CLAY, MOIST,

WITH TRACE SHELL

FRAGMENTS.

TAN, HARD, LEAN CLAY

WITH SAND, MOIST, WITH

CALCAREOUS NODULES

AND LIMESTONE

FRAGMENTS.

CIVIL

PROPOSED 8-INCH WATER

LINE PLAN AND PROFILE

STA. 8+00 TO 12+00

AS SHOWN

C-03

10

J. RECK

B.SCROGGINS

H.STEED

CAUTION!!

UNDERGROUND GAS

LINE
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PROPOSED 8" PVC C900 DR 14 (WL)
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WATER NOTES:

1. CONTRACTOR SHALL BE RESPONSIBLE FOR

MAINTAINING WATER SERVICE TO EXISTING

WATER MAINS AND SERVICES AT ALL TIMES.

2. CONTRACTOR SHALL PROTECT AND REPAIR (IF

DAMAGED) ANY EXISTING WATER, SEWER OR GAS

SERVICE LATERALS AND IRRIGATION SHOWN OR

NOT SHOWN ON THE PLANS.

3. NO EXISTING VALVES TO BE OPERATED BY THE

CONTRACTOR WITHOUT DIRECTION FROM CITY

OF AUSTIN WATER UTILITY PERSONNEL.

4. THE UTILITIES SHOWN ON THESE PLANS ARE

APPROXIMATE AND FOR INFORMATION ONLY. THE

CONTRACTOR SHALL LOCATE ALL EXISTING

UTILITIES (HORIZONTAL AND VERTICAL), AND

SHALL BE RESPONSIBLE FOR DAMAGE TO THE

UTILITIES CAUSED BY THE CONTRACTOR'S

OPERATION.

5. CONTRACTOR SHALL EXPOSE ALL PIPELINE AND

UTILITY CROSSINGS PRIOR TO ORDERING

MATERIALS. NOTIFY THE ENGINEER IMMEDIATELY

IF A CONFLICT IS FOUND AND RECORD ALL

NEEDED GRADE ADJUSTMENTS IN THE PROJECT

SET OF AS-BUILT DRAWINGS.

6. REPLACE WATER SERVICE AND METER

ASSEMBLY PER DETAIL 520-AW-02 ON SHT. SD-02

(INCLUDING METER, METER BOX, SERVICE, LINE,

TAP AND APPURTENANCES).

7. INSTALL NEW FIRE ASSEMBLY PER DETAIL 511-AW

02 ON SHT. SD-01 (INCLUDING ALL

APPURTENANCES)

8. WATER SERVICES LINE ELEVATIONS  MAY BE

ADJUSTED AS NEEDED IN THE FIELD.

GENERAL NOTES:

1. COORDINATES SHOWN HEREON ARE BASED ON

THE TEXAS STATE PLANE COORDINATE

SYSTEM, CENTRAL ZONE (4203), NAD83(CORS).

PROJECT REFERENCE POINTS ARE CITY OF

AUSTIN MONUMENT "J-25-1001" (CB58) HAVING

COORDINATE VALUES OF N=10,085,028.06,

E6=3,112,116.43 AND "H-24-1001" HAVING

COORDINATE VALUES OF N=10,080,581.36,

E=3,107,208.51.  COMBINED SCALE FACTOR =

1.0001.

2. ELEVATIONS AND CONTOURS SHOWN HEREON

ARE BASED ON CITY OF AUSTIN MONUMENT

"J-25-1001" (CB58) HAVING AN ELEVATION OF

579.64 FEET.  NAVD88 VERTICAL DATUM.

3. UNDERGROUND UTILITIES SHOWN HEREON ARE

BASED ON VISIBLE SURFACE FEATURES, PAINT

MARKS AND RECORD UTILITY PLANS PREPARED

BY OTHERS.  THE CONTRACTOR SHALL BE

FULLY RESPONSIBLE FOR FIELD VERIFYING THE

LOCATION AND ELEVATIONS OF ALL EXISTING

UTILITIES.  PRIOR TO EXCAVATION OR DRILLING

"ONE-CALL" TEXAS 811 SHOULD BE CONTACTED.
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REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 27. PER NOTE 6

STA. 12+29.12

N: 10084464.64

E: 3110589.73

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 6. PER NOTE 6

STA. 12+11.26

N: 10084448.72

E: 3110581.64

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 2. PER NOTE 6

STA. 12+72.82

N: 10084503.59

E: 3110609.53

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 1. PER NOTE 6

STA. 13+33.30

N: 10084557.51

E: 3110636.93

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT ?. PER NOTE 6

STA. 15+35.48

N: 10084737.74

E: 3110728.54

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 29. PER NOTE 6

STA. 13+69.28

N: 10084589.58

E: 3110653.24

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 30. PER NOTE 6

STA. 14+03.63

N: 10084620.21

E: 3110668.80

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 28. PER NOTE 6

STA. 13+20.07

N: 10084545.72

E: 3110630.94

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT ?. PER NOTE 6

STA. 15+34.07

N: 10084736.48

E: 3110727.90

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT ?. PER NOTE 6

STA. 14+30.20

N: 10084643.89

E: 3110680.84

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 31. PER NOTE 6

STA. 14+63.46

N: 10084673.36

E: 3110696.27

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT ?. PER NOTE 6

STA. 14+73.18

N: 10084682.21

E: 3110700.32

STA. 16+35.54

INSTALL 1~8" GV #862718

N: 10084827.29

E: 3110772.95

STA. 16+36.77

INSTALL 1~8" GV #862720

N: 10084828.19

E: 3110774.43

STA. 16+31.23

INSTALL 1~8" D.I. 11.25° ELL

N: 10084823.10

E: 3110771.93

STA. 16+36.77

INSTALL 1~8" D.I. TEE

N: 10084828.48

E: 3110773.24

STA. 15+88.04

OFFSET LT. -30.82

INSTALL FIRE HYDRANT

ASS'Y #862715 PER NOTE 7

N: 10084798.56

E: 3110724.89

6" GV #862717
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PROPOSED 8-INCH WATER
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H. SCALE: 1" = 20' V. SCALE: 1" = 2'

WATER NOTES:

1. CONTRACTOR SHALL BE RESPONSIBLE

FOR MAINTAINING WATER SERVICE TO

EXISTING WATER MAINS AND SERVICES

AT ALL TIMES.

2. CONTRACTOR SHALL PROTECT AND

REPAIR (IF DAMAGED) ANY EXISTING

WATER, SEWER OR GAS SERVICE

LATERALS AND IRRIGATION SHOWN OR

NOT SHOWN ON THE PLANS.

3. NO EXISTING VALVES TO BE OPERATED

BY THE CONTRACTOR WITHOUT

DIRECTION FROM CITY OF AUSTIN

WATER UTILITY PERSONNEL.

4. THE UTILITIES SHOWN ON THESE PLANS

ARE APPROXIMATE AND FOR

INFORMATION ONLY. THE CONTRACTOR

SHALL LOCATE ALL EXISTING UTILITIES

(HORIZONTAL AND VERTICAL), AND

SHALL BE RESPONSIBLE FOR DAMAGE

TO THE UTILITIES CAUSED BY THE

CONTRACTOR'S OPERATION.

5. CONTRACTOR SHALL EXPOSE ALL

PIPELINE AND UTILITY CROSSINGS

PRIOR TO ORDERING MATERIALS.

NOTIFY THE ENGINEER IMMEDIATELY IF

A CONFLICT IS FOUND AND RECORD ALL

NEEDED GRADE ADJUSTMENTS IN THE

PROJECT SET OF AS-BUILT DRAWINGS.

6. REPLACE WATER SERVICE AND METER

ASSEMBLY PER DETAIL 520-AW-02 ON

SHT. SD-02 (INCLUDING METER, METER

BOX, SERVICE, LINE, TAP AND

APPURTENANCES).

7. INSTALL NEW FIRE ASSEMBLY PER

DETAIL 511-AW 02 ON SHT. SD-01

(INCLUDING ALL APPURTENANCES)

8. WATER SERVICES LINE ELEVATIONS

MAY BE ADJUSTED AS NEEDED IN THE

FIELD.

GENERAL NOTES:

1. COORDINATES SHOWN HEREON ARE BASED

ON THE TEXAS STATE PLANE COORDINATE

SYSTEM, CENTRAL ZONE (4203),

NAD83(CORS).  PROJECT REFERENCE POINTS

ARE CITY OF AUSTIN MONUMENT "J-25-1001"

(CB58) HAVING COORDINATE VALUES OF

N=10,085,028.06, E6=3,112,116.43 AND

"H-24-1001" HAVING COORDINATE VALUES OF

N=10,080,581.36, E=3,107,208.51.  COMBINED

SCALE FACTOR = 1.0001.

2. ELEVATIONS AND CONTOURS SHOWN

HEREON ARE BASED ON CITY OF AUSTIN

MONUMENT "J-25-1001" (CB58) HAVING AN

ELEVATION OF 579.64 FEET.  NAVD88

VERTICAL DATUM.

3. UNDERGROUND UTILITIES SHOWN HEREON

ARE BASED ON VISIBLE SURFACE FEATURES,

PAINT MARKS AND RECORD UTILITY PLANS

PREPARED BY OTHERS.  THE CONTRACTOR

SHALL BE FULLY RESPONSIBLE FOR FIELD

VERIFYING THE LOCATION AND ELEVATIONS

OF ALL EXISTING UTILITIES.  PRIOR TO

EXCAVATION OR DRILLING "ONE-CALL" TEXAS

811 SHOULD BE CONTACTED.

KEY PLAN

B

R

Y

K

E

R

 

D

R

W

.

3

0

T

H

 

S

T

W

.

3

4

T

H

 
S

T

J

E

F

F

E

R

S

O

N

 

S

T

SCALE: 1" = 500'

SHEET

LOCATION

11-12-2020

December 02, 2020

Type Name Here
Austin Water



REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 27. PER NOTE 6

STA. 12+29.12

N: 10084464.64

E: 3110589.73

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 6. PER NOTE 6

STA. 12+11.26

N: 10084448.72

E: 3110581.64

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 2. PER NOTE 6

STA. 12+72.82

N: 10084503.59

E: 3110609.53

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 1. PER NOTE 6

STA. 13+33.30

N: 10084557.51

E: 3110636.93

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT ?. PER NOTE 6

STA. 15+35.48

N: 10084737.74

E: 3110728.54

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 29. PER NOTE 6

STA. 13+69.28

N: 10084589.58

E: 3110653.24

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 30. PER NOTE 6

STA. 14+03.63

N: 10084620.21

E: 3110668.80

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 28. PER NOTE 6

STA. 13+20.07

N: 10084545.72

E: 3110630.94

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT ?. PER NOTE 6

STA. 15+34.07

N: 10084736.48

E: 3110727.90

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT ?. PER NOTE 6

STA. 14+30.20

N: 10084643.89

E: 3110680.84

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 31. PER NOTE 6

STA. 14+63.46

N: 10084673.36

E: 3110696.27

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT ?. PER NOTE 6

STA. 14+73.18

N: 10084682.21

E: 3110700.32

STA. 16+35.54

INSTALL 1~8" GV #862718

N: 10084827.29

E: 3110772.95

STA. 16+36.77

INSTALL 1~8" GV #862720

N: 10084828.19

E: 3110774.43

STA. 16+31.23

INSTALL 1~8" D.I. 11.25° ELL

N: 10084823.10

E: 3110771.93

STA. 16+36.77

INSTALL 1~8" D.I. TEE

N: 10084828.48

E: 3110773.24

STA. 15+88.04

OFFSET LT. -30.82

INSTALL FIRE HYDRANT

ASS'Y #862715 PER NOTE 7

N: 10084798.56

E: 3110724.89

6" GV #862717
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PROPOSED 8-INCH WATER
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CITY OF AUSTIN, TEXAS

AUSTIN WATER UTILITY
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H. SCALE: 1" = 20' V. SCALE: 1" = 2'

WATER NOTES:

1. CONTRACTOR SHALL BE RESPONSIBLE

FOR MAINTAINING WATER SERVICE TO

EXISTING WATER MAINS AND SERVICES

AT ALL TIMES.

2. CONTRACTOR SHALL PROTECT AND

REPAIR (IF DAMAGED) ANY EXISTING

WATER, SEWER OR GAS SERVICE

LATERALS AND IRRIGATION SHOWN OR

NOT SHOWN ON THE PLANS.

3. NO EXISTING VALVES TO BE OPERATED

BY THE CONTRACTOR WITHOUT

DIRECTION FROM CITY OF AUSTIN

WATER UTILITY PERSONNEL.

4. THE UTILITIES SHOWN ON THESE PLANS

ARE APPROXIMATE AND FOR

INFORMATION ONLY. THE CONTRACTOR

SHALL LOCATE ALL EXISTING UTILITIES

(HORIZONTAL AND VERTICAL), AND

SHALL BE RESPONSIBLE FOR DAMAGE

TO THE UTILITIES CAUSED BY THE

CONTRACTOR'S OPERATION.

5. CONTRACTOR SHALL EXPOSE ALL

PIPELINE AND UTILITY CROSSINGS

PRIOR TO ORDERING MATERIALS.

NOTIFY THE ENGINEER IMMEDIATELY IF

A CONFLICT IS FOUND AND RECORD ALL

NEEDED GRADE ADJUSTMENTS IN THE

PROJECT SET OF AS-BUILT DRAWINGS.

6. REPLACE WATER SERVICE AND METER

ASSEMBLY PER DETAIL 520-AW-02 ON

SHT. SD-02 (INCLUDING METER, METER

BOX, SERVICE, LINE, TAP AND

APPURTENANCES).

7. INSTALL NEW FIRE ASSEMBLY PER

DETAIL 511-AW 02 ON SHT. SD-01

(INCLUDING ALL APPURTENANCES)

8. WATER SERVICES LINE ELEVATIONS

MAY BE ADJUSTED AS NEEDED IN THE

FIELD.

GENERAL NOTES:

1. COORDINATES SHOWN HEREON ARE BASED

ON THE TEXAS STATE PLANE COORDINATE

SYSTEM, CENTRAL ZONE (4203),

NAD83(CORS).  PROJECT REFERENCE POINTS

ARE CITY OF AUSTIN MONUMENT "J-25-1001"

(CB58) HAVING COORDINATE VALUES OF

N=10,085,028.06, E6=3,112,116.43 AND

"H-24-1001" HAVING COORDINATE VALUES OF

N=10,080,581.36, E=3,107,208.51.  COMBINED

SCALE FACTOR = 1.0001.

2. ELEVATIONS AND CONTOURS SHOWN

HEREON ARE BASED ON CITY OF AUSTIN

MONUMENT "J-25-1001" (CB58) HAVING AN

ELEVATION OF 579.64 FEET.  NAVD88

VERTICAL DATUM.

3. UNDERGROUND UTILITIES SHOWN HEREON

ARE BASED ON VISIBLE SURFACE FEATURES,

PAINT MARKS AND RECORD UTILITY PLANS

PREPARED BY OTHERS.  THE CONTRACTOR

SHALL BE FULLY RESPONSIBLE FOR FIELD

VERIFYING THE LOCATION AND ELEVATIONS

OF ALL EXISTING UTILITIES.  PRIOR TO

EXCAVATION OR DRILLING "ONE-CALL" TEXAS

811 SHOULD BE CONTACTED.
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STA. 20+00.00

INSTALL 1~8" D.I. 45° ELL

N:10084951.98

E: 3110230.12

STA. 22+40.36

INSTALL 1~8" TEE

N: 10084903.95

E: 3110462.35

STA. 22+09.08

INSTALL 1~8" GV #862735

N: 10084874.42

E: 3110422.99

TIE IN LOCATION TO

EXISTING 6" CI WL

STA. 22+08.39

OFFSET RT. 40.90

INSTALL 1~ 6"x8" D.I. REDUCE,

1~ 5' LG. SECTION 8" PIPE

N:10084871.74

E: 3110421.63

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 2. PER NOTE 6

STA. 20+49.14

N: 10084949.05

E: 3110276.52

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 3. PER NOTE 6

STA. 21+07.42

N: 10084935.31

E: 3110333.16

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 4. PER NOTE 6

STA. 21+68.35

N: 10084920.93

E: 3110392.37

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 5. PER NOTE 6

STA. 22+29.49

N: 10084906.51

E: 3110451.78

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 6. PER NOTE 6

STA. 22+89.06

N: 10084892.46

E: 3110509.68

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 7. PER NOTE 6

STA. 23+49.75

N: 10084878.14

E: 3110568.65

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 1. PER NOTE 6

STA. 23+88.72

N: 10084868.95

E: 3110606.52

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 32. PER NOTE 6

STA. 23+93.64

N: 10084867.79

E: 3110611.30

STA. 20+11.46

INSTALL 1~8" D.I. 45° ELL

N: 10084957.94

E: 3110239.90

STA. 22+40.36

INSTALL 1~8" D.I. 22.5° ELL

N: 10084886.23

E: 3110458.05

STA. 20+12.58

INSTALL 1~8" GV #862726

N: 10084957.68

E: 3110240.99

P.O.B. CONNECT TO

EXISITING 6" CI WL

STA. 19+90.00

INSTALL 1~6"x8" D.I. REDUCER

AND 1~8" GV #862724

N: 10084954.34

E: 3110220.40

STA. 22+09.54

INSTALL 1~8" D.I. 22.5° ELL

N: 10084876.20

E: 3110423.90
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2.0" ASPHALTIC CONCRETE

5.0" TAN FLEXBASE

TAN, FIRM TO VERY STIFF,

SANDY LEAN CLAY, MOIST,

WITH CALCAREOUS

NODULES AND TRACE

GRAVEL.

TAN, VERY STIFF TO HARD,

LEAN CLAY WITH SAND,

MOIST, CALCAREOUS

WITH LIMESTONE

FRAGMENTS AND TRACE

FERROUS STAINING.

BROWN, MEDIUM DENSE,

CLAYEY SAND, MOIST.

CIVIL

PROPOSED 8-INCH WATER

LINE PLAN AND PROFILE

STA. 19+75 TO 24+00

AS SHOWN
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BRYKER ROAD
 WATER AND WASTEWATER

REPLACEMENT PROJECT
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PROPOSED 8" PVC C900 DR 14 (WL)
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CAUTION!!

UNDERGROUND

GAS LINE

CAUTION!!

UNDERGROUND

GAS LINE

PROPOSED 8" PVC BY OTHERS

SEE AW PROJECT #16223

PROPOSED 8" WWL (PVC SDR 26)

SEE SHT.  C-13

INTERSECTION # 2754

SEE

AW PROJECT NUMBER NO. 59-0523
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STA 19+85 TO STA 20+18

RESTRAINED JOINTS

1' RESTRAINED JOINTS

4' RESTRAINED

 JOINTS

SEE AW PROJECT NUMBER NO. 59-0523

PROP. MANHOLE

1
4

'
 
C

L
R

.

EXISTING 6" CI WWL TO BE

REPLACED IN PLACE. SEE

WW PROFILE A1370

CAUTION!!

UNDERGROUND

GAS LINE

BORING B-2

B
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R
I
N

G
 
B

-
2

H. SCALE: 1" = 20' V. SCALE: 1" = 2'

WATER NOTES:

1. CONTRACTOR SHALL BE RESPONSIBLE

FOR MAINTAINING WATER SERVICE TO

EXISTING WATER MAINS AND SERVICES

AT ALL TIMES.

2. CONTRACTOR SHALL PROTECT AND

REPAIR (IF DAMAGED) ANY EXISTING

WATER, SEWER OR GAS SERVICE

LATERALS AND IRRIGATION SHOWN OR

NOT SHOWN ON THE PLANS.

3. NO EXISTING VALVES TO BE OPERATED

BY THE CONTRACTOR WITHOUT

DIRECTION FROM CITY OF AUSTIN

WATER UTILITY PERSONNEL.

4. THE UTILITIES SHOWN ON THESE PLANS

ARE APPROXIMATE AND FOR

INFORMATION ONLY. THE CONTRACTOR

SHALL LOCATE ALL EXISTING UTILITIES

(HORIZONTAL AND VERTICAL), AND

SHALL BE RESPONSIBLE FOR DAMAGE

TO THE UTILITIES CAUSED BY THE

CONTRACTOR'S OPERATION.

5. CONTRACTOR SHALL EXPOSE ALL

PIPELINE AND UTILITY CROSSINGS

PRIOR TO ORDERING MATERIALS.

NOTIFY THE ENGINEER IMMEDIATELY IF

A CONFLICT IS FOUND AND RECORD ALL

NEEDED GRADE ADJUSTMENTS IN THE

PROJECT SET OF AS-BUILT DRAWINGS.

6. REPLACE WATER SERVICE AND METER

ASSEMBLY PER DETAIL 520-AW-02 ON

SHT. SD-02 (INCLUDING METER, METER

BOX, SERVICE, LINE, TAP AND

APPURTENANCES).

7. INSTALL NEW FIRE ASSEMBLY PER

DETAIL 511-AW 02 ON SHT. SD-01

(INCLUDING ALL APPURTENANCES)

8. WATER SERVICES LINE ELEVATIONS

MAY BE ADJUSTED AS NEEDED IN THE

FIELD.

GENERAL NOTES:

1. COORDINATES SHOWN HEREON ARE BASED

ON THE TEXAS STATE PLANE COORDINATE

SYSTEM, CENTRAL ZONE (4203),

NAD83(CORS).  PROJECT REFERENCE POINTS

ARE CITY OF AUSTIN MONUMENT "J-25-1001"

(CB58) HAVING COORDINATE VALUES OF

N=10,085,028.06, E6=3,112,116.43 AND

"H-24-1001" HAVING COORDINATE VALUES OF

N=10,080,581.36, E=3,107,208.51.  COMBINED

SCALE FACTOR = 1.0001.

2. ELEVATIONS AND CONTOURS SHOWN

HEREON ARE BASED ON CITY OF AUSTIN

MONUMENT "J-25-1001" (CB58) HAVING AN

ELEVATION OF 579.64 FEET.  NAVD88

VERTICAL DATUM.

3. UNDERGROUND UTILITIES SHOWN HEREON

ARE BASED ON VISIBLE SURFACE FEATURES,

PAINT MARKS AND RECORD UTILITY PLANS

PREPARED BY OTHERS.  THE CONTRACTOR

SHALL BE FULLY RESPONSIBLE FOR FIELD

VERIFYING THE LOCATION AND ELEVATIONS

OF ALL EXISTING UTILITIES.  PRIOR TO

EXCAVATION OR DRILLING "ONE-CALL" TEXAS

811 SHOULD BE CONTACTED.
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24+00

25+00

26+00

27+00

STA. 27+72.44

INSTALL 1~8" D.I. 45° ELL

N: 10084778.43

E: 3110979.41

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 13. PER NOTE 6

STA. 27+09.29

N: 10084793.33

E: 3110918.04

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT ?. PER NOTE 6

STA. 27+56.71

N: 10084782.14

E: 3110964.13

STA. 25+60.28

INSTALL 1~ 8" D.I. TEE

N: 10084828.48

E: 3110773.24

STA. 25+61.51

INSTALL 1~8" GV #862720

N: 10084828.19

E: 3110774.43

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 12. PER NOTE 6

STA. 26+48.39

N: 10084807.70

E: 3110858.86

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 11. PER NOTE 6

STA. 25+89.09

N: 10084821.68

E: 3110801.24

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 10. PER NOTE 6

STA. 25+29.65

N: 10084835.71

E: 3110743.47

REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT 9. PER NOTE 6

STA. 24+69.80

N: 10084849.82

E: 3110685.32

STA. 27+87.74

INSTALL 1~8" GV #862741

N: 10084771.31

E: 3110992.96

INSTALL 1~12"x8" D.I. RED. TEE

N:10084770.74

E:3110994.05
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PROPOSED 8" PVC

C900 DR 14 (WL)
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PROPOSED 8" WWL (PVC SDR 26)

PRESSURE RATED FOR 150 PSI

Sta.25+53.40

Approx El.614.07
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CIVIL

PROPOSED 8-INCH WATER

LINE PLAN AND PROFILE

STA. 24+00 to 27+88.97

AS SHOWN
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CITY OF AUSTIN, TEXAS

AUSTIN WATER UTILITY
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BRYKER ROAD
 WATER AND WASTEWATER

REPLACEMENT PROJECT

PROPOSED 8" PVC C900 DR 14 (WL)

LOT 9 & E 30FT OF LOT 8

BLOCK 3 B

RYKER WOODS "E"

 VOL.4 PG. 104-105 P.R.T.C. 1710 W 34TH ST

ROGAN GILES & CONNIE R

 DOC. NO. 2015185809 O.P.R.T.C. TCAD ID.

120341

LOT 10

 BLOCK 3

BRYKER WOODS "E"

 VOL.4 PG.104-105 P.R.T.C.

1708 W 34TH ST

KEITH & RILEY LOSSEN

 DOC. NO. 2003133631 O.P.R.T.C. TCAD

ID. 120340

LOT 32

BLOCK 4

 BRYKER WOODS "E"

  VOL.4 PG.104-105 P.R.T.C.

1709 W 34TH ST

 PRESTON WONG

 DOC. NO. 2005011665 O.P.R.T.C.

TCAD ID. 120368
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PROPOSED FIRE

HYDRANT ASS'Y FOR

BRYKER ROAD SEE PLAN

AND PROFILE SHT. C-04

INFORMATIOM

CAUTION!!

UNDERGROUND GAS

LINE

CONTRACTOR NOTE

CAUTION!!

PROPOSED NEW 8" WWL AND 12" WL

 MUST HAVE A 2' MIN. CLR.  BETWEEN LINES

2
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I
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R
.

PROPOSED 8" WWL (PVC SDR 26)

SEE SHT.  C-12

INTERSECTION # 2758

INTERSECTION # 2690
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SEE C-04 FOR DETAILS.

8' RESTRAINED JOINTS  (THROUGH INTERSECTION)

PROP. MANHOLE

20' RESTRAINED JOINTS

PROPOSED 8" WWL (PVC SDR 26)

SEE SHT.  C-11
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EXISTING 6" CI WWL TO BE

REPLACED IN PLACE. SEE

WW PROFILE A1369

H. SCALE: 1" = 20' V. SCALE: 1" = 2'

WATER NOTES:

1. CONTRACTOR SHALL BE RESPONSIBLE

FOR MAINTAINING WATER SERVICE TO

EXISTING WATER MAINS AND SERVICES

AT ALL TIMES.

2. CONTRACTOR SHALL PROTECT AND

REPAIR (IF DAMAGED) ANY EXISTING

WATER, SEWER OR GAS SERVICE

LATERALS AND IRRIGATION SHOWN OR

NOT SHOWN ON THE PLANS.

3. NO EXISTING VALVES TO BE OPERATED

BY THE CONTRACTOR WITHOUT

DIRECTION FROM CITY OF AUSTIN

WATER UTILITY PERSONNEL.

4. THE UTILITIES SHOWN ON THESE PLANS

ARE APPROXIMATE AND FOR

INFORMATION ONLY. THE CONTRACTOR

SHALL LOCATE ALL EXISTING UTILITIES

(HORIZONTAL AND VERTICAL), AND

SHALL BE RESPONSIBLE FOR DAMAGE

TO THE UTILITIES CAUSED BY THE

CONTRACTOR'S OPERATION.

5. CONTRACTOR SHALL EXPOSE ALL

PIPELINE AND UTILITY CROSSINGS

PRIOR TO ORDERING MATERIALS.

NOTIFY THE ENGINEER IMMEDIATELY IF

A CONFLICT IS FOUND AND RECORD ALL

NEEDED GRADE ADJUSTMENTS IN THE

PROJECT SET OF AS-BUILT DRAWINGS.

6. REPLACE WATER SERVICE AND METER

ASSEMBLY PER DETAIL 520-AW-02 ON

SHT. SD-02 (INCLUDING METER, METER

BOX, SERVICE, LINE, TAP AND

APPURTENANCES).

7. INSTALL NEW FIRE ASSEMBLY PER

DETAIL 511-AW 02 ON SHT. SD-01

(INCLUDING ALL APPURTENANCES)

8. WATER SERVICES LINE ELEVATIONS

MAY BE ADJUSTED AS NEEDED IN THE

FIELD.

GENERAL NOTES:

1. COORDINATES SHOWN HEREON ARE BASED

ON THE TEXAS STATE PLANE COORDINATE

SYSTEM, CENTRAL ZONE (4203),

NAD83(CORS).  PROJECT REFERENCE POINTS

ARE CITY OF AUSTIN MONUMENT "J-25-1001"

(CB58) HAVING COORDINATE VALUES OF

N=10,085,028.06, E6=3,112,116.43 AND

"H-24-1001" HAVING COORDINATE VALUES OF

N=10,080,581.36, E=3,107,208.51.  COMBINED

SCALE FACTOR = 1.0001.

2. ELEVATIONS AND CONTOURS SHOWN

HEREON ARE BASED ON CITY OF AUSTIN

MONUMENT "J-25-1001" (CB58) HAVING AN

ELEVATION OF 579.64 FEET.  NAVD88

VERTICAL DATUM.

3. UNDERGROUND UTILITIES SHOWN HEREON

ARE BASED ON VISIBLE SURFACE FEATURES,

PAINT MARKS AND RECORD UTILITY PLANS

PREPARED BY OTHERS.  THE CONTRACTOR

SHALL BE FULLY RESPONSIBLE FOR FIELD

VERIFYING THE LOCATION AND ELEVATIONS

OF ALL EXISTING UTILITIES.  PRIOR TO

EXCAVATION OR DRILLING "ONE-CALL" TEXAS

811 SHOULD BE CONTACTED.
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“
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REPLACE SERVICE CONN. TAP

AND METER ASSEMBLY

FOR LOT __ . PER NOTE 6

STA. 7+13.65

N: 10084005.13

E: 3110356.16

30+00

3

1

+

0

0

31+38

TIE IN LOCATION TO

EXISTING 6" CI WL

STA. 30+00.00

INSTALL 1~ 6"x8" D.I. REDUCER,

1~ 5' LG. SECTION 8" PIPE

N:10083908.96

E: 3110209.76

STA. 30+05.00

INSTALL 1~8" D.I. 45° ELL

N: 10083907.47

E: 3110214.53

STA. 30+30.41

INSTALL 1~8" D.I. 45° ELL

N: 10083919.33

E: 3110237.01

STA. 31+15.72

INSTALL 1~8" D.I. 45° ELL

N: 10083890.64

E: 3110317.10

STA. 31+33.40

INSTALL 1~8" D.I. 45° ELL

N: 10083873.82

E: 3110322.58

TIE IN LOCATION TO

EXISTING 6" CI WL

STA. 31+38.40

INSTALL 1~ 6"x8" D.I. REDUCER,

1~ 5' LG. SECTION 8" PIPE

N:10083872.34

E: 3110327.35

STA. 30+93.67

INSTALL 1~8" D.I. 11.25° ELL

N: 10083900.63

E: 3110297.44

STA. 30+98.67

INSTALL 1~8" D.I. CROSS

N: 10083898.37

E: 3110301.89

STA. 31+33.40

INSTALL 1~8" D.I. 45° ELL

N: 10083873.82

E: 3110322.58

STA. 31+35.40

INSTALL 1~8" GV #862675

N: 10083873.23

E: 3110324.49

STA. 30+03.00

INSTALL 1~8" GV #871261

N: 10083908.07

E: 3110212.62
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BRYKER ROAD
 WATER AND WASTEWATER

REPLACEMENT PROJECT

4
'
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PLAN AND PROFILE FOR W. 32ND STREET

PROPOSED 8" PVC C900 DR 14 (WL)

SEE SHT C-02

INTERSECTION # 2734

PROPOSED 8" PVC C900 DR 14 (WL)

STA. 29+94 TO STA. 31+44

RESTRAINED JOINTS

1
1

'

 
C

L
R

.

PROPOSED 1" ARV

#871259

H. SCALE: 1" = 20' V. SCALE: 1" = 2'

WATER NOTES:

1. CONTRACTOR SHALL BE RESPONSIBLE

FOR MAINTAINING WATER SERVICE TO

EXISTING WATER MAINS AND SERVICES

AT ALL TIMES.

2. CONTRACTOR SHALL PROTECT AND

REPAIR (IF DAMAGED) ANY EXISTING

WATER, SEWER OR GAS SERVICE

LATERALS AND IRRIGATION SHOWN OR

NOT SHOWN ON THE PLANS.

3. NO EXISTING VALVES TO BE OPERATED

BY THE CONTRACTOR WITHOUT

DIRECTION FROM CITY OF AUSTIN

WATER UTILITY PERSONNEL.

4. THE UTILITIES SHOWN ON THESE PLANS

ARE APPROXIMATE AND FOR

INFORMATION ONLY. THE CONTRACTOR

SHALL LOCATE ALL EXISTING UTILITIES

(HORIZONTAL AND VERTICAL), AND

SHALL BE RESPONSIBLE FOR DAMAGE

TO THE UTILITIES CAUSED BY THE

CONTRACTOR'S OPERATION.

5. CONTRACTOR SHALL EXPOSE ALL

PIPELINE AND UTILITY CROSSINGS

PRIOR TO ORDERING MATERIALS.

NOTIFY THE ENGINEER IMMEDIATELY IF

A CONFLICT IS FOUND AND RECORD ALL

NEEDED GRADE ADJUSTMENTS IN THE

PROJECT SET OF AS-BUILT DRAWINGS.

6. REPLACE WATER SERVICE AND METER

ASSEMBLY PER DETAIL 520-AW-02 ON

SHT. SD-02 (INCLUDING METER, METER

BOX, SERVICE, LINE, TAP AND

APPURTENANCES).

7. INSTALL NEW FIRE ASSEMBLY PER

DETAIL 511-AW 02 ON SHT. SD-01

(INCLUDING ALL APPURTENANCES)

8. WATER SERVICES LINE ELEVATIONS

MAY BE ADJUSTED AS NEEDED IN THE

FIELD.

GENERAL NOTES:

1. COORDINATES SHOWN HEREON ARE BASED

ON THE TEXAS STATE PLANE COORDINATE

SYSTEM, CENTRAL ZONE (4203),

NAD83(CORS).  PROJECT REFERENCE POINTS

ARE CITY OF AUSTIN MONUMENT "J-25-1001"

(CB58) HAVING COORDINATE VALUES OF

N=10,085,028.06, E6=3,112,116.43 AND

"H-24-1001" HAVING COORDINATE VALUES OF

N=10,080,581.36, E=3,107,208.51.  COMBINED

SCALE FACTOR = 1.0001.

2. ELEVATIONS AND CONTOURS SHOWN

HEREON ARE BASED ON CITY OF AUSTIN

MONUMENT "J-25-1001" (CB58) HAVING AN

ELEVATION OF 579.64 FEET.  NAVD88

VERTICAL DATUM.

3. UNDERGROUND UTILITIES SHOWN HEREON

ARE BASED ON VISIBLE SURFACE FEATURES,

PAINT MARKS AND RECORD UTILITY PLANS

PREPARED BY OTHERS.  THE CONTRACTOR

SHALL BE FULLY RESPONSIBLE FOR FIELD

VERIFYING THE LOCATION AND ELEVATIONS

OF ALL EXISTING UTILITIES.  PRIOR TO

EXCAVATION OR DRILLING "ONE-CALL" TEXAS

811 SHOULD BE CONTACTED.
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RELOCATE GAS LINE PER TEXAS

GAS STANDARDS. COORDINATE

WITH TEXAS GAS PRIOR TO

WORK AND MAINTAIN TWO FOOT

CLEARANCE BELOW WATER LINE.
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INSTALL LATERAL CONN.

FOR LOT 12

STA. 4+49.79

N: 10083668.57

E: 3110171.24

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 13

STA. 4+57.19

N: 10083675.17

E: 3110174.59

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 9

STA. 2+73.87

N: 10083511.75

E: 3110091.53

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 8

STA. 2+41.39

N: 10083482.80

E: 3110076.81

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 1

STA. 3+03.59

N: 10083538.24

E: 3110104.99

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 10

STA. 3+23.59

N: 10083556.07

E: 3110114.06

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 10

STA. 3+49.06

N: 10083578.77

E: 3110125.59

PER DETAIL ON SHT. SD-02
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FL (IN) = 600.38
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PROPOSED 8"

FL (OUT) = 608.00

PROPOSED 8"

FL (IN) = 608.10

6" DROP PIPE

FL (IN) = 608.10

H. SCALE: 1" = 20'

CIVIL

PROPOSED 8-INCH

WASTEWATER LINE

PLAN AND PROFILE

STA. 0+75 to 5+00

AS SHOWN

C-08

15

J. RECK

B.SCROGGINS

H.STEED

V. SCALE: 1" = 2'
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BRYKER ROAD
 WATER AND WASTEWATER

REPLACEMENT PROJECT

PROPOSED 8" PVC C900 DR 14 (WL)

SEE SHT.  C-01
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PROPOSED 8" WWL (PVC SDR 26)

CAUTION!!

UNDERGROUND

GAS LINE

CAUTION!!

UNDERGROUND

GAS LINE

CAUTION!!

UNDERGROUND

GAS LINE

CAUTION!!

UNDERGROUND

GAS LINE

"CONTRACTOR NOTE"

EXISTING SERVICE LATERAL CONNECTIONS ARE  OBTAINED THROUGH

CCTV DATA AND THUS NOT EXACT LOCATIONS. CONTRACTOR TO

FIELD LOCATE AND CONFIRM PRIOR TO CONSTRUCTION AND TO

CONTACT ENGINEER WITH  INVERTS AND LOCATIONS

PROPOSED 8" WWL (PVC SDR 26)

PROPOSED 8" PVC C900 DR 14 (WL)

SEE SHT.  C-01

V
=
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P
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NOTE:

PROVIDE JOINT WRAP AROUND

MANHOLE PER ITEM NO-506S
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SEE DETAIL 1

ON SHT SD-05

SEE DETAIL 2

ON SHT SD-05

INTERSECTION #2731

INTERSECTION #20750

SEWER NOTES:

1. CONTRACTOR SHALL BE RESPONSIBLE

FOR MAINTAINING SANITARY SEWER

SERVICE TO EXISTING RESIDENCES.

2. CONTRACTOR SHALL PROTECT AND

REPAIR (IF DAMAGED) ANY EXISTING

SEWER, WATER, AND GAS SERVICE

LATERALS AND IRRIGATION SHOWN

OR NOT SHOWN ON THE PLANS.

3. THE UTILITIES SHOWN ON THESE

PLANS ARE APPROXIMATE AND FOR

INFORMATION ONLY. THE

CONTRACTOR SHALL LOCATE ALL

EXISTING UTILITIES (HORIZONTAL AND

VERTICAL), AND SHALL BE

RESPONSIBLE FOR DAMAGE TO THE

UTILITIES CAUSED BY THE

CONTRACTOR'S OPERATION.

4. ALL WASTEWATER SERVICES SHALL

BE INSTALLED WITH MINIMUM 1%

SLOPE AND A TWO-WAY CLEANOUT AT

THE PROPERTY LINE.

5. LATERAL CONNECTIONS CROSSING

WATER LINE TO BE CONSTRUCTED OF

150 PSI PRESSURE-RATED PIPING AND

IN CEMENT STABILIZED SAND.

6. MANHOLES TO BE WATER TIGHT AND

INSTALLED IN ACCORDANCE WITH

DETAIL 506S-6.

GENERAL NOTES:

1. COORDINATES SHOWN HEREON ARE BASED

ON THE TEXAS STATE PLANE COORDINATE

SYSTEM, CENTRAL ZONE (4203),

NAD83(CORS).  PROJECT REFERENCE

POINTS ARE CITY OF AUSTIN MONUMENT

"J-25-1001" (CB58) HAVING COORDINATE

VALUES OF N=10,085,028.06, E6=3,112,116.43

AND "H-24-1001" HAVING COORDINATE

VALUES OF N=10,080,581.36, E=3,107,208.51.

COMBINED SCALE FACTOR = 1.0001.

2. ELEVATIONS AND CONTOURS SHOWN

HEREON ARE BASED ON CITY OF AUSTIN

MONUMENT "J-25-1001" (CB58) HAVING AN

ELEVATION OF 579.64 FEET.  NAVD88

VERTICAL DATUM.

3. UNDERGROUND UTILITIES SHOWN HEREON

ARE BASED ON VISIBLE SURFACE

FEATURES, PAINT MARKS AND RECORD

UTILITY PLANS PREPARED BY OTHERS.  THE

CONTRACTOR SHALL BE FULLY

RESPONSIBLE FOR FIELD VERIFYING THE

LOCATION AND ELEVATIONS OF ALL

EXISTING UTILITIES.  PRIOR TO EXCAVATION

OR DRILLING "ONE-CALL" TEXAS 811 SHOULD

BE CONTACTED.
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8" PVC SDR 26 WWL
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INSTALL LATERAL CONN.

FOR LOT 7

STA. 7+89.22

N: 10083971.15

E: 3110325.04

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 19

STA. 8+74.02

N: 10084046.75

E: 3110363.46

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 18

STA. 8+40.02

N: 10084016.44

E: 3110348.06

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 8

STA. 5+13.19

N: 10083725.09

E: 3110199.96

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 14

STA. 5+14.69

N: 10083726.42

E: 3110200.64

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 13

STA. 5+05.09

N: 10083717.87

E: 3110196.29

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 8

STA. 8+64.36

N: 10084038.14

E: 3110359.09

PER DETAIL ON SHT. SD-02

CIVIL

PROPOSED 8-INCH

WASTEWATER LINE

PLAN AND PROFILE

STA. 5+00 to 9+00

AS SHOWN

C-09
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B.SCROGGINS
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PROPOSED 8" PVC C900 DR 14 (WL)

SEE SHT.  C-02
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PROPOSED 8" WWL (PVC SDR 26)
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PROPOSED 8" WWL (PVC SDR 26)

CAUTION!!

UNDERGROUND

GAS LINE

CAUTION!!

UNDERGROUND

GAS LINE

CAUTION!!

UNDERGROUND

GAS LINE

PROPOSED 8" PVC C900 DR 14 (WL)

SEE SHT.  C-02

"CONTRACTOR NOTE"

EXISTING SERVICE LATERAL CONNECTIONS ARE  OBTAINED THROUGH

CCTV DATA AND THUS NOT EXACT LOCATIONS. CONTRACTOR TO

FIELD LOCATE AND CONFIRM PRIOR TO CONSTRUCTION AND TO

CONTACT ENGINEER WITH  INVERTS AND LOCATIONS

V=7.89 FPS

V=3.2
8 F

PS

L
E

N
G

T
H

 =
  
2
0
1
.1

8
'

LENGTH =  198.82'

SEE DETAIL 3

ON SHT SD-05

INTERSECTION #2734

H. SCALE: 1" = 20'

V. SCALE: 1" = 2'

SEWER NOTES:

1. CONTRACTOR SHALL BE RESPONSIBLE

FOR MAINTAINING SANITARY SEWER

SERVICE TO EXISTING RESIDENCES.

2. CONTRACTOR SHALL PROTECT AND

REPAIR (IF DAMAGED) ANY EXISTING

SEWER, WATER, AND GAS SERVICE

LATERALS AND IRRIGATION SHOWN

OR NOT SHOWN ON THE PLANS.

3. THE UTILITIES SHOWN ON THESE

PLANS ARE APPROXIMATE AND FOR

INFORMATION ONLY. THE

CONTRACTOR SHALL LOCATE ALL

EXISTING UTILITIES (HORIZONTAL AND

VERTICAL), AND SHALL BE

RESPONSIBLE FOR DAMAGE TO THE

UTILITIES CAUSED BY THE

CONTRACTOR'S OPERATION.

4. ALL WASTEWATER SERVICES SHALL

BE INSTALLED WITH MINIMUM 1%

SLOPE AND A TWO-WAY CLEANOUT AT

THE PROPERTY LINE.

5. LATERAL CONNECTIONS CROSSING

WATER LINE TO BE CONSTRUCTED OF

150 PSI PRESSURE-RATED PIPING AND

IN CEMENT STABILIZED SAND.

6. MANHOLES TO BE WATER TIGHT AND

INSTALLED IN ACCORDANCE WITH

DETAIL 506S-6.

GENERAL NOTES:

1. COORDINATES SHOWN HEREON ARE BASED

ON THE TEXAS STATE PLANE COORDINATE

SYSTEM, CENTRAL ZONE (4203),

NAD83(CORS).  PROJECT REFERENCE

POINTS ARE CITY OF AUSTIN MONUMENT

"J-25-1001" (CB58) HAVING COORDINATE

VALUES OF N=10,085,028.06, E6=3,112,116.43

AND "H-24-1001" HAVING COORDINATE

VALUES OF N=10,080,581.36, E=3,107,208.51.

COMBINED SCALE FACTOR = 1.0001.

2. ELEVATIONS AND CONTOURS SHOWN

HEREON ARE BASED ON CITY OF AUSTIN

MONUMENT "J-25-1001" (CB58) HAVING AN

ELEVATION OF 579.64 FEET.  NAVD88

VERTICAL DATUM.

3. UNDERGROUND UTILITIES SHOWN HEREON

ARE BASED ON VISIBLE SURFACE

FEATURES, PAINT MARKS AND RECORD

UTILITY PLANS PREPARED BY OTHERS.  THE

CONTRACTOR SHALL BE FULLY

RESPONSIBLE FOR FIELD VERIFYING THE

LOCATION AND ELEVATIONS OF ALL

EXISTING UTILITIES.  PRIOR TO EXCAVATION

OR DRILLING "ONE-CALL" TEXAS 811 SHOULD

BE CONTACTED.
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INSTALL LATERAL CONN.

FOR LOT 11

STA. 11+18.62

N: 10084264.80

E: 3110474.30

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 22

STA. 11+14.38

N: 10084261.02

E: 3110472.38

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 23

STA. 11+45.64

N: 10084290.25

E: 3110483.87

PER DETAIL 5 ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 20

STA. 9+89.32

N: 10084149.53

E: 3110415.71

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 19

STA. 9+15.72

N: 10084083.92

E: 3110382.36

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 9

STA. 9+26.52

N: 10084093.55

E: 3110387.25

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 3

STA. 9+97.42

N: 10084156.75

E: 3110419.38

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 10

STA. 10+61.22

N: 10084213.63

E: 3110448.29

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 4

STA. 9+48.71

N: 10084111.98

E: 3110399.97

PER DETAIL 4 ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 21

STA. 10+37.82

N: 10084192.77

E: 3110437.68

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 5

STA. 12+83.93

N: 10084412.17

E: 3110549.20

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 26

STA. 12+64.13

N: 10084394.52

E: 3110540.23

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 24

STA. 12+62.13

N: 10084392.74

E: 3110539.33

PER DETAIL ON SHT. SD-02
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L S
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30%

PROPOSED 4"

FL (IN) = 612.50 APPROX.

2.5" ASPHALTIC CONCRETE

5.25" TAN FLEXBASE

BROWN, STIFF TO HARD,

SANDY LEAN CLAY, MOIST,

WITH TRACE SHELL

FRAGMENTS.

TAN, HARD, LEAN CLAY

WITH SAND, MOIST, WITH

CALCAREOUS NODULES

AND LIMESTONE

FRAGMENTS.

CIVIL

PROPOSED 8-INCH

WASTEWATER LINE

PLAN AND PROFILE

STA. 9+00 to 13+00

AS SHOWN
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BRYKER ROAD
 WATER AND WASTEWATER

REPLACEMENT PROJECT

PROPOSED 8" PVC C900 DR 14 (WL)

SEE SHT. C-03

8
'

C
L

R
.

PROPOSED 8" WWL (PVC SDR 26)

1
2

'

C
L

R
.

8
'

C
L

R
.

1
2

'

C
L

R
.

PROPOSED 8" WWL (PVC SDR 26)

CAUTION!!

UNDERGROUND

GAS LINE

CAUTION!!

UNDERGROUND

GAS LINE

CAUTION!!

UNDERGROUND

GAS LINE

PROPOSED 8" PVC C900 DR 14 (WL)

SEE SHT. C-03

"CONTRACTOR NOTE"

EXISTING SERVICE LATERAL CONNECTIONS ARE  OBTAINED THROUGH

CCTV DATA AND THUS NOT EXACT LOCATIONS. CONTRACTOR TO

FIELD LOCATE AND CONFIRM PRIOR TO CONSTRUCTION AND TO

CONTACT ENGINEER WITH  INVERTS AND LOCATIONS

V=3.18 FPS

V=3.28 FPS

PRESSURE RATED FOR 150 PSI

V
=3.1

8 F
P

S

LE
N

G
TH

 =
  2

06.2
5'

LENGTH =  41.94'

LENGTH =  48.39'

BORING B-1

B
O

R
I
N

G
 
B

-
1

H. SCALE: 1" = 20'

V. SCALE: 1" = 2'

SEWER NOTES:

1. CONTRACTOR SHALL BE RESPONSIBLE

FOR MAINTAINING SANITARY SEWER

SERVICE TO EXISTING RESIDENCES.

2. CONTRACTOR SHALL PROTECT AND

REPAIR (IF DAMAGED) ANY EXISTING

SEWER, WATER, AND GAS SERVICE

LATERALS AND IRRIGATION SHOWN

OR NOT SHOWN ON THE PLANS.

3. THE UTILITIES SHOWN ON THESE

PLANS ARE APPROXIMATE AND FOR

INFORMATION ONLY. THE

CONTRACTOR SHALL LOCATE ALL

EXISTING UTILITIES (HORIZONTAL AND

VERTICAL), AND SHALL BE

RESPONSIBLE FOR DAMAGE TO THE

UTILITIES CAUSED BY THE

CONTRACTOR'S OPERATION.

4. ALL WASTEWATER SERVICES SHALL

BE INSTALLED WITH MINIMUM 1%

SLOPE AND A TWO-WAY CLEANOUT AT

THE PROPERTY LINE.

5. LATERAL CONNECTIONS CROSSING

WATER LINE TO BE CONSTRUCTED OF

150 PSI PRESSURE-RATED PIPING AND

IN CEMENT STABILIZED SAND.

6. MANHOLES TO BE WATER TIGHT AND

INSTALLED IN ACCORDANCE WITH

DETAIL 506S-6.

GENERAL NOTES:

1. COORDINATES SHOWN HEREON ARE BASED

ON THE TEXAS STATE PLANE COORDINATE

SYSTEM, CENTRAL ZONE (4203),

NAD83(CORS).  PROJECT REFERENCE

POINTS ARE CITY OF AUSTIN MONUMENT

"J-25-1001" (CB58) HAVING COORDINATE

VALUES OF N=10,085,028.06, E6=3,112,116.43

AND "H-24-1001" HAVING COORDINATE

VALUES OF N=10,080,581.36, E=3,107,208.51.

COMBINED SCALE FACTOR = 1.0001.

2. ELEVATIONS AND CONTOURS SHOWN

HEREON ARE BASED ON CITY OF AUSTIN

MONUMENT "J-25-1001" (CB58) HAVING AN

ELEVATION OF 579.64 FEET.  NAVD88

VERTICAL DATUM.

3. UNDERGROUND UTILITIES SHOWN HEREON

ARE BASED ON VISIBLE SURFACE

FEATURES, PAINT MARKS AND RECORD

UTILITY PLANS PREPARED BY OTHERS.  THE

CONTRACTOR SHALL BE FULLY

RESPONSIBLE FOR FIELD VERIFYING THE

LOCATION AND ELEVATIONS OF ALL

EXISTING UTILITIES.  PRIOR TO EXCAVATION

OR DRILLING "ONE-CALL" TEXAS 811 SHOULD

BE CONTACTED.
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INSTALL LATERAL CONN.

FOR  TCAD ID.120400

STA. 16+76.23

N: 10084761.89

E: 3110726.96

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 6

STA. 13+14.03

N: 10084439.00

E: 3110562.84

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 2

STA. 13+78.50

N: 10084496.56

E: 3110591.86

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 1

STA. 14+31.73

N: 10084543.93

E: 3110616.18

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR  TCAD ID.120398

STA. 15+21.73

N: 10084624.16

E: 3110656.96

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR  TCAD ID.120399

STA. 16+14.73

N: 10084707.06

E: 3110699.10

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 27

STA. 13+41.13

N: 10084463.16

E: 3110575.12

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 28

STA. 13+94.73

N: 10084510.94

E: 3110599.41

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 29

STA. 14+79.03

N: 10084586.09

E: 3110637.61

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 30

STA. 15+13.83

N: 10084617.11

E: 3110653.38

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 31

STA. 15+66.43

N: 10084664.00

E: 3110677.21

PER DETAIL ON SHT. SD-02
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CIVIL

PROPOSED 8-INCH

WASTEWATER LINE

PLAN AND PROFILE

STA. 13+00 to 17+85

AS SHOWN

C-11

18

J. RECK

B.SCROGGINS

H.STEED

DESIGNED BY:

PROJECT NO.:

DATE:

OF

NOVEMBER 2020

NO. REVISIONDATE BY

DRAWN BY:

CHECKED BY:

SHEET TITLE

1 2 3 4 5 6

D

E

SCALE:

02908105.0000

SHEET

C

B

A

55

File: I:\ACAD\PROJ\02908105-COA\2-SHEETS\04-C-CIVIL  Date: 12/3/2020 11:41 AM  Last Saved By: NCANDELAS

FIRM REGISTRATION NUMBER: F-533
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BRYKER ROAD
 WATER AND WASTEWATER

REPLACEMENT PROJECT

PROPOSED 8" PVC C900 DR 14 (WL)

SEE SHT. C-04

8
'

C
L

R
.

PROPOSED 8" PVC C900 DR 14 (WL)

SEE SHT. C-06

PROPOSED 8" WWL (PVC SDR 26)

1
2

'

C
L

R
.

CAUTION!!

UNDERGROUND GAS

LINE

CAUTION!!

UNDERGROUND GAS

LINE

CAUTION!!

UNDERGROUND GAS

LINE

V=3.18 FPS

PROPOSED 8" PVC C900 DR 14 (WL)

SEE SHT. C-04

"CONTRACTOR NOTE"

EXISTING SERVICE LATERAL CONNECTIONS ARE  OBTAINED THROUGH

CCTV DATA AND THUS NOT EXACT LOCATIONS. CONTRACTOR TO

FIELD LOCATE AND CONFIRM PRIOR TO CONSTRUCTION AND TO

CONTACT ENGINEER WITH  INVERTS AND LOCATIONS

NOTE:

PROVIDE JOINT WRAP AROUND

MANHOLE PER ITEM NO-506S

LENGTH =  162'

LENG
TH =  314.13'

V=3.18 FPS

SEE DETAIL 6

ON SHT SD-05

SEE SHEET C-12 FOR

INSTALLATION OF WWL

IN 34TH STREET.

INTERSECTION #2758

H. SCALE: 1" = 20'

V. SCALE: 1" = 2'

SEWER NOTES:

1. CONTRACTOR SHALL BE

RESPONSIBLE FOR MAINTAINING

SANITARY SEWER SERVICE TO

EXISTING RESIDENCES.

2. CONTRACTOR SHALL PROTECT AND

REPAIR (IF DAMAGED) ANY

EXISTING SEWER, WATER, AND GAS

SERVICE LATERALS AND

IRRIGATION SHOWN OR NOT

SHOWN ON THE PLANS.

3. THE UTILITIES SHOWN ON THESE

PLANS ARE APPROXIMATE AND FOR

INFORMATION ONLY. THE

CONTRACTOR SHALL LOCATE ALL

EXISTING UTILITIES (HORIZONTAL

AND VERTICAL), AND SHALL BE

RESPONSIBLE FOR DAMAGE TO THE

UTILITIES CAUSED BY THE

CONTRACTOR'S OPERATION.

4. ALL WASTEWATER SERVICES SHALL

BE INSTALLED WITH MINIMUM 1%

SLOPE AND A TWO-WAY CLEANOUT

AT THE PROPERTY LINE.

5. LATERAL CONNECTIONS CROSSING

WATER LINE TO BE CONSTRUCTED

OF 150 PSI PRESSURE-RATED

PIPING AND IN CEMENT STABILIZED

SAND.

6. MANHOLES TO BE WATER TIGHT

AND INSTALLED IN ACCORDANCE

WITH DETAIL 506S-6.

GENERAL NOTES:

1. COORDINATES SHOWN HEREON ARE

BASED ON THE TEXAS STATE PLANE

COORDINATE SYSTEM, CENTRAL ZONE

(4203), NAD83(CORS).  PROJECT

REFERENCE POINTS ARE CITY OF AUSTIN

MONUMENT "J-25-1001" (CB58) HAVING

COORDINATE VALUES OF N=10,085,028.06,

E6=3,112,116.43 AND "H-24-1001" HAVING

COORDINATE VALUES OF N=10,080,581.36,

E=3,107,208.51.  COMBINED SCALE FACTOR

= 1.0001.

2. ELEVATIONS AND CONTOURS SHOWN

HEREON ARE BASED ON CITY OF AUSTIN

MONUMENT "J-25-1001" (CB58) HAVING AN

ELEVATION OF 579.64 FEET.  NAVD88

VERTICAL DATUM.

3. UNDERGROUND UTILITIES SHOWN

HEREON ARE BASED ON VISIBLE SURFACE

FEATURES, PAINT MARKS AND RECORD

UTILITY PLANS PREPARED BY OTHERS.

THE CONTRACTOR SHALL BE FULLY

RESPONSIBLE FOR FIELD VERIFYING THE

LOCATION AND ELEVATIONS OF ALL

EXISTING UTILITIES.  PRIOR TO

EXCAVATION OR DRILLING "ONE-CALL"

TEXAS 811 SHOULD BE CONTACTED.
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SHEET

LOCATION

16" STEEL CASING

FROM STA. 17+55.62 TO

17+73.13, SEE DETAIL

501S-1 ON SHT SD-02

16" STEEL CASING

FROM STA. 17+55.62 TO

17+73.13, SEE DETAIL

501S-1 ON SHT SD-02

12-3-2020

December 03, 2020

Type Name Here
Austin Water



INSTALL LATERAL CONN.

FOR LOT 8

STA. 23+14.90

N: 10084866.68

E: 3110706.96

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 11

STA. 22+22.82

N: 10084845.07

E: 3110796.46

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 12

STA. 21+69.62

N: 10084832.55

E: 3110848.16

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 10

STA. 22+49.37

N: 10084853.78

E: 3110771.24

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 13

STA. 20+89.76

N: 10084813.76

E: 3110925.78

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 14

STA. 20+69.52

N: 10084808.99

E: 3110945.45

PER DETAIL ON SHT. SD-02
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CIVIL

PROPOSED 8-INCH

WASTEWATER LINE

PLAN AND PROFILE

STA. 19+75 to 24+00

AS SHOWN

C-12

19

J. RECK

B.SCROGGINS

H.STEED

DESIGNED BY:

PROJECT NO.:

DATE:

OF

NOVEMBER 2020

NO. REVISIONDATE BY

DRAWN BY:

CHECKED BY:

SHEET TITLE

1 2 3 4 5 6

D

E

SCALE:

02908105.0000

SHEET

C

B

A

55

File: I:\ACAD\PROJ\02908105-COA\2-SHEETS\04-C-CIVIL  Date: 9/10/2020 4:12 PM  Last Saved By: NCANDELAS

FIRM REGISTRATION NUMBER: F-533

CITY OF AUSTIN, TEXAS

AUSTIN WATER UTILITY

C

I

T

Y

O

F
A

U

S

T

I

N

F

O

U

N

D

E
D

1

8

3

9

BRYKER ROAD
 WATER AND WASTEWATER

REPLACEMENT PROJECT

400 LF OF EXISTING 6" CONCRETE

WWL LINE REPLACE IN PLACE

WITH 8" PVC SDR 26 WWL. SE WW

PROFILE A1369

LOT 9 & E 30FT OF LOT 8

BLOCK 3 B

RYKER WOODS "E"

 VOL.4 PG. 104-105 P.R.T.C. 1710

W 34TH ST

ROGAN GILES & CONNIE R

 DOC. NO. 2015185809 O.P.R.T.C.

TCAD ID. 120341

LOT 10

 BLOCK 3

BRYKER WOODS "E"

 VOL.4 PG.104-105 P.R.T.C.

1708 W 34TH ST

KEITH & RILEY LOSSEN

 DOC. NO. 2003133631 O.P.R.T.C.

TCAD ID. 120340

LOT 11

BLOCK 3

BRYKER WOODS "E"

  VOL.4 PG.104-105 P.R.T.C. 1706

W 34TH ST

PATRICE KOEN MARITAL

 TRUST DOC. NO. 2012104633

O.P.R.T.C

TCAD ID. 120339

LOT 32

BLOCK 4

 BRYKER WOODS "E"

  VOL.4 PG.104-105 P.R.T.C.

1709 W 34TH ST

 PRESTON WONG

 DOC. NO. 2005011665

O.P.R.T.C. TCAD ID. 120368

PROPOSED 8" PVC C900 DR 14 (WL)

SEE SHT. C-06

2
1

.
5

'

C
L

R
.

PROPOSED 8" PVC C900 DR 14 (WL)

SEE SHT. C-04

LOT 12

 BLOCK 3

 BRYKER WOODS "E"

  VOL.4 PG. 104-105 P.R.T.C.

 1704 W 34TH ST

 JEFFREY BLAINE CHRISTNER

DOC. NO. 2009213028 O.P.R.T.C.

TCAD ID. 120338

LOT 13

 BLOCK 3

BRYKER WOODS "E"

 VOL.4 PG.104-105 P.R.T.C

 1702 W 34TH ST

JOSEPH FAMILY LIVING TRUST

DOC. NO. 2008176794 O.P.R.T.C.

TCAD ID. 120337

LOT 14

 BLOCK 3

 BRYKER WOODS "E"

  VOL.4 PG.104-105 P.R.T.C.

1700 W 34TH ST JOSEPH FAMILY

LIVING TRUST DOC. NO.

2008176793 O.P.R.T.C.

TCAD ID. 120336

8
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1

'

PROPOSED 8" PVC SDR 26 (WWL)

SEE SHT.C-10

PROPOSED 8" PVC C900 DR 14 (WL)

SEE SHT. C-06

"CONTRACTOR NOTE"

EXISTING SERVICE LATERAL CONNECTIONS ARE  OBTAINED THROUGH

CCTV DATA AND THUS NOT EXACT LOCATIONS. CONTRACTOR TO

FIELD LOCATE AND CONFIRM PRIOR TO CONSTRUCTION AND TO

CONTACT ENGINEER WITH  INVERTS AND LOCATIONS

V
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.
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S

NOTE:

PROVIDE JOINT WRAP AROUND

MANHOLE PER ITEM NO-506S
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SEE DETAIL 6

ON SHT SD-05

152.25 LF OF EXISTING 6"

CONCRETE WWL LINE REPLACE IN

PLACE WITH 8" PVC SDR 26 WWL

INTERSECTION #2757

INTERSECTION #2758

H. SCALE: 1" = 20'

V. SCALE: 1" = 2'

SEWER NOTES:

1. CONTRACTOR SHALL BE RESPONSIBLE

FOR MAINTAINING SANITARY SEWER

SERVICE TO EXISTING RESIDENCES.

2. CONTRACTOR SHALL PROTECT AND

REPAIR (IF DAMAGED) ANY EXISTING

SEWER, WATER, AND GAS SERVICE

LATERALS AND IRRIGATION SHOWN

OR NOT SHOWN ON THE PLANS.

3. THE UTILITIES SHOWN ON THESE

PLANS ARE APPROXIMATE AND FOR

INFORMATION ONLY. THE

CONTRACTOR SHALL LOCATE ALL

EXISTING UTILITIES (HORIZONTAL AND

VERTICAL), AND SHALL BE

RESPONSIBLE FOR DAMAGE TO THE

UTILITIES CAUSED BY THE

CONTRACTOR'S OPERATION.

4. ALL WASTEWATER SERVICES SHALL

BE INSTALLED WITH MINIMUM 1%

SLOPE AND A TWO-WAY CLEANOUT AT

THE PROPERTY LINE.

5. LATERAL CONNECTIONS CROSSING

WATER LINE TO BE CONSTRUCTED OF

150 PSI PRESSURE-RATED PIPING AND

IN CEMENT STABILIZED SAND.

6. MANHOLES TO BE WATER TIGHT AND

INSTALLED IN ACCORDANCE WITH

DETAIL 506S-6.

GENERAL NOTES:

1. COORDINATES SHOWN HEREON ARE BASED

ON THE TEXAS STATE PLANE COORDINATE

SYSTEM, CENTRAL ZONE (4203),

NAD83(CORS).  PROJECT REFERENCE

POINTS ARE CITY OF AUSTIN MONUMENT

"J-25-1001" (CB58) HAVING COORDINATE

VALUES OF N=10,085,028.06, E6=3,112,116.43

AND "H-24-1001" HAVING COORDINATE

VALUES OF N=10,080,581.36, E=3,107,208.51.

COMBINED SCALE FACTOR = 1.0001.

2. ELEVATIONS AND CONTOURS SHOWN

HEREON ARE BASED ON CITY OF AUSTIN

MONUMENT "J-25-1001" (CB58) HAVING AN

ELEVATION OF 579.64 FEET.  NAVD88

VERTICAL DATUM.

3. UNDERGROUND UTILITIES SHOWN HEREON

ARE BASED ON VISIBLE SURFACE

FEATURES, PAINT MARKS AND RECORD

UTILITY PLANS PREPARED BY OTHERS.  THE

CONTRACTOR SHALL BE FULLY

RESPONSIBLE FOR FIELD VERIFYING THE

LOCATION AND ELEVATIONS OF ALL

EXISTING UTILITIES.  PRIOR TO EXCAVATION

OR DRILLING "ONE-CALL" TEXAS 811 SHOULD

BE CONTACTED.
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SCALE: 1" = 500'

SHEET

LOCATION

11-12-2020

December 02, 2020

Type Name Here
Austin Water



INSTALL LATERAL CONN.

FOR LOT 3

STA. 27+25.80

N: 10084962.98

E: 3110307.50

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 4

STA. 26+39.60

N: 10084942.78

E: 3110391.30

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 6

STA. 25+46.10

N: 10084920.87

E: 3110482.20

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 5

STA. 25+58.60

N: 10084923.80

E: 3110470.04

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 8

STA. 24+27.70

N: 10084893.12

E: 3110597.30

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 2

STA. 27+75.00

N: 10084975.05

E: 3110259.80

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 1

STA. 27+90.29

N: 10084981.02

E: 3110245.51

PER DETAIL ON SHT. SD-02

INSTALL LATERAL CONN.

FOR LOT 7

STA. 24+90.70

N: 10084907.89

E: 3110536.05

PER DETAIL ON SHT. SD-02

610

615

620

625

630

610

615

620

625

630

24+00 25+00 26+00 27+00 28+00 28+50

24+00 25+00 26+00 27+00 28+00 28+50
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PROPOSED 8"

FL (OUT) = 618.65

FL 6" (IN) = UNKNOWN

2.0" ASPHALTIC CONCRETE

5.0" TAN FLEXBASE

TAN, FIRM TO VERY STIFF,

SANDY LEAN CLAY, MOIST,

WITH CALCAREOUS

NODULES AND TRACE

GRAVEL.

TAN, VERY STIFF TO HARD,

LEAN CLAY WITH SAND,

MOIST, CALCAREOUS

WITH LIMESTONE

FRAGMENTS AND TRACE

FERROUS STAINING.

BROWN, MEDIUM DENSE,

CLAYEY SAND, MOIST.

CIVIL

PROPOSED 8-INCH

WASTEWATER LINE

PLAN AND PROFILE

STA. 24+00 TO 28+50

AS SHOWN

C-13

20

J. RECK

B.SCROGGINS

H.STEED
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BRYKER ROAD
 WATER AND WASTEWATER

REPLACEMENT PROJECT
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LOT 5

BLOCK 3

BRYKER WOODS "E"

VOL.4 PG.104-105 P.R.T.C.

 1800 W 34TH ST

GERALD J BALAKA

 VOL.11147 PG.00869 O.P.R.T.C.

 TCAD ID. 120344

LOT 6

BLOCK 3

 BRYKER WOODS "E"

 VOL.4 PG.104-105 P.R.T.C.

 1716 W 34TH ST

GREGORY PAUL PETROSEWICZ

DOC. NO. 2006068061 O.P.R.T.C.

TCAD ID. 120343

LOT 7 & W 30FT OF LOT 8

 BLOCK 3

BRYKER WOODS  "E"

VOL.4 PG.104-105 P.R.T.C. 1714

W 34TH ST

FORREST BLOEDE & JESSICA B

DOC. NO. 2015001405 O.P.R.T.C.

TCAD ID. 120342

LOT 1

 BLOCK 4

 BRYKER WOODS "E"

 VOL.4 PG.104-105 P.R.T.C. 1711

W 34TH ST

JEFF & PAMELA AUTREY

 DOC. NO. 2004093473 O.P.R.T.C.

TCAD ID. 120367

E 55FT OF LOT 4

BLOCK 3

BRYKER WOODS  "E"

VOL.4 PG.104-105 P.R.T.C.

 1802 W 34TH ST

LACE B ARCHIBALD

DOC. NO. 2017082557 O.P.R.T.C.

TCAD ID. 120345

LOT 3 & W 5FT OF LOT 4

 BLOCK 3

 BRYKER WOODS "E"

 VOL.4 PG.104-105 P.R.T.C.

1804 W 34TH ST

 DIANE CONNELL & MICHELLE

ALLDREDGE

DOC. NO. 2015064016 O.P.R.T.C.

TCAD ID. 120346

LOT 2

BLOCK 3

BRYKER WOODS "E"

  VOL.4 PG.104-105 P.R.T.C.

 1806 W 34TH ST

JONATHAN & MICA MAY

DOC. NO. 2015052373 O.P.R.T.C.

TCAD ID. 120347

LOT 1

BLOCK 3

 BRYKER WOODS "E"

  VOL.4 PG.104-105 P.R.T.C.

3401 OAKMONT BLVD

 JAMES & SALLY LUNDBERG

VOL.11627 PG.01191

O.P.R.T.C. TCAD ID. 120348
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1
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'

LOT 6

BLOCK 2

 BRYKER WOODS "E"

  VOL.4 PG.104-105 P.R.T.C

 3311 OAKMONT BLVD

THOMAS HIBLER JR. & KIMBERLY B

DOC. NO. 2012030402 O.P.R.T.C.

TCAD ID. 120319

LOT 7

BLOCK 2

BRYKER WOODS "E"

  VOL.4 PG.104-105 P.R.T.C

 3312 BEVERLY RD

 WILLIAM FOWLER & KATHRYN P DOC.

NO. 2017145116 O.P.R.T.C.

TCAD ID. 120325

PROPOSED 8" PVC C900 DR 14 (WL)

SEE SHT. C-05

PROPOSED 8" PVC C900 DR 14 (WL)

SEE SHT. C-05

"CONTRACTOR NOTE"

EXISTING SERVICE LATERAL CONNECTIONS ARE  OBTAINED THROUGH

CCTV DATA AND THUS NOT EXACT LOCATIONS. CONTRACTOR TO

FIELD LOCATE AND CONFIRM PRIOR TO CONSTRUCTION AND TO

CONTACT ENGINEER WITH  INVERTS AND LOCATIONS

V
=

5
.0

9
 F

P
S

400 LF OF EXISTING 6" CONCRETE WWL

LINE REPLACE IN PLACE WITH 8" PVC

SDR 26 WWL. SEE WW PROFILE A1370

NOTE:

PROVIDE JOINT WRAP AROUND

MANHOLE PER ITEM NO-506S
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SEE DETAIL 7

ON SHT SD-05

INTERSECTION #2754

BORING B-2

B
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H. SCALE: 1" = 20'

V. SCALE: 1" = 2'

SEWER NOTES:

1. CONTRACTOR SHALL BE RESPONSIBLE

FOR MAINTAINING SANITARY SEWER

SERVICE TO EXISTING RESIDENCES.

2. CONTRACTOR SHALL PROTECT AND

REPAIR (IF DAMAGED) ANY EXISTING

SEWER, WATER, AND GAS SERVICE

LATERALS AND IRRIGATION SHOWN

OR NOT SHOWN ON THE PLANS.

3. THE UTILITIES SHOWN ON THESE

PLANS ARE APPROXIMATE AND FOR

INFORMATION ONLY. THE

CONTRACTOR SHALL LOCATE ALL

EXISTING UTILITIES (HORIZONTAL AND

VERTICAL), AND SHALL BE

RESPONSIBLE FOR DAMAGE TO THE

UTILITIES CAUSED BY THE

CONTRACTOR'S OPERATION.

4. ALL WASTEWATER SERVICES SHALL

BE INSTALLED WITH MINIMUM 1%

SLOPE AND A TWO-WAY CLEANOUT AT

THE PROPERTY LINE.

5. LATERAL CONNECTIONS CROSSING

WATER LINE TO BE CONSTRUCTED OF

150 PSI PRESSURE-RATED PIPING AND

IN CEMENT STABILIZED SAND.

6. MANHOLES TO BE WATER TIGHT AND

INSTALLED IN ACCORDANCE WITH

DETAIL 506S-6.

GENERAL NOTES:

1. COORDINATES SHOWN HEREON ARE BASED

ON THE TEXAS STATE PLANE COORDINATE

SYSTEM, CENTRAL ZONE (4203),

NAD83(CORS).  PROJECT REFERENCE

POINTS ARE CITY OF AUSTIN MONUMENT

"J-25-1001" (CB58) HAVING COORDINATE

VALUES OF N=10,085,028.06, E6=3,112,116.43

AND "H-24-1001" HAVING COORDINATE

VALUES OF N=10,080,581.36, E=3,107,208.51.

COMBINED SCALE FACTOR = 1.0001.

2. ELEVATIONS AND CONTOURS SHOWN

HEREON ARE BASED ON CITY OF AUSTIN

MONUMENT "J-25-1001" (CB58) HAVING AN

ELEVATION OF 579.64 FEET.  NAVD88

VERTICAL DATUM.

3. UNDERGROUND UTILITIES SHOWN HEREON

ARE BASED ON VISIBLE SURFACE

FEATURES, PAINT MARKS AND RECORD

UTILITY PLANS PREPARED BY OTHERS.  THE

CONTRACTOR SHALL BE FULLY

RESPONSIBLE FOR FIELD VERIFYING THE

LOCATION AND ELEVATIONS OF ALL

EXISTING UTILITIES.  PRIOR TO EXCAVATION

OR DRILLING "ONE-CALL" TEXAS 811 SHOULD

BE CONTACTED.
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BRYKER ROAD
 WATER AND WASTEWATER

REPLACEMENT PROJECT

WATER NOTES:

1. CONTRACTOR SHALL BE RESPONSIBLE FOR

MAINTAINING WATER SERVICE TO EXISTING

WATER MAINS AND SERVICES AT ALL TIMES.

2. CONTRACTOR SHALL PROTECT AND REPAIR (IF

DAMAGED) ANY EXISTING WATER, SEWER OR

GAS SERVICE LATERALS AND IRRIGATION

SHOWN OR NOT SHOWN ON THE PLANS.

3. NO EXISTING VALVES TO BE OPERATED BY THE

CONTRACTOR WITHOUT DIRECTION FROM CITY

OF AUSTIN WATER UTILITY PERSONNEL.

4. THE UTILITIES SHOWN ON THESE PLANS ARE

APPROXIMATE AND FOR INFORMATION ONLY.

THE CONTRACTOR SHALL LOCATE ALL

EXISTING UTILITIES (HORIZONTAL AND

VERTICAL), AND SHALL BE RESPONSIBLE FOR

DAMAGE TO THE UTILITIES CAUSED BY THE

CONTRACTOR'S OPERATION.

5. CONTRACTOR SHALL EXPOSE ALL PIPELINE

AND UTILITY CROSSINGS PRIOR TO ORDERING

MATERIALS. NOTIFY THE ENGINEER

IMMEDIATELY IF A CONFLICT IS FOUND AND

RECORD ALL NEEDED GRADE ADJUSTMENTS IN

THE PROJECT SET OF AS-BUILT DRAWINGS.

SEWER NOTES:

1. CONTRACTOR SHALL BE RESPONSIBLE FOR

MAINTAINING SANITARY SEWER SERVICE TO

EXISTING RESIDENCES.

2. CONTRACTOR SHALL PROTECT AND REPAIR

(IF DAMAGED) ANY EXISTING SEWER, WATER,

AND GAS SERVICE LATERALS AND IRRIGATION

SHOWN OR NOT SHOWN ON THE PLANS.

3. THE UTILITIES SHOWN ON THESE PLANS ARE

APPROXIMATE AND FOR INFORMATION ONLY.

THE CONTRACTOR SHALL LOCATE ALL

EXISTING UTILITIES (HORIZONTAL AND

VERTICAL), AND SHALL BE RESPONSIBLE FOR

DAMAGE TO THE UTILITIES CAUSED BY THE

CONTRACTOR'S OPERATION.

GENERAL NOTES:

1. COORDINATES SHOWN HEREON ARE BASED ON THE

TEXAS STATE PLANE COORDINATE SYSTEM,

CENTRAL ZONE (4203), NAD83(CORS).  PROJECT

REFERENCE POINTS ARE CITY OF AUSTIN

MONUMENT "J-25-1001" (CB58) HAVING COORDINATE

VALUES OF N=10,085,028.06, E6=3,112,116.43 AND

"H-24-1001" HAVING COORDINATE VALUES OF

N=10,080,581.36, E=3,107,208.51.  COMBINED SCALE

FACTOR = 1.0001.

2. ELEVATIONS AND CONTOURS SHOWN HEREON ARE

BASED ON CITY OF AUSTIN MONUMENT "J-25-1001"

(CB58) HAVING AN ELEVATION OF 579.64 FEET.

NAVD88 VERTICAL DATUM.

3. UNDERGROUND UTILITIES SHOWN HEREON ARE

BASED ON VISIBLE SURFACE FEATURES, PAINT

MARKS AND RECORD UTILITY PLANS PREPARED BY

OTHERS.  THE CONTRACTOR SHALL BE FULLY

RESPONSIBLE FOR FIELD VERIFYING THE LOCATION

AND ELEVATIONS OF ALL EXISTING UTILITIES.  PRIOR

TO EXCAVATION OR DRILLING "ONE-CALL" TEXAS 811

SHOULD BE CONTACTED.

1" = 100'-0"

L1.00

EROSION AND

SEDIMENT

CONTROL PLAN

LANDSCAPE ARCHITECTURE

MAM

NAS

MAM

21

EROSION & SEDIMENT CONTROL

AND TREE PROTECTION

REQUIREMENTS [LDC

25-7-61,65,25-8-181,182,183,184]:

1. IF DISTURBED AREA IS NOT TO BE WORKED ON

FOR MORE THAN 14 DAYS, DISTURBED AREA

NEEDS TO BE STABILIZED BY REVEGETATION,

MULCH, TARP OR REVEGETATION MATTING.

[ECM 1.4.4.B.3, SECTION 5,1.]

2. ENVIRONMENTAL INSPECTOR HAS THE

AUTHORITY TO ADD AND/OR MODIFY

EROSION/SEDIMENTATION CONTROLS ON SITE

TO KEEP PROJECT IN-COMPLIANCE WITH THE

CITY OF AUSTIN RULES AND

REGULATIONS.[LDC 25-8-183]

3. CONTRACTOR SHALL UTILIZE DUST CONTROL

MEASURES DURING SITE CONSTRUCTION

SUCH AS IRRIGATION TRUCKS AND MULCHING

AS PER ECM 1.4.5(A), OR AS DIRECTED BY THE

ENVIRONMENTAL INSPECTOR.

4. THE CONTRACTOR WILL CLEAN UP SPOILS

THAT MIGRATE ONTO THE ROADS A MINIMUM

OF ONCE DAILY. [ECM 1.4.4.D.4]

CONSTRUCTION SPOILS NOTE:

ALL SPOILS ARE TO BE PLACED BACK IN TRENCH

EVERY NIGHT; OR IF SPOILS ARE TO REMAIN

OVERNIGHT, SPOILS MUST BE PLACED UPHILL

SIDE OF TRENCH WITHIN LOC.

CONSTRUCTION STAGING & LAY

DOWN AREA NOTES:

CONTRACTOR TO COORDINATE LOCATION OF

STAGING AND LAYDOWN AREA.

TREE PROTECTION NOTES:

1. CHAIN LINK FENCE SHALL BE ERECTED PRIOR

TO ANY CLEARING, GRUBBING OR SITE

WORK OF ANY KIND.  FENCING SHALL STAY

ERECTED UNTIL FINAL LANDSCAPE

OPERATIONS COMMENCE.

2. ANY PRUNING TO PROVIDE CLEARANCE TO

PRESERVED TREES MUST BE APPROVED BY

THE URBAN FORESTER AND THE PROJECT

LANDSCAPE ARCHITECT.

3. DO NOT REMOVE ANY TREES OVER 1"

CALIPER WITHIN THE TREE PROTECTION

FENCING OUR OUTSIDE THE LIMIT OF

CONSTRUCTION.

4. IF OBVIOUS DUST BUILD-UP FROM

CONSTRUCTION ACTIVITY IS NOT REMOVED

BY NATURAL RAINFALL, UTILIZE A WATER

TRUCK TO WASH BUILD-UP FROM THE

CANOPY.  THE LANDSCAPE ARCHITECT OF

UT URBAN FORESTER SHALL DETERMINE

WHEN NECESSARY.

5. TREE ROOT CUTS SHALL BE MECHANICALLY

CUT AT THE DIRECTION OF A CERTIFIED

ARBORIST.  CUTS SHALL BE CLEAN CUTS,

WITHOUT PULLING OR TEARING.

6. CONTRACTOR SHALL PROVIDE DEEP ROOT

FERTILIZATION FOR ALL TREES WITHIN THE

PROJECT LIMITS.  FERTILIZATION SHALL BE

DONE THREE TIMES - AT THE

COMMENCEMENT OF CONSTRUCTION, AT

50% COMPLETION AND AT THE

COMMENCEMENT OF LANDSCAPE

INSTALLATION ACTIVITIES.

7. FERTILIZATION SHALL BE BY DEEP  ROOT

METHOD AT 2 TO 3 FOOT MATRIX SPACING

DEPENDING  ON AVAILABLE  ROOT AREA.

MATERIALS ARE TO BE SLOW RELEASE AT A

3-1-1 RATIO. FIRST  TREATMENT BEFORE

CONSTRUCTION THEN REPEAT

TREATMENTS AT 6 MONTH  INTERVALS.

8. ALL TREES IMPACTED BY CONSTRUCTION

ARE TO BE TREATED BEFORE

CONSTRUCTION  BEGINS WITH SYSTEMIC

INSECTICIDE AND FUNGICIDE.

9. ALL TREES IMPACTED BY CONSTRUCTION

ARE TO BE SPRAYED TO CONTROL EARLY

SPRING DEFOLIATING CATERPILLARS.

10. ALL TREES IMPACTED BY CONSTRUCTION

ARE TO BE WATERED ONCE EVERY  7 TO 14

DAYS DURING LATE SPRING, SUMMER AND

EARLY FALL IN LIEU OF 1/2  INCH OF

RAINFALL.

11. A  LICENSED ARBORIST MUST INSPECT THE

TREES ONCE A MONTH FOR HEALTH

DURING CONSTRUCTION OF PROJECT.  A

REPORT MUST BE SUBMITTED BY THE

ARBORIST TO THE GENERAL CONTRACTOR

AND LANDSCAPE ARCHITECT.

12.  ALL CONSTRUCTION WITHIN THE 

1

2

 CRITICAL

ROOT ZONE OF IMPACTED TREES NEEDS TO

DONE WITH HAND TOOLS OR AIR SPADE. NO

ROOTS OVER 1" SHOULD BE TRIMMED

08/12/2020
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LAWTON

34
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BEVERLY
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TH
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BULL CREEK ROAD
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DETOUR

M4-9 (S)

W20-2

ROAD CLOSED

TO
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R11-4

M4-10 (R)
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CLOSED
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W20-3
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DETOUR

M4-9 (R)

1" = 100'
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AHEAD
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X
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CITY OF AUSTIN

X

1  2  3

BLOCKED

LANE

X

1  2  3

BLOCKED*

LANE

X

1  2  3

BLOCKED

LANE

X

1  2  3

BLOCKED*

LANE

CITY OF AUSTIN

SIDEWALK 

 CLOSED

SIDEWALK CLOSED

USE OTHER SIDE

USE OTHER SIDE

SIDEWALK CLOSED

USE OTHER SIDE

CROSSWALK CLOSED

USE OTHER SIDE

CROSSWALK CLOSED

CITY OF AUSTIN

ADOPTED
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(OPTIONAL)
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ARTERIAL ONE LANE CLOSURE

RIGHT

LAND

CLOSED*

AHEAD

*OPTIONAL FOR

50 KMPH

(30 MPH) OR LESS

ROAD

WORK

AHEAD

END

ROAD WORK

END

ROAD WORK

RIGHT

LAND

CLOSED

AHEAD

ROAD

WORK

AHEAD

SEE SHEET 8 OF 9 FOR

GENERAL NOTES AND

SHEET 9 OF 9

FOR DEVICE SPACING.
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USE OF THIS STANDARD.
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USE OF THIS STANDARD.

ONE WAY ARTERIAL

TWO-LANE CLOSURE

SEE SHEET 8 OF 9 FOR

GENERAL NOTES AND

SHEET 9 OF 9

FOR DEVICE SPACING.
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USE OF THIS STANDARD.

TWO WAY, DIVIDED ARTERIAL

ONE LANE CLOSURE

BYPASS WALKWAY, SIDEWALK

AND CROSSWALK CLOSURES

COLLECTOR/RESIDENTIAL

LANE CLOSURES

SEE SHEET 8 OF 9 FOR

GENERAL NOTES AND

SHEET 9 OF 9

FOR DEVICE SPACING.

*OPTIONAL FOR

50 KMPH

(30 MPH) OR LESS
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WORK

AHEAD
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AHEAD
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WORK

AHEAD

SEE SHEET 8 OF 9 FOR

GENERAL NOTES AND

SHEET 9 OF 9

FOR DEVICE SPACING.

ADVANCED WARNING SIGNS

AND SPACING SIMILAR FOR

OPPOSING TRAFFIC.

X
X

X

ADVANCED

WARNING SIGNS

AND SPACING

SIMILAR FOR

OPPOSING TRAFFIC.

(OPTIONAL FOR SHORT

TERM OR SHORT

DURATION WORK)

SEE NOTES 3

AND 4 ON

SHEET 8 OF 9

SEE SHEET 8 OF 9 FOR

GENERAL NOTES AND

SHEET 9 OF 9

FOR DEVICE SPACING.
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USE OF THIS STANDARD.
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TYPICAL TRAFFIC CONTROL PLAN

FOR SHIFTING TRAFFIC

END

ROAD WORK

L

X
X

X

XX

M.P.H.

XX

M.P.H.

*OPTIONAL FOR

50 KMPH

(30 MPH) OR LESS

ROAD

WORK

AHEAD

ONE LANE

ROAD

AHEAD

FLAGGER REQUIRED ON COLLECTOR

STREETS.  ADDITIONAL FLAGGERS

MAY BE REQUIRED DEPENDING ON

FIELD CONDITIONS.

AS SHOWN
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CITY OF AUSTIN

ADOPTED

W
O

R
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A
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E
A
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F
F

E
R

CITY OF AUSTIN

ADOPTED

STANDARD NO.

804S-1
7 OF 9
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804S-1
STANDARD NO.

8 OF 9

DEPARTMENT OF PUBLIC WORKS

CITY OF AUSTIN

ADOPTED

804S-1
STANDARD NO.

9 OF 9

DEPARTMENT OF PUBLIC WORKS

Suggested Maximum Spacing of Devices

Minimum Desirable

Meters (Feet)

Posted

30

35

40

45

50

55

60

65

70

Formula

L=WS

2

60

L=WS

3.0(10)

Meters

(feet)

45

Offset

(150)

65

(205)

(265)

80

135

(450)

(500)

150

165

(550)

180

(600)

195

(650)

(700)

215

(770)

Offset

3.3(11) 

Meters

50

(feet)

(165)

70

(225)

90

150

(295)

(495)

165

(550)

185

200

(660)

(605)

215

(715)

235

(840)

255

(780)

(720)

Suggested Max.

Device Spacing

Suggested

Sign Spacing 

Meters (Feet)

3.6(12) 

On a

taper

Meters

(180)

Offset

(feet)

55

(320)

100

(245)

75

(540)

165

180

(600)

200

(660)

220

235

(70)

21

(65)

19

(60)

(55)

16

18

(50)

(45)

13

(40)

12

(35)

10

(30)

15

(feet)

Meters

9

On a

tangent

Meters

(feet)

15-20

(60-75)

25-25

(70-90)

25-30

(80-100)

(90-110)

25-30

30-35

(100-125)

(110-140)

40-45

35-40

(120-150)

(130-165)

40-50

45-55

(140-175)

240 (800)

210 (700)

180 (600)

150 (500)

120 (400)

100 (320)

75 (240)

50 (160)

40 (120)

 Typical Transition Lengths and

LEGEND

Channelizing devices

Flagger

Taper Lengths (L)

Speed

MPH

"X"

Dimension

Speed

50

55

65

70

80

90

95

KMPH

105

115

Trailer mounted

flashing arrow

board

DEVICE SPACINGGENERAL NOTES

2 SIGNS

(BACK-TO-BACK)

3
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a
x
.

(
1
0
0
'
)
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TYPICAL TRAFFIC CONTROL PLAN

FOR SHIFTING TRAFFIC

SEE NOTES 3

AND 4 ON

SHEET 8 OF 9

ROAD

WORK

AHEAD

RIGHT

LAND

CLOSED*

AHEAD

RIGHT

LAND

CLOSED

AHEAD

ROAD

WORK

AHEAD

*OPTIONAL FOR

50 KMPH

(30 MPH) OR LESS

1

2
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1
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L

1

2

 
L
 
M

I
N

.

L
X

X
X

1. ALL SETUPS SHALL BE IN ACCORDANCE WITH THE CURRENT ADDITION OF THE TEXAS   MANUAL

ON UNIFORM TRAFFIC CONTROL DEVICES AND THE CITY OF AUSTIN   TRANSPORTATION

CRITERIA MANUAL.

2. TO DETERMINE APPROPRIATE DEVICES AND SIGN SIZES TO BE USED, REFER TO   STANDARD

804S-5. SHEETS 5, 6 AND 7 OF 11.

3. FOR INTERMEDIATE-TERM SITUATIONS, WHEN IT IS NOT FEASIBLE TO REMOVE AND   RESTORE

PAVEMENT MARKINGS, THE CHANNELIZATION MUST BE MADE DOMINANT BY   USING A VERY

CLOSE DEVICE SPACING. THIS IS ESPECIALLY IMPORTANT IN LOCATIONS   OF CONFLICTING

INFORMATION, SUCH AS WHERE TRAFFIC IS DIRECTED OVER A   DOUBLE YELLOW CENTERLINE.

IN SUCH LOCATIONS, A MAXIMUM CHANNELIZING DEVICE SPACING OF 3 m (10') IS REQUIRED.

4. FOR LONG TERM STATIONARY WORK, ALL CONFLICTING PAVEMENT MARKINGS MUST BE

REMOVED AND CENTERLINE STRIPING PROVIDED WHERE TWO WAY TRAFFIC IS IN   ADJACENT

LANES.

5. FOR TEMPORARY PAVEMENT MARKING REQUIREMENTS SEE STANDARD 804S-3.

6. FOR ONE-WAY AND MULTI-LANE ROADWAYS THE "LANE BLOCKED" SIGN MAY BE USED IN LIEU OF

THE "LANE CLOSED AHEAD" SIGN. THE NUMBER OF DIGITS ON THE SIGN SHALL NOT BE GREATER

THAN THE NUMBER OF LANES PRESENT ON THE ROADWAY. THE "X" SHALL BE PLACED UNDER

THE NUMBER OF LANE(S) BLOCKED.

7. FOR FLAGGING OPERATION REQUIREMENTS SEE STANDARD 804S-2.

8. CONTRACTOR SHALL PROVIDE SIDEWALK CLOSURES, CROSSWALK CLOSURES OR   WALKWAY

BYPASS WHEREVER PEDESTRIAN MOVEMENTS ARE AFFECTED BY   CONSTRUCTION ACTIVITIES.

ALL SIDEWALKS AND CROSSWALKS SHALL BE ACCESSIBLE   WHEN CONTRACTOR IS NOT

WORKING UNLESS APPROVED BY THE TRANSPORTATION   DIVISION.

9. FOR EXCAVATION PROTECTION AND SAFETY FENCE REQUIREMENTS SEE STANDARD   804S-4.

10. THE USE OF ARROW DISPLAYS ARE REQUIRED ON ALL LANE CLOSURES. THE    CONTRACTOR

SHALL PROVIDE ONE (1) STAND-BY UNIT IN GOOD WORKING CONDITION    AT  THE JOB SITE,

READY FOR USE IF THE OPERATION REQUIRES 24-HOUR A DAY    LANE CLOSURE SET-UPS.

END

ROAD WORK

XX

M.P.H.

XX

M.P.H.

(OPTIONAL FOR SHORT

TERM OR SHORT

DURATION WORK)

OR

(OPTIONAL)

NOTE:

USE OF SECOND FLAGGER

IS OPTIONAL.

(
5
0
'
 
M

I
N

.
 
O

R

1
0
0
'
 
M

A
X

.
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ROAD

WORK

AHEAD

1  OF 8

804S-2

WARNING SIGN SEQUENCE IN

OPPOSITE DIRECTION SAME AS

BELOW.
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OF THIS STANDARD.
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BY BILL GARDNER

COLLECTOR/RESIDENTIAL STREET

FLAGGING OPERATIONS

SEE SHEET 3 OF 8 FOR

FLAGGER NOTES

AND TAPER LENGTHS.

SEE SHEET 8 OF 8

FOR DEVICE SPACING.

FLAGGER REQUIRED ON

COLLECTOR STREETS

FLAGGER REQUIRED ON

COLLECTOR STREETS

ONE LANE

ROAD

AHEAD

X
X

CLOSURE

AS SHOWN
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VEHICLES

ENTERING & EXITING

IN THIS AREA

DETOUR
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FLAGGER SETUP FOR VEHICLES

ENTERING AND EXITING WORK SITE

STREET DETOUR

BOTH DIRECTIONS

STREET DETOUR

SINGLE DIRECTION

SEE SHEET 3 OF 8 FOR

FLAGGER NOTES

AND TAPER LENGTHS.

SEE SHEET 8 OF 8

FOR DEVICE SPACING.

SEE SHEET 3 OF 8 FOR

FLAGGER NOTES

AND TAPER LENGTHS.

SEE SHEET 8 OF 8

FOR DEVICE SPACING.

SEE SHEET 3 OF 8 FOR

FLAGGER NOTES

AND TAPER LENGTHS.

SEE SHEET 8 OF 8

FOR DEVICE SPACING.

X
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X
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F

F
E

R

S
P

A
C

E

FLAGGER REQUIRED ON

COLLECTOR STREETS.

ADDITIONAL FLAGGERS

MAY BE REQUIRED

DEPENDING ON

FIELD CONDITIONS.

CONSTRUCTION SITE

FLAGGER REQUIRED ON

COLLECTOR STREETS.

ADDITIONAL FLAGGERS

MAY BE REQUIRED

DEPENDING ON

FIELD CONDITIONS.

B
U

F
F

E
R

S
P

A
C

E

X
X

X

ROAD

CLOSED

AHEAD

DETOUR

AHEAD

DETOUR

STREET NAME

ROAD

WORK

AHEAD

DETOUR

STREET NAME

DETOUR

STREET NAME

ROAD

WORK

AHEAD

DETOUR

AHEAD

DETOUR

STREET NAME

DETOUR

STREET NAME

ROAD

WORK

AHEAD

DETOUR

AHEAD

ROAD CLOSED

TO

THRU TRAFFIC

END

CONSTRUCTION

ROAD

WORK

AHEAD

ROAD

WORK

AHEAD

DETOUR

AHEAD

ROAD

CLOSED

DETOUR

AHEAD

ROAD

WORK

AHEAD

DETOUR

AHEAD

ROAD

CLOSED

AHEAD

ROAD

CLOSED

AHEAD

DETOUR

AHEAD

DETOUR

STREET NAME

DETOUR

STREET NAME

DETOUR

STREET NAME

END

DETOUR

END

DETOUR

END

DETOUR

ROAD

WORK

AHEAD

ROAD CLOSED

TO

THRU TRAFFIC

DETOUR

STREET NAME

DETOUR

STREET NAME

DETOUR

STREET NAME

DETOUR

STREET NAME

DETOUR

STREET NAME

DETOUR

STREET NAME

DETOUR

STREET NAME

ROAD

WORK

AHEAD

DETOUR

AHEAD

ROAD

CLOSED

AHEAD

ROAD

WORK

AHEAD

ROAD

CLOSED

AHEAD

ROAD

CLOSED

DETOUR

ROAD

CLOSED

X
X

TRAFFIC PROCEED

TO ALERT AND

SLOW TRAFFIC

SLOW

PREFERRED METHOD

PADDLE

455 mm Min.

(18'' Min.)

STOP

EMERGENCY USE ONLY

FLAG

915 mm

(36'')

610 mm Min.

(24'' Min.)

610 mm Min.

(24'' Min.)

TO STOP TRAFFIC
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USE OF HAND SIGNALING DEVICES

SLOW

SPEED*

(mph)

LENGTH

(feet)

LENGTH

(meters)

20

25

30

35

40

50

55

60

65

45

11 35

17

26

36

51

66

84

101

125

146

55

85

120

170

220

280

335

415

485

*POSTED SPEED

3 OF 8

804S-2

SPEED

(kmph)

30

40

50

55

65

80

90

95

70

105

TAPER LENGTHS
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RESPONSIBILITY FOR APPROPRIATE USE
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03/13/06

RECORD COPY SIGNED

BY BILL GARDNER

FLAGGER SETUP FOR 2 LANE ROADWAY

2 OF 8

804S-2

ROAD

WORK

AHEAD

END

ROAD WORK

BE

PREPARED

TO STOP

(OPTIONAL)

MINIMUM BUFFER SPACE REQUIRED.

SEE SHEET 3 OF 8.

ONE LANE

ROAD

AHEAD

BE

PREPARED

TO STOP
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0
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TWO-WAY TRAFFIC TAPER

15 m TO 30 m

(50' TO 100')
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FLAGGER SETUP FOR 2 LANE ROADWAY

SEE SHEET 3 OF 8 FOR

FLAGGER NOTES

AND TAPER LENGTHS.

SEE SHEET 8 OF 8

FOR DEVICE SPACING.

END ROAD

WORK

X

X

X

X

ONE LANE

ROAD

AHEAD

ROAD

WORK

AHEAD

3

0

 

m

 

(

1

0

0

'

)

X
X

X

AS SHOWN
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TRAFFIC CONTROL
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TEMPORARY REMOVABLE TAPE,

ARROWS AND LEGENDS

TEMPORARY REMOVABLE TAPE,

ARROWS AND LEGENDS
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100 mm (4'')

TEMP. WHITE
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VARIES
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1
5
2
5
 
m

m

(
5
'
-
0
'
'
)

2
3
6
0
 
m

m

(
7
'
-
9
'
'
)

1
8
3
0
 
m

m

(
6
'
-
0
'
'
)

1
0

0
 
m

m
 
(
4

'
'
)

T
E

M
P

O
R

A
R

Y
 
L

A
N

E
 
L

I
N

E

7
6

0
 
m

m

(
2

'
-
6

'
'
)

1
1

7
0

 
m

m

(
3

'
-
1

0
'
'
)

1140 mm

(3'-9'')

840 mm

(2'-9'')

3 EACH-100 mm (4'')

TEMP. WHITE

PAVEMENT TAPE

4 EACH-100 mm (4'')

TEMP. WHITE

PAVEMENT TAPE

3 EACH-

100 mm (4'')

TEMP. WHITE

PAVEMENT TAPE
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TEMP. WHITE

PAVEMENT TAPE
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VARIES

915 mm

(3'-0'')

1050 mm

(3'-6'')

VARIES
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(2'-2'')
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(3'-6'')
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4 EACH-
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TAPE
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175 mm (7'')
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(TYPICAL)
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(4'') TEMP. WHITE

PAVEMENT TAPE

TYPICAL
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FOR GENERAL NOTES.

SEE SHEET 5 OF 5

FOR GENERAL NOTES.

VARIES

610 mm

( 2' - 0" )

610 mm

( 2' - 0" )

VARIES
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304 mm

(1'-0'')

CURB FACE

CROSSWALK MARKING

SHALL NOT EXTEND

PAST CURB FACE

PARKING STALLS

CROSSWALK AND STOPBARS

610 mm TO 915 mm

(2' TO 3')

102 mm

(4'') WHITE

6
1
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305 mm TO 610 mm

(1' TO 2')

610 mm

(24'') WHITE

3 m (10') TYP.

PARKING STALLS, CROSSWALK

AND STOP BARS

DOUBLE

METER

2.44 m (8')

MIN.

SINGLE

METER

203 mm TO

305 mm

(8'' TO 12'')

MIN. WHITE

1.83 m (6') MIN.

1.22 m (4')

MIN.

CROSSWALK MARKING

SHALL NOT EXTEND

PAST CURB FACE
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1. ALL PAVEMENT MARKINGS USED SHALL CONFORM TO THE CURRENT EDITION OF THE  TEXAS

MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (TMUTCD) AND THE CITY OF AUSTIN

TRANSPORTATION CRITERIA MANUAL.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING ALL TEMPORARY AND  EXISTING

PAVEMENT MARKINGS ON ALL ROADWAYS WITHIN THE CONSTRUCTION LIMITS   AND ON ANY

ROADWAY OUTSIDE THE CONSTRUCTION LIMITS THAT REQUIRES THE   REROUTING OF TRAFFIC

FOR HIS WORK.

3. ALL ROADWAYS TO BE OPENED TO TRAFFIC SHALL HAVE TEMPORARY OR STANDARD    PAVEMENT

MARKINGS INSTALLED AS SHOWN IN THE DRAWINGS, AT THE END OF EACH    DAY'S OPERATION.

4. MARKINGS SHALL PROVIDE A VISIBLE REFERENCE FOR A MINIMUM DISTANCE OF 91.5 m    (300')

DURING NORMAL DAYLIGHT HOURS AND 49 m (160') WHEN ILLUMINATED BY AUTOMOBILE

LOW-BEAM HEADLIGHTS AT NIGHT, UNLESS SIGHT DISTANCE IS RESTRICTED BY ROADWAY

GEOMETRICS.

5. ALL TEMPORARY REMOVABLE PAVEMENT MARKINGS SHALL BE SUPPLEMENTED WITH RAISED

PAVEMENT MARKERS.

6. TEMPORARY REMOVABLE PAVEMENT MARKING TAPE IS THE PREFERRED PAVEMENT MARKING;

HOWEVER, THE CONTRACTOR MAY, WITH APPROVAL OF THE ENGINEER OR  DESIGNATED

REPRESENTATIVE, USE RAISED PAVEMENT MARKINGS, PAINT AND BEADS OR THERMOPLASTIC IF

THE ROADWAY IS TO BE COMPLETELY RESURFACED.

7. PAVEMENT MARKINGS THAT ARE NO LONGER APPLICABLE AND WHICH MAY CREATE CONFUSION

OR DIRECT A MOTORIST TOWARD OR INTO THE CLOSED PORTION OF THE ROADWAY, SHALL BE

REMOVED OR OBLITERATED BEFORE THE ROADWAY IS OPENED TO TRAFFIC.  THE ABOVE DOES

NOT APPLY TO SHORT-DURATION, SHORT TERM STATIONARY OR INTERMEDIATE TERM

STATIONARY WORK.

8. REMOVAL OR OBLITERATION OF PAVEMENT MARKINGS INCLUDES CENTERLINES, CHANNELIZING

LINES, LANE LINES, EDGE LINES, WORDS, ARROWS, SYMBOLS AND RAISED PAVEMENT MARKINGS.

9. PAVEMENT MARKINGS SHALL BE REMOVED OR OBLITERATED TO THE FULLEST EXTENT POSSIBLE,

SO AS NOT TO LEAVE A DISCERNIBLE MARK. GRINDING OF PAVEMENT MARKINGS WILL ONLY BE

ALLOWED ON PAVEMENT THAT IS TO BE COMPLETELY REPLACED.

10. TEMPORARY FLEXIBLE-REFLECTIVE TABS MAY BE USED FOR TEMPORARY PAVEMENT MARKINGS

ON NEW PAVEMENT, PROVIDED THEY ARE PLACED ON 1.5 m (5') CENTERS.

11. THE CONTRACTOR SHALL PLACE TEMPORARY FLEXIBLE-REFLECTIVE TABS IMMEDIATELY    AFTER

THE FINAL HMAC OVERLAY AS EACH LANE IS COMPLETED AND READY FOR    TRAFFIC.  NO DIRECT

PAYMENT WILL BE MADE FOR THIS OPERATION, BUT WILL BE    CONSIDERED SUBSIDIARY TO THE

OTHER BID ITEMS. FINAL STRIPING SHOULD BE    COMPLETED WITHIN FOURTEEN (14) DAYS OF THE

FINAL PAVING.
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Suggested Maximum Spacing of Devices

Minimum Desirable

Meters (Feet)

Posted

30

35

40

45

50

55

60

65

70

Formula

L=WS

2

60

L=WS

3.0(10)

Meters

(feet)

45

Offset

(150)

65

(205)

(265)

80

135

(450)

(500)

150

165

(550)

180

(600)

195

(650)

(700)

215

(770)

Offset

3.3(11) 

Meters

50

(feet)

(165)

70

(225)

90

150

(295)

(495)

165

(550)

185

200

(660)

(605)

215

(715)

235

(840)

255

(780)

(720)

Suggested Max.

Device Spacing

Suggested

Sign Spacing 

Meters (Feet)

3.6(12) 
On a

taper

Meters

(180)

Offset

(feet)

55

(320)

100

(245)

75

(540)

165

180

(600)

200

(660)

220

235

(70)

21

(65)

19

(60)

(55)

16

18

(50)

(45)

13

(40)

12

(35)

10

(30)

15

(feet)

Meters

9

On a

tangent

Meters

(feet)

15-20

(60-75)

25-25

(70-90)

25-30

(80-100)

(90-110)

25-30

30-35

(100-125)

(110-140)

40-45

35-40

(120-150)

(130-165)

40-50

45-55

(140-175)

240 (800)

210 (700)

180 (600)

150 (500)

120 (400)

100 (320)

75 (240)

50 (160)

40 (120)

 Typical Transition Lengths and

LEGEND

Channelizing devices

Flagger

Taper Lengths (L)

Speed

MPH

"X"

Dimension

Trailer mounted

flashing arrow

board
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TRAFFIC DETOUR NOTES:

Speed

50

55

65

70

80

90

95

KMPH

105

115

** TEXAS MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES

CITY OF AUSTIN

ADOPTED

STANDARD NO.

DEPARTMENT OF PUBLIC WORKS

THE ARCHITECT/ENGINEER ASSUMES

RESPONSIBILITY FOR APPROPRIATE USE

OF THIS STANDARD.

03/13/06

RECORD COPY SIGNED

BY BILL GARDNER

TYPICAL LENGTHS & SPACING OF DEVICES,

LEGEND and GENERAL NOTES

1. "STREET CLOSED" AND "STREET CLOSED TO THRU TRAFFIC" MAY BE USED   IN

PLACE OF "ROAD CLOSED" AND "ROAD CLOSED TO THRU TRAFFIC".

2. THE USE OF A STREET SIGN NAME NAME MOUNTED WITH THE M4-9 DETOUR SIGN**

IS   REQUIRED.  THE STREET NAME PLATE SHOULD BE PLACED ABOVE THE DETOUR

SIGN.   THE PLATE MAY HAVE EITHER A WHITE-ON-GREEN OR A BLACK-ON-ORANGE

LEGEND.

3. ADDITIONAL "DO NOT ENTER SIGNS" MAY BE DESIRABLE AT INTERSECTIONS WITH

INTERVENING STREETS.

4. A M4-9 DETOUR SIGN** WITH AN ADVANCE TURN ARROW MAY BE USED IN ADVANCE

OF   A TURN.  ON MULTI-LANE STREETS, SUCH SIGNS SHOULD BE USED.

5. M4-9 DETOUR SIGNS** MAY BE LOCATED ON THE FAR SIDE OF INTERSECTIONS.

Type I-C or II-A-A

(when required)

RAISED PAVEMENT MARKERS

SOLID

LINES

DOUBLE

NO-PASSING

LINE

BROKEN

LINE

(For CL or

Lane Line)

REMOVABLE MARKINGS

WITH RAISED

PAVEMENT MARKERS

TEMPORARY TRAFFIC CONTROL

PAVEMENT MARKINGS

1  OF 5

804S-3

SEE STANDARD 804S-3

SHEET 5 OF 5

FOR GENERAL NOTES.

04/03/09

CITY OF AUSTIN

ADOPTED

STANDARD NO.

DEPARTMENT OF PUBLIC WORKS

THE ARCHITECT/ENGINEER ASSUMES

RESPONSIBILITY FOR APPROPRIATE USE

OF THIS STANDARD.
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NOTE:       IF RAISED PAVEMENT MARKERS ARE USED TO SUPPLEMENT REMOVABLE MARKINGS,THE

MARKERS SHALL BE APPLIED TO THE TOP OF THE TAPE AT THE APPROXIMATE MID-LENGTH

OF TAPE BROKEN LINES AND AT APPROXIMATE 6 m (20') SPACING FOR SOLID LINES.  THIS

ALLOWS AN EASIER REMOVAL OF RAISED MARKERS AND TAPE.

9 m

(30')

Raised

Markers

Paint

and Bead

Type I-C or II-A-A

12 m ± 0.3 m

(40' ± 1")

White or Yellow

9 m

(30')

3 m

(10')

100 mm

(4")

3 m

(10')

9 m

(30')

1000 mm ± 75 mm

(3' - 4' ± 3")

Type W or Y buttons

12 m ± 0.3 m

(40' ± 1")

EDGE LINE

OR

CHANNELIZING

LINE

(To discourage

lane changing)

Type I-C, I-A

or II-A-A

1500 mm ± 75 mm

( 5' ± 3" )

White or Yellow

100 mm

( 4" )

Type W or

Y buttons

Yellow

Raised

Markers

Paint

and Bead

Raised

Markers

Paint

and Bead

100 to 300 mm

( 4" to 12" )

100 mm

( 4" )

Type Y buttons

Type II-A-A

100 to 300 mm

( 4" to 12" )

1500 mm ± 75 mm

( 5' ± 3" )

6 M ± 03.m

( 20' )

3 m

( 10' )

1.5 m ± 0.15 m

(5' ± 6")
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TACK COATTACK COAT

TEMP. MARKING

100 mm (4")

DBL. YELLOW

EXCAVATION AREA

CHANNELIZING DEVICES

EXCAVATION AREA

TYPICAL CROSS SECTION

TYPICAL CROSS SECTION

CASE I- LOW TRAFFIC VOLUME/LIMITED IN-SERVICE TIME

3 m

(10')

ON ALL SIDES

EXCAVATION IN RIGHT OF WAY

C
U

R
B

C
U

R
B

WORK AREASEE PLAN

SEE PLAN WORK AREA

LATERAL PLATING LONGITUDINAL PLATING

75 mm

(3")

EXCAVATION IN ROADWAY

LARGE EXCAVATION

WORK AREA PROTECTION

4 OF 9

STEEL PLATING STEEL PLATING
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ROAD

CONSTRUCTION

AHEAD

END

CONSTRUCTION

END

CONSTRUCTION

SIDEWALK CLOSURES

MAY BE REQUIRED

DEPENDING ON SIDEWALK

LOCATION

SAFETY FENCE

CHANNELIZING DEVICES

ROAD

CONSTRUCTION

AHEAD

*MUST MEET TxDOT

STANDARDS FOR

PLACEMENT AND

END TREATMENTS

CTB-CONCRETE TRAFFIC BARRIER

OR LOW PROFILE BARRIER*

SAFETY FENCE

TYPE III BARRICADE

WITH TYPE "A" LIGHT

ARTERIAL LANE CLOSURE

REQUIRED SEE STANDARD

804S-1.

SAFETY FENCE

SHALL BE USED

TO SEPARATE

PEDESTRIANS FROM

WORK AREA

LATERAL

BUFFER ZONE

CTB-CONCRETE

TRAFFIC BARRIER OR

LOW PROFILE BARRIER

EXCAVATION OVER 610 mm

(24'') AND/OR WHERE

SAFETY SLOPE CANNOT

BE INSTALLED DUE TO

FIELD CONDITIONS

2-TYPE  2-AA RPM'S

6m O.C. (20')

TEMP. MARKING

100 mm (4")

DBL. YELLOW

TEMPORARY

100 mm (4")

SOLID WHITE

POSITIVE BARRIERS

TYPICAL CROSS SECTION

SAFETY SLOPE TYPICAL

CROSS SECTION

LATERAL

BUFFER ZONE

SAFETY FENCE

SHALL BE USED

TO SEPARATE

PEDESTRIANS FROM

WORK AREA

3:1 SAFETY SLOPE

REQUIRED WHEN

EXCAVATION DEPTH

EXCEEDS 150mm (6")

AND CONTRACTOR

IS NOT WORKING

PLASTIC DRUMS

2-TYPE  2-AA RPM'S

6m O.C. (20')

804S-404/03/09

CITY OF AUSTIN

ADOPTED

STANDARD NO.

DEPARTMENT OF PUBLIC WORKS

THE ARCHITECT/ENGINEER ASSUMES

RESPONSIBILITY FOR APPROPRIATE USE

OF THIS STANDARD.

RECORD COPY SIGNED

BY SAM ANGOORI
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PLATES MAY EXTEND

COMPLETELY ACROSS

ROADWAY

TEMPORARY

BACKFILL

9 m MAX.

(30')

DEPENDING ON

ROADWAY GEOMETRY,

OR TRAFFIC VOLUMES

PLATES MAY NEED

TO BE TACK WELDED

TOGETHER.

NON-SKID COATING

(SEE NOTE 10)

STEEL PLATES, THICKNESS APPROPRIATE TO CARRY

ANTICIPATED LOAD- (SEE NOTE 3)

MINIMUM:   19mm (

3

4

') FOR TRENCHES < OR = 450 mm (18")

25 mm (1") FOR TRENCHES > 450 mm (18") TO

<OR = 1.8m (6')

COLD MIX

ASPHALT

150 mm

6"

ON ALL SIDES

225 mm (9") MIN.

450 mm

(18") MIN.

750 mm

(30') MAX.

450 mm

(18") MIN.

750 mm

(30') MAX.

COLD MIX

ASPHALT

STEEL PLATES, THICKNESS APPROPRIATE TO CARRY

ANTICIPATED LOAD- (SEE NOTE 3)

MINIMUM:   19mm (

3

4

') FOR TRENCHES < OR = 450 mm (18")

25 mm (1") FOR TRENCHES > 450 mm (18") TO

<OR = 1.8m (6')

SAW CUT AND MILL SURFACE TO

A DEPTH EQUAL TO PLATE THICKNESS

NON-SKID COATING

(SEE NOTE 10)

455 mm

(18") MIN.

OPENINGS GREATER

THAN 6mm (

1

4

")

SHALL BE FILLED

WITH COLD MIX

ASPHALT MATERIAL

450 mm

(18") MIN.

450 mm

(18") MIN.

CASE II- EXTENDED IN-SERVICE PLATING AND/OR

HEAVILY - TRAFFICKED ROADS/STEETS

(HMAC PAVEMENTS ONLY)

SAFETY FENCE

04/03/09

CITY OF AUSTIN

ADOPTED

DEPARTMENT OF PUBLIC WORKS

THE ARCHITECT/ENGINEER ASSUMES

RESPONSIBILITY FOR APPROPRIATE USE

OF THIS STANDARD.

RECORD COPY SIGNED

BY SAM ANGOORI

1. SAFETY FENCE SHALL BE USED TO PROTECT ALL EXCAVATIONS IN THE RIGHT-OF-WAY.

2. SAFETY FENCES SHALL BE USED TO SEPARATE CONSTRUCTION ACTIVITIES FROM    PEDESTRIAN.

3. ALL SAFETY FENCING SHALL BE PLASTIC, 1,200 mm (48'') MINIMUM HEIGHT AND ORANGE IN COLOR.

4. SAFETY FENCE USED WITHIN THE ROADWAY SHALL BE REFLECTORIZED WITH A MINIMUM OF TWO (2)

STRIPS OF RETROREFLECTIVE MATERIAL, A MINIMUM OF 25 mm (1') WIDE, THE LENGTH OF THE FENCE

OR DELINEATED BY CHANNELIZING DEVICES.

5. SAFETY FENCE USED TO SEPARATE SIDEWALKS FROM CONSTRUCTION ACTIVITIES SHALL HAVE

MINIMUM ENCROACHMENT TO THE SIDEWALK.

6. AS A MINIMUM, SAFETY FENCING IS REQUIRED IN AREAS ADJACENT TO EXCAVATIONS    GREATER THAN

OR EQUAL TO 150 mm (6'').

7. SAFETY FENCING SHALL BE PAID FOR UNDER ITEM 803S, "BARRICADES, SIGNS AND TRAFFIC HANDLING",

PAY ITEM NO. 803S-SF.

8. PORTABLE SAFETY FENCE MOUNTS SHALL BE APPROVED BY THE TRANSPORTATION    DIVISION PRIOR

TO CONSTRUCTION.
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PLASTIC WIRE

TIES, 3 MIN.

PER POST

PLASTIC WIRE TIES,

3 MIN. PER POST

1.2 m MIN.

(4')

TEMPORARY SAFETY FENCE

PORTABLE SAFETY FENCE

SAFETY FENCE

04/03/09

CITY OF AUSTIN

ADOPTED

DEPARTMENT OF PUBLIC WORKS

THE ARCHITECT/ENGINEER ASSUMES

RESPONSIBILITY FOR APPROPRIATE USE

OF THIS STANDARD.

RECORD COPY SIGNED

BY SAM ANGOORI

6 mm MIN. (1/4'') DIA. NYLON ROPE

PLASTIC SAFETY FENCE

6 mm MIN. (1/4'') DIA. NYLON ROPE

PLASTIC SAFETY FENCE

"T" POST 2.5 m O.C. MAX. (8')

PLASTIC POST 2.5 m O.C. MAX. (8')

2.5 m MAX.

(8')

2.5 m MAX.

(8')

1.2 m MIN.

(4')

RUBBER BASE
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1. STORAGE OF EQUIPMENT AND MATERIALS SHALL BE RESTRICTED TO LOCATIONS WHERE

DRIVER SIGHT DISTANCES TO TRAFFIC, PEDESTRIANS, BUSINESSES AND SIDE STREET

INTERSECTIONS ARE NOT OBSTRUCTED OR WHERE AN UNSIGHTLY APPEARANCE.   AS

DETERMINED BY THE ENGINEER, WILL NOT EXIST.

2. EQUIPMENT MUST BE PARKED AS FAR AWAY FROM THE TRAVELWAYS AS PRACTICAL.

3. TOTAL AREA USED FOR EQUIPMENT STORAGE SHALL BE KEPT TO A MINIMUM.

4. ALL MATERIALS STORED IN THE RIGHT-OF-WAY MUST BE MAINTAINED IN A NEAT AND ORGANIZED

MANNER.

5. MATERIALS STORED MAY NOT BE MORE THAN 915 mm (36'') IN HEIGHT.

6. ALL MATERIALS STORED MUST BE USED WITHIN THREE (3) DAYS.

TYPE I

BARRICADES

BUSINESS ACCESS

SIGNS AT

COMMERCIAL DRIVES

CHANNELIZING

DEVICES

EXISTING

DRIVEWAY

CONSTRUCTION

AREA

CONSTRUCTION

AREA

SIGNING AND BARRICADING

CROSSROAD & DRIVEWAY

PROJECT

XX

X

C
R

O
S

S
R

O
A

D

C
R

O
S

S
R

O
A

D

CROSSROAD SIGNING AND BARRICADING

DRIVEWAY ACCESS BARRICADE DETAIL

ADOPTED

804S-5
STANDARD NO.
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WORK

ZONE

TRAFFIC

FINES

DOUBLE

ADOPTED

STANDARD NO.

10 OF 13

DEPARTMENT OF PUBLIC WORKS

SPECIAL WORK ZONE SIGNS SPECIAL WORK ZONE SIGNS

Gasoline

Service

Food

ACCESS TO

A

B

C

A

B

C

D

D

C

BLUE RETROFEFLECTIVE BACKGROUND

WHITE RETROREFLECTIVE ARROW AND LETTERS

WHITE RETROREFELCTIVE BUSINESS LOGO

35 mm R

(1 

1

2

'' )

600 mm

(24'')

35 mm R

(1 

1

2

")

450 mm

(18")

15 mm

(

5

8

")

25 mm

(1")

750 mm

(30")

15 mm

(

5

8

")

25 mm

(1")

115 mm

(4 

1

2

 ")

115 mm

(4 

1

2

 ")

125 mm

(5'')

75 mm

(3'')

125 mm

(5'')

75 mm

(3'')

125 mm

(5'')

SEE STANDARD DETAIL 804S-5

SHEET 5 OF 13 FOR SKID-

MOUNTED SIGN SUPPORT.

THE ARCHITECT/ENGINEER ASSUMES

RESPONSIBILITY FOR APPROPRIATE USE

OF THIS STANDARD.

LETTERS - BLACK

BORDER - BLACK

BACKGROUND - WHITE

REFL.

LETTERS - BLACK

BORDER - BLACK

BACKGROUND - ORANGE

REFL.

65 mm

(2 

1

2

")

125 mm

(5")

75 mm

(3")

125 mm

(5")

65 mm

(2 

1

2

")

750 mm (30")

900 mm

(36")

575 mm (23")

DEPARTMENT OF PUBLIC WORKS

63 mm

(2 

1

2

")

88 mm

(3 

1

2

")

120 mm

(4 

13

16

")

NOTES:

1. CONTRACTORS CAN MAKE BUSINESS NAMES REMOVABLE/CHANGEABLE AS AN

OPTION.

2. BUSINESS LOGO ARE OPTIONAL. IF USED LETTERING MUST BE MINIMIZED.

50 mm ( 

1

2

") WHITE RETROREFLECTIVE BORDER

DEPARTMENT OF PUBLIC WORKS

ADOPTED

THE ARCHITECT/ENGINEER ASSUMES

RESPONSIBILITY FOR APPROPRIATE USE

OF THIS STANDARD.

THE ARCHITECT/ENGINEER ASSUMES

RESPONSIBILITY FOR APPROPRIATE USE

OF THIS STANDARD.
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MAY BE MOUNTED ON BACK

OF TMUTCD CW20-1 SIGN

WITH APPROVAL OF

ENGINEER OR DESIGNATED

REPRESENTATIVE

(TMUTCD-TEXAS MANUAL

FOR UNIFORM TRAFFIC

CONTROL DEVICES)

SEE STANDARD 804S-5

SHEET 12 OF 13 AND SHEET 13 OF 13

FOR GENERAL NOTES AND DEVICE SPACING.

END

ROAD WORK

ROAD

WORK

AHEAD

ROAD

WORK

AHEAD

WORK

ZONE

TRAFFIC

FINES

DOUBLE

X

END

ROAD WORK

WORK

ZONE

TRAFFIC

FINES

DOUBLE

MAY BE MOUNTED ON

BACK OF CW20-1 SIGN

WITH APPROVAL OF

ENGINEER OR

DESIGNATED

REPRESENTATIVE

804S-5

R
.
O

.
W

.

S
I
D

E
W

A
L

K

T
R

A
F

F
I
C

 
L

A
N

E
S

W
O

R
K

 
A

R
E

A

S
T

O
R

A
G

E
 
A

R
E

A
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TYPE III BARRICADE

WITH TYPE "A" LIGHT

CHANNELIZING DEVICES

CTB-CONCRETE

TRAFFIC BARRIER OR

LOW PROFILE BARRIER

SAFETY FENCE

S
T

O
R

A
G

E

A
R

E
A
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NOTES:

1. WHERE TRAFFIC MUST CROSS TRENCHES, THE CONTRACTOR SHALL PROVIDE SUITABLE   BRIDGES.

2. THE USE OF STEEL PLATES SHALL BE APPROVED BY THE RIGHT OF WAY MANAGEMENT   DIVISION OF

WATERSHED PROTECTION AND DEVLOPMENT DEPARTMENT PRIOR TO   INITIATION OF CONSTRUCTION.

3. THE THICKNESS OF PLATES FOR TRENCH WIDTHS EXCEEDING 1.8 m (6') SHALL BE   ESTABLISHED IN AN

ANALYSIS COMPLETED BY A LICENSED PROFESSIONAL ENGINEER,   REGISTERED IN THE STATE OF

TEXAS. THE ANALYSIS SHALL BE BASED ON HS-20   TRAFFIC LOADING WITH A MAXIMUM PLATE

DEFLECTION OF 50 mm (

1

2

") WHEN EXPERIENCING SAID LOADING.  FOR SITUATIONS WHERE MULTIPLE

LAYERS OF   PLATES (OR STACKED PLATES) ARE TO BE EMPLOYED, THE SEAMS (IE. THE INTER-FACE

BETWEEN PLACED SIDE-BY-SIDE) OF THE UPPER LAYER SHALL BE PLACED PERPENDICULAR TO THE

SEAMS OF THE UNDERLYING PLATES.

4. WHEN APPROVED, THE TYPE OF PLATE INSTALLATION SHALL BE BASED ON THE ANTICIPATED   LENGTH

OF TIME THE PLATE WILL BE IN SERVICE:   CASE I:  A CASE I  INSTALLATION SHALL APPLY FOR NO

LONGER THAN A 2 WEEK PERIOD.   CASE II:  A CASE II  INSTALLATION SHALL APPLY FOR NO LONGER

THAN 2 WEEK PERIOD.

5. THE TOPSIDE OF THE STEEL PLATE SHALL BE FLAT AND FREE OF ANY CLIPS, CHAINS,   ATTACHMENTS,

WELDMENTS OR SURFACE IRREGULARITIES.

6. PLATES WITH A PERMANENT DISPLACEMENT (I.E. DISPLACEMENT ANYWHERE ON THE SURFACE OF THE

PLATE WITH RESPECT TO A PLANE FORMED BY THE OUTSIDE EDGES) THAT EXCEEDS 12 mm (

1

2

") SHALL

NOT BE USED FOR PLATING PURPOSES. PLATES THAT DEVELOP A PERMANENT DISPLACEMENT

EXCEEDING 12 mm (

1

2

") DURING SERVICE SHALL BE REMOVED AND REPLACED.

7. THE PLATES SHALL BE PROVIDED WITH APPROPRIATE NUMBER OF KEYHOLE   SLOTS OR CIRCULAR

HOLES FOR HANDLING, LIFTING, INSTALLATION AND REMOVAL PURPOSES.

8. THE CONTRACTOR SHOULD AVOID USING A LONG SERIES OF PLATES THAT RUN   PARALLEL TO

VEHICULAR TRAFFIC WHEELS PATHS.

9. ADDITIONAL METHODS OF SECURING PLATES MAY BE REQUIRED DEPENDING ON FIELD   CONDITIONS.

10. FOR PLATES 1.8 M (6') OR GREATER IN DIRECTION OF TRAFFIC, A NON-SKID COATING    SHOULD BE

APPLIED TO THE ENTIRE SURFACE AREA OF ALL PLATES, AS WELL AS ADJACENT AREAS. THE NON-SKID

COATING SHALL BE TCA (TEXTURED COATING OF AMERICA, INC.) STRATA-GRIP DECK COATING SYSTEM;

SLIPFIX, INC. SPS (SLIP PROTECTION SURFACE) OR AN EQUIVALENT PRODUCT APPROVED BY THE

ENGINEER OR DESIGNATED REPRESENTATIVE.
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240 (800)

(140-175)

GENERAL TRAFFIC CONTROL NOTES GENERAL TRAFFIC CONTROL NOTES

Formula

L=WS

2

60

L=WS

40 (120)

50 (160)

75 (240)

100 (320)

120 (400)

150 (500)

180 (600)

210 (700)

(495)

(30) (60-75)

(70-90)

(80-100)

(90-110)

(100-125)

(110-140)

(120-150)

(130-165)

9 15-20

25-25

25-30

25-30

30-35

35-40

40-45

40-50

45-55

DURATION OF WORK

ADOPTED
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THE ARCHITECT/ENGINEER ASSUMES

RESPONSIBILITY FOR APPROPRIATE USE

OF THIS STANDARD.

DEPARTMENT OF PUBLIC WORKS

1. ALL TRAFFIC CONTROL DEVICES, SIGNS, BARRICADES AND WARNING SIGNS SHALL BE

FURNISHED, PLACED, CONSTRUCTED AND MAINTAINED IN THE APPROPRIATE TYPES AND

SIZES AND FLAGGER OPERATIONS EXECUTED IN ACCORDANCE WITH THE CURRENT   EDITION

OF THE TEXAS MANUAL ON UNIFORM CONTROL DEVICES (TMUTCD), THE CITY   OF AUSTIN

STANDARD SPECIFICATIONS SERIES 800 AND THE CITY OF AUSTIN TRANS- PORTATION

CRITERIA MANUAL, OR AS DIRECTED BY THE ENGINEER OR DESIGNATED RE- PRESENTATIVE.

IF A CONFLICT ARISES THEN THE CITY OF AUSTIN TRANSPORTATION CRITERIA MANUAL SHALL

CONTROL UNLESS OTHERWISE INSTRUCTED BY THE ENGINEER OR DESIGNATED

REPRESENTATIVE.

2. THE CONTRACTOR SHALL NOTIFY THE TRANSPORTATION DIVISION OF THE DEPARTMENT OF

PUBLIC WORKS  AT 974-7024 NO LATER THAN THE MONDAY OF THE WEEK DURING WHICH THE

CONTRACTOR INTENDS TO SET UP BARRICADES TO START CONSTRUCTION.

3. PROPOSED CONSTRUCTION TRAFFIC MOVEMENTS MAY REQUIRE EXISTING SIGNAL HEADS

TO BE RELOCATED.  THE CITY OF AUSTIN WILL REVIEW SIGNAL HEAD LOCATIONS DURING

CONSTRUCTION AND PERFORM THE REQUIRED ADJUSTMENTS. THE CONTRACTOR SHALL

CONTACT THE TRANSPORTATION DIVISION OF THE DEPARTMENT OF PUBLIC WORKS AT

974-7024, THREE (3) DAYS PRIOR TO PLACMENT ANY TRAFFIC CONTROLS WHICH MAY

REQUIRE SIGNAL HEAD ADJUSTMENTS/RELOCATION.

4. THE CONTRACTOR SHALL PROVIDE ONE (1) FULL-TIME OFF-DUTY, UNIFORMED AUSTIN POLICE

DEPARTMENT CERTIFIED PEACE OFFICER AND ONE (1) VEHICLE OF THE TYPE APPROVED BY

THE ENGINEER OR DESIGNATED REPRESENTATIVE FOR TEMPORARY LANE CLOSURES WHEN

UNDERSEALING, MILLING, PAVING AND WHEN WORKING IN INTERSECTIONS AS PART OF THE

TRAFFIC CONTROL OPERATIONS. THE PEACE OFFICER SHALL BE ABLE TO SHOW PROOF OF

CERTIFICATION BY THE TEXAS COMMISSION ON LAW ENFORCEMENT OFFICER STANDARDS.

5. THE CONTRACTOR SHALL NOTIFY ALL OTHER GOVERNMENTAL AGENCIES WHOSE RIGHTS-

OF-WAY ARE AFFECTED BY HIS WORK ACTIVITIES.  THE CONTRACTOR SHALL PROVIDE ANY

ADDITIONAL TRAFFIC CONTROL DEVICES THAT THEY MAY NEED.

6. THE CONTRACTOR SHALL MAINTAIN ONE (1) DUST-FREE LANE OF TRAFFIC IN EACH

DIRECTION AT ALL TIMES, UNLESS OTHERWISE NOTED IN THE DRAWINGS OR APPROVED  THE

ENGINEER OR DESIGNATED REPRESENTATIVE.

7. THERE SHALL BE A MINIMUM OF THREE (3) METERS (10 FEET) CLEAR WIDTH FOR EACH LANE

OF TRAFFIC IN CHANNELIZED AREAS, UNLESS OTHERWISE NOTED ON THE DRAWINGS OR

APPROVED BY THE ENGINEER OR DESIGNATED REPRESENTATIVE.

8. THE CONTRACTOR SHALL MAINTAIN DRIVEWAY ACCESS AT ALL TIMES. IF ACCESS CANNOT BE

MAINTAINED, THE CONTRACTOR WITH THE APPROVAL OF THE ENGINEER OR DESIGNATED

REPRESENTATIVE SHALL PROVIDE AT LEAST 24 HOUR WRITTEN NOTICE OF LIMITED ACCESS

TO AFFECTED PROPERTY OWNERS. THE CONTRACTOR SHALL PROVIDE BUSINESS ACCESS

SIGNS AS NEEDED TO NFORM DRIVERS OF THE LOCATIONS OF ALL DRIVEWAYS.

9. TEMPORARY LANE CLOSURES IN THE CENTRAL BUSINESS DISTRICT (CBD) OR ON ARTERIAL

STREETS SHALL NOT BE PERMITTED DURING THE HOURS OF 7 AM TO 9 AM AND 4 PM TO 6PM

MONDAY THROUGH FRIDAY UNLESS PRIOR APPROVAL HAS BEEN OBTAINED FROM THE

TRANSPORTATION DIVISION.

10. TRAFFIC CONTROL SHOWN ON STANDARD DETAILS IS TYPICAL. ADDITIONAL SIGNING AND/OR

BARRICADING, AS WELL AS TEMPORARY PAVEMENT MARKINGS AND OBLITERATION/

RESTORATION OF EXISTING PAVEMENT MARKINGS, MAY BE REQUIRED DEPENDING ON FIELD

CONDITIONS. FIELD ADJUSTMENTS TO TRAFFIC CONTROLS WILL NOT BE PAID FOR DIRECTLY,

BUT WILL BE CONSIDERED SUBSIDIARY TO ITEM NO. 803S "BARRICADES, SIGNS AND TRAFFIC

HANDLING".

11. THE CONTRACTOR SHALL DESIGNATE A COMPETENT PERSON FOR TRAFFIC CONTROL. THE

COMPETENT PERSON SHALL MAKE INSPECTIONS OF THE TRAFFIC CONTROL DEVICES AT

LEAST TWO (2) TIMES A DAY (ONCE AT THE BEGINNING OF THE DAY AND ONCE AT THE END OF

THE DAY), INCLUDING NON-WORKING DAYS, ENSURING THAT ALL DEVICES ARE IN THEIR

PROPER PLACE AND ARE IN WORKING ORDER.

12. ALL DEVICES SHALL BE MADE USING MATERIALS LISTED ON THE TxDOT APPROVED

PRODUCTS LIST.

ADOPTED
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THE ARCHITECT/ENGINEER ASSUMES

RESPONSIBILITY FOR APPROPRIATE USE

OF THIS STANDARD.

DEPARTMENT OF PUBLIC WORKS

1. ALL PERSONS WORKING WITHIN THE RIGHT-OF-WAY SHALL WEAR A BRIGHTLY COLORED

SAFETY VEST.  FOR NIGHTTIME WORK THE VEST SHALL BE RETROREFLECTIVE.

2. WHEN AN INTERSECTION IS CLOSED FOR CONSTRUCTION, THE CONTRACTOR SHALL

PROCEED WITH CONSTRUCTION IN SUCH A MANNER THAT THE CLOSURE TIME IS

MINIMIZED.

3. THE CONTRACTOR SHALL NOTIFY THE CAPITAL METRO DISPATCHER AT 385-4295 ONE

(1) WEEK PRIOR TO LANE CLOSURES ADJACENT TO BUS STOPS.

WORK DURATION IS A MAJOR FACTOR IN DETERMINING THE NUMBER AND TYPES OF

DEVICES USED IN TEMPORARY TRAFFIC ZONES.  THE FIVE (5) CATEGORIES OF WORK

DURATION AND THEIR TIME AT A LOCATION ARE AS FOLLOWS:

- LONG-TERM STATIONARY-WORK THAT OCCUPIES A LOCATION FOR MORE THAN 3 DAYS.

- INTERMEDIATE-TERM STATIONARY-WORK THAT OCCUPIES A LOCATION FROM OVERNIGHT

TO 3 DAYS.

- SHORT-TERM STATIONARY-DAYTIME WORK THAT OCCUPIES A LOCATION FROM 1 TO 12 HOURS.

- SHORT-DURATION WORK THAT OCCUPIES A LOCATION UP TO 1 HOUR.

- MOBILE-WORK THAT MOVES INTERMITTENTLY OR CONTINUOUSLY.

Typical Transition Lengths and

Suggested Maximum Spacing of Devices

"X"

Dimension

Minimum Desirable

Taper Lengths (L)

Meters (Feet)

Suggested Max.

Device Spacing

Suggested

Sign Spacing

Meters (Feet)

10

(35)

12

(40)

13

(45)

15

(50)

16

(55)

18

(60)

19

(65)

21

(70)

255

(840)

235

(780)

220

(720)

200

(660)

180

(600)

165

(540)

100

(320)

75

(245)

55

(180)

50

(165)

70

(225)

90

(295)

165

(550)

185

(605)

200

(660)

215

(715)

235

(770)

215

(700)

195

(650)

180

(600)

165

(550)

150

(500)

135

(450)

80

(265)

65

(205)

45

(150)

3.0(10)

Offset

Meters

(feet)

3.3(11)

Offset

Meters

(feet)

3.6(12)

Offset

Meters

(feet)

On a

taper

Meters

(feet)

On a

tangent

Meters

(feet)

Posted

Speed

KPH

(MPH)

50

(30)

55

(35)

65

(40)

70

(45)

80

(50)

90

(55)

100

(60)

105

(65)

115

(70)

X
X

X

SEE STANDARD 804S-2
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TWO WAY TRAFFIC TAPER

15 m TO 30 m

(50' TO 100')

FLAGGER SETUP FOR

WORK ADJACENT TO ROAD CLOSED

AT TEE INTERSECTION

DETAIL SPTF-A

ROAD

CLOSED

NOTE: THIS SETUP TO BE USED ONLY

WHEN WORK ZONE IS DIRECTLY

ADJACENT TO INTERSECTION.

NOTE: ROAD CLOSURE

TO REMAIN WHILE WORK

IS BEING PERFORMED

 IN INTERSECTION.

(OPTIONAL)

ONE

LANE

AHEAD

ROAD

WORK

AHEAD

BE

PREPARED

TO STOP

END

ROAD WORK

END

ROAD WORK

ROAD

WORK

AHEAD

BE

PREPARED

TO STOP

ROAD

CLOSED

WORK

AREA

W
O

R
K

A
R

E
A

X
X

X

X
X

X
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FLAGGER SETUP FOR

WORK ADJACENT TO ROAD CLOSED

AT CROSS INTERSECTION

DETAIL SPTF-B

NOTE: THIS SETUP TO BE USED ONLY

WHEN WORK ZONE IS DIRECTLY

ADJACENT TO INTERSECTION.

NOTE: ROAD CLOSURE

TO REMAIN WHILE WORK

IS BEING PERFORMED

 IN INTERSECTION.

X
X

X

SEE STANDARD 804S-2

SHEET 8 OF 8

FOR DEVICE SPACING.

 FOR MIN. BUFFER SPACE REQUIRED

SEE STD. TRAFFIC DETAIL 804S-2, 3 OF 8

FLAGGER NOTES
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15 m TO 30 m

(50' TO 100')

FLAGGER SETUP FOR

WORK AT TEE INTERSECTION

DETAIL SPTF-C

NOTE: THIS SETUP TO BE USED ONLY

WHEN WORK ZONE IS DIRECTLY

ADJACENT TO INTERSECTION.

NOTE: ROAD CLOSURE

TO REMAIN WHILE WORK

IS BEING PERFORMED

 IN INTERSECTION.

(OPTIONAL)

BE

PREPARED

TO STOP

ROAD

WORK

AHEAD

END

ROAD WORK

ROAD

WORK

AHEAD

BE

PREPARED

TO STOP

ROAD

CLOSED

ROAD

CLOSED

WORK

AREA

W
O

R
K

A
R

E
A

END

ROAD WORK

END

ROAD WORK

ONE

LANE

AHEAD

ROAD

WORK

AHEAD

BE

PREPARED

TO STOP

END

ROAD WORK

ROAD

WORK

AHEAD

BE

PREPARED

TO STOP

ROAD

CLOSED

ROAD

CLOSED

W
O

R
K

A
R

E
A

END

ROAD WORK

ROAD

WORK

AHEAD

ONE

LANE

AHEAD

BE

PREPARED

TO STOP

X
X

X

X
X

X
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DETAIL SPTF-D
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AHEAD

ROAD

WORK

AHEAD
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TO STOP

END
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W
O

R
K

A
R

E
A

END

ROAD WORK

ROAD

WORK

AHEAD

BE

PREPARED

TO STOP
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FLAGGER SETUP FOR

WORK ADJACENT TO ROAD CLOSED

AT CROSS INTERSECTION

ONE

LANE

AHEAD

DETAIL SPTF-E

NOTE:

CENTER FLAGGER NEEDED

WHEN LINE OF SIGHT IS

OBSTRUCTED.

X
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FLAGGER SETUP FOR

WORK AT TEE INTERSECTION

DETAIL SPTF-F

NOTE:

CENTER FLAGGER NEEDED

WHEN LINE OF SIGHT IS

OBSTRUCTED.

BE

PREPARED

TO STOP

ROAD

WORK

AHEAD

END

ROAD WORK

END

ROAD WORK

ROAD

WORK

AHEAD

BE

PREPARED

TO STOP

ROAD

WORK

AHEAD

BE

PREPARED

TO STOP

ROAD
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AHEAD
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PREPARED

TO STOP

END

ROAD WORK

ROAD
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AREA

END
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AHEAD
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PREPARED

TO STOP
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FLAGGER SETUP FOR

WORK ADJACENT TO ROAD CLOSED

AT CROSS INTERSECTION

NOTE:

CENTER FLAGGER NEEDED

WHEN LINE OF SIGHT IS

OBSTRUCTED.

END

ROAD WORK

ROAD

WORK

AHEAD

BE

PREPARED

TO STOP

ROAD

WORK

AHEAD

BE

PREPARED

TO STOP

ONE

LANE

AHEAD

END

ROAD WORK

W
O

R
K

A
R

E
A
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STANDARD NO.

ADOPTED

THE ARCHITECT/ENGINEER ASSUMES

RESPONSIBILITY FOR APPROPRIATE USE

OF THIS STANDARD.

501S-1

ENCASEMENT DETAIL W/

CASING SPACERS

CASING SPACER

(TYP.)

25 mm (1'' )

CLEARANCE (MAX.)

NUMBER OF RUNNERS

AND CONFIGURATION

SHALL COMPLY WITH

MANUFACTURERS

APPROVED SHOP

SUBMITTAL.

CASING SPACER

(TYP.)

25 mm (1'')

CLEARANCE (MAX.)

CARRIER

PIPE

MIN. DIST.

FROM ENDS

SPACING SHALL

BE IN ACCORDANCE

 WITH  MANUFACTURER'S

PRODUCT SPECIFICATIONS

300 mm-450 mm

(12''-18'')

ENCASEMENT PIPE

ENCASEMENT PIPE

APPLICABLE REFERENCES

CARRIER PIPE

INSTALL END

SEAL ON

EACH END

STANDARD SPECIFICATION: ITEM 510S.3 (19) W/WW STANDARD PRODUCTS LIST: SPLWW-575

FOR CASING SPACER AND SPLWW-575A FOR END SEAL.

ALL JOINTS IN

ENCASEMENT SHALL

BE RESTRAINED FOR

WATER LINES ONLY

UNLESS OTHERWISE

DIRECTED BY THE

ENGINEER

Y

R

A

T
I

N

A

S

STAR LAYOUT

RING SECTION

MANHOLE RING

LID RING SET

N

C

A

S

T

I

G

#

T

A

U

S

I

N

T

D

A

E

G

O

(

M

F

R

.

L

O

)

U

S

A

NOTES:

CITY/STATE

BOLT HOLE DETAIL

PICK BAR DETAIL

A

U

S
T

I

N

T

E

X
A

S

W

S

E

E

R

0

0

0

L

B

S

(
D

A

T

E

)

3

S

U

A

L
O

O

G

(

)

9^

30^

25 mm (1'') BORDER

4

50 mm (2'')

A
U

S
T

I
N

0
0

0
 
L
B

S
.

M
A

D
E

I
N

U
.
S

.
A

.

M
F

R
.
 
L
O

G
O

C
A

S
T

I
N

G
 
N

O
.

M
A

N
U

F
A

C
T

U
R

E
R

200 mm

(8'')

4

22 mm (�'')

22 mm (�'')

100 mm (4'')

1

2

6 mm (�'')

12 mm (�'')

540 mm (21�'')

590 mm (23�'')

595 mm (23�'')

LID PLAN VIEW

LID SECTION VIEW

LID SECTION VIEW

19 mm (�'') LETTERS

19 mm (�'') LETTERS

25 mm (1'') LETTERS

635 mm (25'')

600 mm (23�'')

595 mm (23�'')

555 mm (21�'')

2

552 mm (21�'')

572 mm (22�'')

584 mm (23'')

600 mm (23�'')

775 mm (30�'')

3 mm (�'')

12 mm (�'')

3 mm (�'')

6 mm (�'') CLEAT

25 mm (1'')

22 mm (�'')

3 mm (�'')

6 mm (�'')

6 mm (�'')

58 mm (2�'')

22 mm (�'')

70 mm (2�'')

36^ (TYP.)

19 mm (�'') TYP.

87.5 mm (3�'')

31 mm (1�'') 31 mm (1�'')

25 mm (1'')

19 mm (�'')

25 mm (1'') DIA.

P

P

2   BREAK ALL SHARP CORNERS 1.5 mm (.06'') x 45^ MIN.

3   LID IS CAST WITH TWO 25 mm x 88 mm (1'' x 3�'') STEEL PICK BARS.

4   LID WEIGHT 667 OR 778 N (150 OR 175 LBS) CAST TOP & BOTTOM.

TYP. WEIGHT

503S-2W

SANITARY SEWER MANHOLE

RING AND 610 mm (24'') COVER

503S-2W

SANITARY SEWER MANHOLE

RING AND 610 mm (24'') COVER

503S-2W

106 mm (4�'') RADIUS

125 mm (5'') RADIUS

156 mm (6�'') RADIUS

175 mm (7'') RADIUS

206 mm (8�'') RADIUS

225 mm (9'') RADIUS

275 mm (11'') RADIUS

STANDARD NO.

ADOPTED
1  OF 3

STANDARD NO.
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THE ARCHITECT/ENGINEER ASSUMES

RESPONSIBILITY FOR APPROPRIATE USE

OF THIS STANDARD.
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STANDARD NO.

ADOPTED
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RESPONSIBILITY FOR APPROPRIATE USE

OF THIS STANDARD.
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MANHOLE

LID

MANHOLE LID

PICK BAR (TYP.)

22 mm

(

7

8'')

22 mm

(

7

8'')

100 mm

(4'')

13 mm (

1

2'')

LETTERS

25 mm (1'')

LETTERS

13 mm (

1

2'')

LETTERS

200 mm

(8'')

3 mm (

1

8'')

TAPER

6 mm (

1

4'')

CLEAT

400 mm

(16'')

200 mm

(8'')

25 mm (1'')

DIA. x 88 mm (3

1

2'')

STEEL PICK BAR

MACHINED

SURFACE

88 mm

(3

1

2'')

57 mm

(2

1

4'')

31 mm

(1

1

4'')

90^

TYP.

19 mm (

3

4'') HOLE

(TYP. 4)

705 mm (27

3

4'') DIA.

BOLT CIRCLE

MACHINED

SURFACE

150 mm

(5

7

8'')

103 mm

(4'')

19 mm (

3

4'')

HOLE (TYP. 4)

MANHOLE

RING

58 mm

(2

5

16'')

12 mm (

1

2'')

WALL THICKNESS

667/778 N

(150/175 LBS)

667 N

(150 LBS

1335/1445 N

(300/325 LBS)

6 mm (

1

4'')

RADIUS (TYP.)

6 mm (

1

4'')

RADIUS (TYP.)

90 mm (3

1

2'')

RADIUS

47 mm (1

7

8'')

RADIUS

1      19 mm (

3

4'')  L + 6 mm ( 

1

4'') CLEAT PER CITY SPECIFICATION, OR

    25 mm (1'')  L + 6 mm (

1

4'') CLEAT IN STATE MAINTAINED R.O.W.

NOTE: ALL MANHOLES NOT LOCATED IN

PAVED AREAS SHALL HAVE BOLTED COVERS

AS PER SPEC. 506S, SECTION 506S.3,

MATERIALS AND COMPONENTS, ITEMS M & N.

NOTE: ALL MANHOLES NOT

LOCATED IN PAVED AREAS

SHALL HAVE BOLTED COVERS AS

PER SPEC. 506S, SECTION 506S.3,

MATERIALS AND COMPONENTS,

ITEMS M & N.

NOTE: ALL MANHOLES NOT LOCATED IN PAVED AREAS SHALL HAVE BOLTED COVERS

AS PER SPEC. 506S, SECTION 506S.3, MATERIALS AND COMPONENTS, ITEMS M & N.

OPTIONAL

SPOKES

SANITARY SEWER MANHOLE

RING AND 610 mm (24'') COVER

THE ARCHITECT/ENGINEER ASSUMES

RESPONSIBILITY FOR APPROPRIATE USE

OF THIS STANDARD.

OPTIONAL

SPOKES

12-3-2020

December 03, 2020
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TYPICAL JUNCTION MANHOLE 

153 MM

6" DIA.

203 MM

8" DIA.

153 MM

6" DIA.

230 MM

8" DIA.

102 MM

4" DIA.

TYPICAL JUNCTION MANHOLE (WITH DROP) 

2
0

3
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TYPICAL JUNCTION MANHOLE 

230 MM

8" DIA.

FORM MANHOLE INVERT

TO PROVIDE FOR SMOOTH

FLOW OF WATER
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230 MM

8" DIA.

TYPICAL JUNCTION MANHOLE 

FORM MANHOLE INVERT

TO PROVIDE FOR SMOOTH

FLOW OF WATER
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TYPICAL MANHOLE AT ANGLE IN SEWER MAIN

230 MM

8" DIA.

FORM MANHOLE INVERT

TO PROVIDE FOR SMOOTH

FLOW OF WATER

102 MM

4" DIA.

1

SD-05

DETAIL
2

SD-05

DETAIL

3

SD-05

DETAIL

5

SD-05

DETAIL

6

SD-05

DETAIL

7

SD-05

DETAIL

204 MM

8" DIA.

TYPICAL MANHOLE AT ANGLE IN SEWER MAIN

203 MM

OUT INV. 600.30 ±

IN INV. 600.38

IN INV. 600.38 ±
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FLOW OF WATER

STA 6+98.82

STA 9+48.39

FORM MANHOLE INVERT TO

PROVIDE FOR SMOOTH

FLOW OF WATER

STA 11+45.64

STA 22+47.75

STA 27+90.30

FORM MANHOLE INVERT TO

PROVIDE FOR SMOOTH

FLOW OF WATER
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